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WARNING 

ǒ Operation of this ATV by anyone under the age of 16 may increase the risk of severe 

injury or death!!! This vehicle can roll if not driven properly!!! 

ǒ Adult supervision is always required. 

ǒ Anyone under the age of 16 may NOT operate this ATV. 

ǒ Overloading the ATV may adversely affect the handling of this vehicle. 

ǒ Operator use only, excess passengers are prohibited. 

ǒ All Riders MUST wear helmet and other protective equipment. 

ǒ Do NOT operate this vehicle during/after consuming Alcohol or Drugs. 

ǒ Donôt do drugs. Itôs not healthy for you. 

ǒ When refueling, you must shut off the engine to avoid spark or fire risk. 

ǒ Read Owner's Manual carefully before operating this vehicle. 

Safety Messanges  

The types of safety messages, what they look like and how they are used in this guide 

are explained as following: 

WARNING: Indicates a potential hazard which, if not avoided, could result in death or 

serious injury. 

CAUTION: Indicates a hazardous situation, which, if not avoided, could result in minor 

or moderate injury. 

NOTICE: Indicates an instruction which, if not followed, could result in severely 

damaged vehicle componnents or other property. 

Warning for ATV Transportation  

1. Special ATV trailer is recommended for ATV long distance transportation; 

2. Container truck is recommended for ATV long distance transportation; 

3. NOTICE: Before transportation, please check ATV if there is tire damage or 

overwearing, steering working conditions and battery power level; turn off the engine. 

4. Make fuel cap and seat are installed correctly and secure. 

5. Block the wheel and secure both the front and rear of the vehicle frame to the 

transporting device. 

Warning  for  ATV Storage  

1. If the vehicle is to be remain inactive for more than a month, disconnect the BLACK (-) 

cable of the battery. 

2. Inspect vehicle and change the engine oil and filter. 

3. Check engine coolant, differentials, gearbox and brake fluid levels. 

4. Clean the vehicle. Close and latch all storage compartments. 

5. Store the vehicle in a dry area and cover the vehicle with a permeable material. 
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Dear Valued Customer̔ 

Congratulations and thank you for choosing to become a part of our family with 

the purchase of your new ATV. We have designed this vehicle with you, the 

customer, in mind, providing you with great power stability, and functionality 

with your ATV.  

This Ownerôs Manual is here to familiarize any operators of all proper operating 

procedures. It also includes important and required information about the 

general care and maintenance of your ATV. 

Read the following pages regarding safety warnings, active riding skills, and 

precautions for your own safety and the safety of others around you. Children 

and adults have different skill levels, physical abilities, and use of judgment. 

Anyone under the age of 16 is NOT permitted to drive this vehicle. Failure to 

follow these warning and safety labels in Ownerôs Manual can result in SEVER 

INJURY OR DEATH. Keep this Ownerôs Manual with vehicle at all times. 

This vehicle may exceed the performance of other vehicles you may have 

ridden in the past. Never operate this vehicle without proper instruction. Take a 

training course. All operators should receive training from an authorized dealer. 

All information in this manual is based on the latest product data and 

specifications available at the time of printing. The Manufacture of this ATV, 

reserve the right to make product changes and improvements, which may affect 

the illustrations, layout, or explanations without NOTE. 

If you have any other questions regarding our ATV operation or maintenance, 

please contact any authorized dealer. 

Product and specifications are subject to change without NOTE.  

This manual applies to the following models: 

Covered Models 

PATHCROSS 650L/800L/1000L X 

PATHCROSS 650L/800L/1000L X MUD Version 

PATHCROSS 1000 LT X/ PATHCROSS 1000 LT X MUD Version 
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SAFETY INFORMATION 

GENERAL PRECAUTIONS  

Avoid Carbon Monoxide Poisoning  

All engine exhaust contains carbon monoxide, a deadly gas. Breathing carbon 

monoxide can cause headaches, dizziness, drowsiness, nausea, confusion and 

eventually death. 

Carbon monoxide is a colorless, odorless, tasteless gas that may be present 

even if you do not see or smell any engine exhaust. Deadly levels of carbon 

monoxide can collect rapidly, and you can quickly be overcome and unable to 

save yourself. Also, deadly levels of carbon monoxide can linger for hours or 

days in enclosed or poorly ventilated areas. If you experience any symptoms of 

carbon monoxide poisoning, leave the area immediately, get fresh air and seek 

medical treatment. 

To prevent serious injury or death from carbon monoxide: 

- Never run the vehicle in poorly ventilated or partially enclosed areas such as 

garages, carports or barns. Even if you try to ventilate engine exhaust with fans 

or open windows and doors, carbon monoxide can rapidly reach dangerous 

levels. 

- Never run the vehicle outdoors where engine exhaust can be drawn into a 

building through openings such as windows and doors. 

Avoid Gasoline Fires and Other Hazards  

Gasoline is extremely flammable and highly explosive. Fuel vapors can spread 

and be ignited by a spark or flame many feet away from the engine. To reduce 

the risk of fire or explosion, follow these instructions: 

Gasoline is poisonous and can cause injury or death. 

- Never siphon gasoline by mouth. 

- If you swallow gasoline, get any in your eye(s), or inhale gasoline vapor, 

contactyour doctor immediately. 

- If gasoline spills on you, wash with soap and water and change your clothes. 
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Avoid Burns from Hot Parts  

Certain components like brake disc and exhaust components become hot 

during operation. Avoid contact with those parts during and shortly after 

operation to avoid burn wounds. 

Accessories and Modifications  

Any modifications or addition of approved accessories may affect the handling 

of your vehicle. It is important to take the time to get familiar with the vehicle 

once modifications are made to understand how to adapt your driving behavior 

accordingly. Avoid installing equipment not specifically approved for the vehicle 

and avoid unauthorized modifications. These modifications and equipment 

have not been tested and may create hazards. For example, they could: 

- Create a loss of control and increase risk of crash 

- Cause overheating or short circuits increasing the risk of fire or burn injuries 

- Affect the protection features provided by the vehicle. 

- Affect the behavior of the trailer when the vehicle is transported 

- Cause a risk of losing objects on the road when transported. 

Your vehicle may also become illegal to ride. 

Contact your authorized dealer for available accessories for your vehicle. 

For safety reasons, some accessories must be installed by an authorized 

dealer but if you decide to install the accessory by yourself, when not required 

to be done by the dealer, it is important to follow all the instructions carefully 

and, if applicable, understand all the information on how to use the product or 

for servicing. 

If the accessory has been installed on your vehicle by another person than you, 

we strongly recommend you to read the corresponding instruction sheet as 

there may be more for information on how to use it safely or for the servicing. 

The instruction sheets can be obtained by an authorized dealer. 
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SPECIAL SAFETY MESSAGES  

THIS VEHICLE IS NOT A TOY AND CAN BE HAZARDOUS TO OPERATE.  

-This vehicle handles differently from other vehicles including motorcycles and 

cars. A collision or rollover can occur quickly, if you fail to take proper 

precautions, even during routine maneuvers such as turning and driving on hills 

or over obstacles. 

SEVERE INJURY OR DEATH  can result if you do not comply with the following 

instructions: 

- Read this Ownerôs Manual and all on-product safety labels carefully and follow 

the operating procedures described.  

- Always follow this age recommendation: A person under 16 years old should 

never operate this vehicle. 

-Never take place on this vehicle without wearing an approved helmet of the 

proper size and other required riding gears. Refer to RIDING GEAR in RIDING 

THE VEHICLE for detailed information. 

- Always inspect and confirm the safe operating condition of your vehicle prior 

to ride. Refer to PRE-RIDE INSPECTION. Always follow the maintenance 

schedules as described in this Ownerôs Manual. Refer to MAINTENANCE. 

- On short wheelbase models, do not make any modifications to accommodate 

a passenger or use racks to carry a passenger. 

- Never carry a passenger on this vehicle unless you are operating a long 

wheelbase model. Passenger(s) affect balance and steering and increase risk 

of losing control. 

- The tires of this vehicle are not suited for paved road use. 

- Never operate this vehicle on any paved surfaces, including sidewalks, 

driveways, parking lots and streets. 

- This vehicle is not designed to ride on paved surfaces; if you must shortly use 

the vehicle on such surfaces, avoid abrupt inputs to steering, accelerator and 

brakes. Reduce your speed. 

- This vehicle is not designed for riding on roads or highways (in most places it 
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is an illegal practice). Riding your vehicle on roads or highways could cause a 

collision with another vehicle. 

- Never operate this ATV after using drugs or alcohol, when tired or ill. This 

must be applied also to the passenger (if applicable). Your reaction time and 

judgement are greatly affected under these conditions. Always operate your 

ATV prudently. 

- Never attempt wheelies, jumps, or other stunts. 

- Never operate at excessive speeds. Always go at a speed that is proper for 

the terrain, visibility, and operating conditions, and your experience. 

- Always go slowly and be extra careful when operating on unfamiliar terrain. 

Always be alert to changing terrain conditions when operating this vehicle. 

- Never operate on excessively rough, slippery or loose terrain until you have 

learned and practiced the skills necessary to control this vehicle on such terrain. 

Always be especially cautious on these kinds of terrain. 

- Always follow proper procedures for turning as described in RIDING 

TECHNIQUES. 

- Never operate this vehicle on hills too steep for the vehicle or for your abilities. 

- Always follow proper procedures for climbing hills as described in RIDING 

TECHNIQUES. Check the terrain carefully before you start up any hill. Never 

climb hills with excessively slippery or loose surfaces. 

- Always follow proper procedures for going down hills and for braking on hills 

as described in RIDING TECHNIQUES. Check the terrain carefully before you 

start down any hill. 

- Always follow proper procedures for crossing the side of a hill as described in 

RIDING TECHNIQUES. Avoid hills with excessively slippery or loose surfaces. 

- Always use proper procedures if you stall or roll backwards when climbing a 

hill. To avoid stalling, use low gear and maintain a steady speed when climbing 

a hill. If you stall or roll backwards, follow the driving technique procedures as 

described in RIDING TECHNIQUES. 

- Always check for obstacles before operating in a new area. Never attempt to 
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operate over large obstacles, such as large rocks or fallen trees. Always follow 

proper procedures when operating over obstacles as described in RIDING 

TECHNIQUES. 

-Always be careful when skidding or sliding. Learn to safely control skidding or 

sliding by practicing at low speeds and on level smooth terrain. On extremely 

slippery surfaces, such as ice, go slowly and be very cautious in order to reduce 

the chance of skidding out of control. If you are operating a long wheelbase 

model and have a passenger on-board, never attempt skidding or sliding; 

overturn or passenger ejection may occur. 

- Always be sure there are no obstacles or people behind the vehicle when you 

operate in reverse. When it is safe to proceed in reverse, go slowly. Take into 

account that on a long wheelbase model the passenger can obstruct your view. 

- Never exceed the stated load limits for this vehicle including operator, 

passenger (long wheelbase models), all other loads and added accessories. 

Cargo should be properly distributed and securely attached. Reduce speed and 

follow instructions in this guide for carrying cargo or pulling a trailer. Allow 

greater distance for braking. 

- This vehicle is not designed for jumping, nor can it fully absorb the high impact 

energy generated during maneuvers such as jumping which, can be passed on 

to you, the operator. Performing wheelies can cause the vehicle to flip over onto 

you. Both practices have a high risk for you and your passenger (long 

wheelbase models) and should be avoided at all times. 

- Never operate this vehicle through deep or fast flowing water. Water should 

never exceed the center of the wheels. Remember that wet brakes may have 

reduced stopping ability. Test your brakes after leaving water, mud or snow. If 

necessary, apply them several times to let friction dry out the pads. 

- Always keep in mind that braking distance is readily affected by but not limited 

to; weather and terrain conditions, braking system and tire conditions, vehicle 

speed and attitude, and vehicle load including towing. Remember to adjust your 

driving accordingly. 
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- Always sit on your ATV when operating in reverse. Avoid standing up. Your 

weight could shift forward against throttle lever, causing an unexpected 

acceleration and may lead to a loss of control. 

- Never operate the vehicle if the controls do not function normally. 

- Always maintain proper tire pressure. When replacing tires, use only the 

recommended tire size and type. For tire information, refer to 

SPECIFICATIONS in this manual. 

- Riding your vehicle too fast for your skills or the conditions may result in injury. 

Apply only enough throttle to proceed safely. Statistics show that mishaps and 

injury usually result from high speed turns. Always remember that this vehicle is 

heavy! Its pure weight alone may entrap you should it fall resulting in injury. 

- Never modify this vehicle through improper installation or use of accessories. 

Only use approved accessories. 

- Never exceed the stated load limits for this vehicle including operator, all other 

loads and added accessories. Cargo should be properly distributed and 

securely attached. Reduce speed and follow instructions in this manual for 

carrying cargo or pulling a trailer. Allow greater distance for braking. 

Driver's Responsibilities  

Driver must: 

- Not forget is responsible for the safety of the passenger. 

- Inform the passenger concerning the basic rules for a safe ride. 

- Instruct the passenger to read the vehicle's safety labels. 

- Always practice the maneuvers described in this Owner's Manual without and 

with a passenger. Greater skills are required with a passenger. 

- Always remember that the vehicle handling and stability may be affected when 

riding with a passenger. Safely reduce speed. Use proper judgement. If in doubt, 

do not attempt and disembark the passenger before executing any maneuver. 

- Always remember that the vehicle braking distance may be longer when riding 

with a passenger. Allow greater distance for braking. 

- Never carry passenger on a long wheelbase model if the passenger seat is 
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not properly installed. 

- Never carry more than one passenger. Do not allow passenger to sit 

anywhere else than the designated passenger's seat. 

- Never carry a passenger if you judge his ability or judgement insufficient to 

concentrate on the terrain conditions and adapt accordingly. 

- Never carry a passenger who has used drugs or alcohol, or is tired or ill. 

These slow reaction time and impair judgment. 

Passenger's Responsibility  

Passenger must: 

- Be capable of resting his feet on the footrests and his hands on grab handles 

when seated on this vehicle. 

- Never take place on this vehicle without wearing an approved helmet 

(including a chin guard) that fits properly. The passenger should also wear eye 

protection (goggles or face shield), gloves, boots, long sleeved shirt or jacket, 

and long pants. 

- Be seated on the designated passenger's seat. 

- Always keep hands on grab handles and feet on the footrests during operation. 

Never hold on to the operator. 

- Never get up during vehicle operation. An excessive movement could cause 

loss of control. 

- Pay attention to vehicle and operator movements. 

- Don't hesitate and tell the driver to slow down or stop if you feel uncomfortable 

or insecure for any reason. 

European Community  

On-Road Use  

The following warning applies only in the European Countries where on-road 

usage is allowed. 

SEVERE INJURY OR DEATH can result if you do not comply with the following 

instructions. 
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ƶWARNING 

-This vehicle is built for Off-road purpose only. It may be used for short 

distances on paved surfaces at reduced speed, in order to move the 

vehicle from an off-road location to another. 

-Always refrain from speeding and substantially reduce vehicle speed when 

turning. 

-Always respect the road traffic laws, even on a dirt or gravel road. 

-Always use any other equipment as required by traffic law for slow moving 

vehicle. 
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OPERATION WARNINGS 

NOTE: The following illustration is a general description. Your model may be 

different. 

 

 

 

 

 

 

 

 

 

 

 

POTENTIAL HAZARD   

Operating the ATV without proper guidance will increase the risk of 

accidents. 

WHAT CAN HAPPEN  

If the operator does not know how to operate the vehicle correctly in different 

situations and under different circumstances, the risk of accidents will 

increase greatly. 

HOW TO AVOID DANGER 

Beginners and inexperienced operators should complete training courses. 

Then, they should practice the skills learned in the course according to the 

operation techniques described in this operation guide. 

For more information about training courses, please contact an authorized 

dealer. 
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POTENTIAL HAZARD  

Failure to follow the age recommendations for this vehicle. 

WHAT CAN HAPPE N 

A lack of respect for this age recommendation can lead to severe injury or 

death of the child. 

Even though a child may be within the age group for which this vehicle is 

recommended, he may not have may be involved in a serious accident. 

HOW TO AVOID THE HAZARD  

No one under the age of 16 is allowed to drive this vehicle. 
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POTENTIAL HAZARD  

Did not follow the vehicle operating advice. 

WHAT CAN HAPPE N 

Always refuel with the engine stopped, and outdoors or in a well-ventilated 

place. 

Do not smoke or open flames or sparks in or near the refueling place or store 

gasoline. 

If gasoline spills on your skin or clothes, immediately wash them with soap 

and water and change clothes. 

HOW TO AVOID THE HAZARD  

Children are not allowed to operate vehicles with fuel. 
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POTENTIAL HAZARD  

Use vehicles in enclosed environments.  

WHAT CAN HAPPE N 

It is possible to have poisoning, which can be dangerous to your safety. 

HOW TO AVOID THE HAZARD  

Always use for cycling in open areas. 
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POTENTIAL HAZARD  

Transporting flammable or dangerous material can lead to explosions.  

WHAT CAN HAPPE N 

This can serious injury or death. 

HOW TO AVOID THE HAZARD  

Never transport flammable or dangerous material. 
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POTENTIAL HAZARD  

Using this vehicle with drugs or alcohol.  

WHAT CAN HAPPE N 

Could seriously affect your judgment. 

Could cause you to react more slowly. 

Could affect your balance and perception. 

Could result in an accident or death. 

HOW TO AVOID THE HAZARD  

Never use this vehicle with drugs or alcohol. 
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POTENTIAL HAZARD  

Operating this vehicle at excessive speeds.  

WHAT CAN HAPPE N 

Increases your chances of losing control of the vehicle, which 

can result in an accident. 

HOW TO AVOID THE HAZARD  

Always travel at a speed which is appropriate for the terrain visibility 

and operating conditions, and your experience. 
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POTENTIAL HAZARD  

Operating this vehicle on paved surfaces.  

WHAT CAN HAPPEN 

The tires are designed for off-road use only, not for use on pavement. 

Paved surfaces may seriously affect handing and control of this vehicle. 

and may cause the vehicle to go out of control.  

HOW TO AVOID THE HAZARD 

Never operate this vehicle on any paved surfaces. 

Including sidewalks. driveways, parking lots and streets. 
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POTENTIAL HAZARD 

Operating this vehicle on public streets, roads or highways.  

WHAT CAN HAPPEN  

You can collide with another vehicle. 

HOW TO AVOID THE HAZARD 

Never operate this vehicle on any public street, road or highway even a 

dirt or gravel one. In many states or provinces, it is illegal to operate  

this vehicle on public streets, roads or highways. 
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POTENTIAL HAZARD 

Riding this vehicle without wearing an approved helmet, eye protection and 

protective clothing.  

WHAT CAN HAPPEN 

The following items concern all ATV's operator: 

- Riding without an approved helmet increases the chances of a severe head 

injury or death in the event of an accident. Riding without eye protection can 

result in an accident and increases the chances of a severe injury in the event 

of an accident. 

-Riding without protective clothing increases the chances of severe injury in the 

event of an accident.  

HOW TO AVOID THE HAZARD 

Always wear an approved helmet that fits properly. You should also wear: 

-Eye protection (goggles or face shield) 

-Gloves and boots 

-Long sleeved shirt or jacket-long pants. 
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POTENTIAL HAZARD 

Attempting wheelies, jumps and other stunts.  

WHAT CAN HAPPEN  

Increases the chance of an accident, including an overturn.   

HOW TO AVOID THE HAZARD  

Never attempt stunts, such as wheelies or jumps. Do not try to show off. 

 
 
 
 
POTENTIAL HAZARD 

Failure to inspect the vehicle before operating. 

Failure to properly maintain the vehicle.  

WHAT CAN HAPPEN 

Increases the possibility of an accident or equipment damage. 

HOW TO AVOID THE HAZARD  

Always inspect your vehicle prior to every time you use it to make sure 

the vehicle is in safe operating condition. 

Always follow the inspection and maintenance procedures and schedules 

described further in this Owner's Manual. 
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POTENTIAL HAZARD 

Failure to use extra care when operating this vehicle on unfamiliar terrain.  

WHAT CAN HAPPEN 

You can come upon hidden rocks, bumps, or holes, without enough time to 

react. 

Could result in the vehicle overturning or loss of control. 

HOW TO AVOID THE HAZARD  

Go slowly and be extra careful when operating on unfamiliar terrain.  

Always be alert to changing terrain conditions when operating the vehicle. 
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POTENTIAL HAZARD 

Operating on excessively steep hills. 

WHAT CAN HAPPEN 

The vehicle can overturn more easily on extremely steep hills than  

on level surfaces or small hills. 

HOW TO AVOID THE HAZARD 

Never operate this vehicle on hills too steep for the vehicle or for your 

abilities. 

Practice on smaller hills before attempting larger hills. 
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POTENTIAL HAZARD  

Climbing hills improperly.  

WHAT CAN HAPPEN 

Could cause loss of control or cause vehicle to overturn.  

HOW TO AVOID THE HAZARD 

Always follow proper procedures for climbing hills as described further in  

this Operator's Guide. 

Always check the terrain carefully before you start up any hill. Never climb 

hills with excessively slippery or loose surfaces. Shift your weight forward. 

Never open the throttle suddenly or make sudden gear changes. 

The vehicle could flip over backwards. 

Never go over the top of any hill at high speed. An obstacle, a sharp drop 

or another vehicle or person could be on the other side of the hill. 
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POTENTIAL HAZARD 

Going down a hill improperly.  

WHAT CAN HAPPEN 

Could cause loss of control or cause vehicle to overturn. 

HOW TO AVOID THE HAZARD 

Always follow proper procedures for going down hills as described further  

in this Owner's Manual. 

NOTE: A special technique is required when braking as you go down a  

hill Always check the terrain carefully before you start down any hill. 

Shift your weight backward. Never go down a hill at high speed. 

Avoid going down a hill at an angle which would cause the vehicle to lean 

sharply to one side. Go straight down the hill where possible. 
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POTENTIAL HAZARD 

Improperly operating over obstacles.  

WHAT CAN HAPPEN 

Could cause loss of control or a collision.  

Could cause the vehicle to overturn.  

HOW TO AVOID THE HAZARD 

Before operating in a new area, check for obstacles. 

Never attempt to ride over large obstacles, such as large rocks or fallen 

trees. 

When you go over obstacles, always follow proper procedures as described 

further in this Owner's Manual. 
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POTENTIAL HAZARD 

Operating this vehicle through deep or fast flowing water.  

WHAT CAN HAPPEN 

Tires may float, causing loss of traction and loss of control, which could lead 

to an accident. 

HOW TO AVOID THE HAZARD 

Never operate this vehicle in fast flowing water or in water deeper than that 

specified further in this Owner's Manual. 

Check water depth and current before you attempt to cross any water. Water 

level should not go above tires. 

Remember that wet brakes may have reduced stopping ability. Test your 

brakes after leaving water. If necessary, apply them several times to let 

friction dry out the pads. 
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POTENTIAL HAZARD   

Improperly operating in reverse.  

WHAT CAN HAPPEN 

You could hit an obstacle or person behind the vehicle, resulting in serious 

injury 

HOW TO AVOID THE HAZARD 

When you select reverse gear, make sure there are no obstacles or people 

behind the vehicle. When it is safe to proceed, go slowly. 

 

 

 

 

 

POTENTIAL HAZARD   

Riding on frozen waterways. 

WHAT CAN HAPPEN 

Breaking through the ice can lead to severe injury or death.  

HOW TO AVOID THE HAZARD 

Never ride this vehicle on a frozen surface before you are sure the ice is thick 

enough and sound enough to support the vehicle and its load, as well as the 

force that is created by a moving vehicle. 
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RIDING THE VEHICLE 
To fully appreciate the fun and excitement of riding, you must have a wealth of 

experience. But some people may be novices, so you must have a sufficient 

understanding of ATV performance before driving, which is very important to 

you. 

The most important thing is how to drive correctly, which is a very important 

issue. Everyone has their own unique personality, and everyone's driving and 

handling methods are different. 

Before driving off the road, be fully familiar with the vehicle's operational 

controls and overall performance. 

Practice driving in suitable areas where there is no danger, and feel every 

control reaction. 

Higher riding speeds require more experience, knowledge and suitable riding 

equipment. Riding conditions vary from place to place, and every ride is 

affected by weather conditions. Weather conditions may fundamentally change 

the riding environment, making it difficult to control or affecting sight. 

NOTE: that riding on sand is different from riding on snow, through forests or 

swamps. The environmental factors are different in each place, which requires 

a greater understanding of the local environment and driving skills, and at the 

same time requires good judgment and must be careful. 

Never assume that ATV can reach anywhere safely. Sudden changes caused 

by potholes, depressions, river banks, soft or hard "ground" or other emergency 

measures may cause the vehicle to overturn or become unstable. If the vehicle 

does begin to tip over, the best advice is to get out of the vehicle immediately 

and stay away from the overturned vehicle. 

Please do not ride after taking any drugs. This may put you in trouble or risk of 

injury. 

The information in this operating guide is limited. We strongly recommend that 

you obtain certification, non-certification and training from local authorities, ATV 

clubs or authorized dealers. 

We recommend riding according to the age recommendation on the safety 

label. 

WARNING 

Perform a pre-ride inspection before each ride to detect any potential problem 

that could occur during operation. The pre-ride inspection can help you monitor 

component wear and deterioration before they become a problem. Correct any 

problem that you discover to reduce the risk of a breakdown or crash. 
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Before using this vehicle, the operator should always perform the following 

pre-ride inspection check list. 

Pre-Ride Inspection Check List  

What to Do Before Starting the Engine (Key OFF) 

ITEMS TO BE 

INSPECTED 
INSPECTION TO PERFORM ã 

Engine oil   Check engine oil level.  

Coolant  Check coolant level  

Brake fluid  Check brake fluid level.  

Leaks Check for any leaks under vehicle.  

Throttle lever 

Activate throttle lever several times to ensure it 

operates freely. It must return to idle position when 

released. 

 

Parking brake 
Apply parking brake and check if it operates 

properly. 

 

Tires Check tire pressure and condition.   

Wheels 
Check wheels for damage and for abnormal play, 

and check lug nuts are tightened. 

 

Radiator Check cleanliness of the radiator.  

Exhaust system 

If not already done, clean the area surrounding the 

exhaust system, especially if during the last ride, 

the vehicle was used in a swamp, bog, hay or dead 

leaves. 

 

Drive shaft boots Check drive shaft boots and protector condition.  

Seat 

Check if operator and passenger seat are in place 

and properly latched. 

 

Check the passenger backrest is in place and 

properly latched. 

 

Cargo 

If you transport a cargo, respect the load capacity. 

Ensure cargo is properly secured to the rear cargo 

area. 

If you are pulling a trailer or another equipment: 

- Check hitch and trailer ball condition 

- Respect the tongue capacity and towing capacity.  

- Ensure trailer is properly secured to hitch. 

 

Glove box  Check if glove box is properly locked in position.  

Storage 

compartments 

Check if rear storage compartments are properly 

latched. 

 

Chassis and 

Suspension 

Check underneath vehicle for any debris on 

chassis or suspension and clean them properly. 
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What to Do Before Starting the Engine (Key ON) 

ITEMS TO 

BEINSPECTED 
INSPECTION TO PERFORM ã 

Multifunction 

gauge 

Check operation of indicator lamps in multifunction 

gauge (during first few seconds of key ON). 
 

Check for messages on multifunction gauge.  

Lights 

Check operation and cleanliness of headlights and 

taillight. 
 

Check operation of high and low beam.  

Check operation of brake light.   

Check operation of turn signal light.  

Check operation of position light.  

Check operation of hazard light.  

Fuel level Check the fuel level.  

Horn Check operation of the horn.  

What to Do After the Engine is Started 

ITEMS TO 

BEINSPECTED 
INSPECTION TO PERFORM ã 

Steering 
Check if steering operates freely by completely 

turning it from side to side. 
 

Shift lever  Check operation of shift lever (P, R, N, H and L).  

2WD/4WD 

selector 
Check operation of 2WD/4WD selector.  

Brakes 

Drive forward slowly a few feet and apply brakes 

individually to test them. The brakes must fully 

apply. Lever and pedal must fully return when 

released. 

 

Emergency 

engine stop 

switch 

Check that the emergency engine stop switch is 

working properly. Restart the engine. 
 

D.E.S.S. Key 
Check if D.E.S.S. Key is working properly by 

restarting and stopping the engine. 
 

 

 

 

 

 

 

 

 

 



RIDING THE VEHICLE 

36 

Riding Gear  
Actual weather conditions should help you decide how to dress. Dress for the 

coldest weather expected. Thermal underwear next to the skin also provides a 

good insulation. It is important that the operator always wears the appropriate 

protective clothing and apparel, including an approved helmet, eye protection, 

boots, gloves, a long sleeves shirt and pants. This type of clothing will provide 

you protection from some of the minor hazards you may encounter in route. 

The operator must never wear loose clothing such as a scarf that may get 

entangled in the vehicle or on tree branches and shrubs. Depending on 

conditions, anti-fogging goggles or sunglasses may be required. Different 

colored lenses available for goggles or sunglasses help you distinguish terrain 

variations. Sunglasses should only be worn during the daytime. 
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Carrying Loads  

Any load carried on the vehicle will affect the handling, stability and braking 

distance of the vehicle. For this reason, do not exceed the load limits of the 

vehicle's manufacturer. Refer to MAXIMUM LOADS table below. Always make 

sure the load is secured, properly distributed and cannot interfere with your 

proper control. Always be aware that the "load" may slide or fall off and create 

an accident. Avoid loads that may protrude sideways and get snagged or 

caught in brush or other obstacles. Avoid covering and obstructing the 

headlights or brake light with the cargo. 

Safely reduce speed according to terrain conditions when carrying cargo or 

pulling a trailer. Allow greater distance for braking. Always secure cargo as low 

as possible on the rear rack to reduce the effect of a higher center of gravity. 

Safely reduce speed according to terrain conditions when carrying cargo or 

pulling a trailer, Allow greater distance for braking. Always secure cargo as low 

as possible on the rear rack to reduce the effect of a higher center of gravity.  

Evenly distributed Includes rear rack, rear storage box, rear storage 

compartment and tongue load. 

MAXIMUM LOAD  

TOTAL LOAD 

ALLOWED 
210kg (463 Ibs) 

Includes driver, all other 

loads, tongue weight 

and added accessories. 

REAR 

CARGO AREA 
40kg(88 lbs) 

Evenly distributed. 

Includes rear rack, rear 

storage box, rear 

storage compartment 

and tongue load. 

FRONT 

CARGO AREA 
20kg(44 lbs) 

Loading the Cargo Rack  
NOICE: When loading or unloading, do not exceed the weight limit. Refer to 

CARRYING LOADS. 

Lead cargo as low as possible-a higher load can raise the vehicle's center of 

gravity, which can reduce stability. Position cargo on the rack as evenly as 

possible. 

Secure the load on the cargo rack. Do not secure cargo to other parts of the 

vehicle, if it is not properly secured, a load may slide or fall off, possibly striking 

occupants or bystanders; or it may shift during riding, affecting the handling of 

the vehicle. 

 

Objects that are high may affect visibility for the driver and may act as projectile 

in case of an accident. Loads that protrude sideways can get snagged or 

caught bush, branches or other obstacles. Avoid covering and obstructing the 
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brake lights with the cargo. Ensure no cargo protrudes outside the cargo rack 

and that cargo will not interfere with your visibility or control of the vehicle. 

Do not overload cargo rack. 

Never carry gasoline container(s)or any dangerous liquids on the cargo rack.  

 

Operating While Carrying a Load  

Reduce your speed when carrying cargo and turn gradually. 

Avoid hills and rough terrain. 

Allow more distance for braking. 

This vehicle may require additional stopping distance if carrying heavy loads, 

especially on inclined surfaces. 

Keep stabilizer bar locked on both sides when driving on roads. It will reduce 

the tilting of the vehicle in winding road. Refer to Tune Your Ride for complete 

procedure. 

Adjust the suspension accordingly. 

Position the shift lever to L (LOW) position. 

 

Hauling a Load (if Equipped with Hitch)  

Never pull a load by attaching it to the bumper or luggage rack; this can cause 

the vehicle to tip over. Use only the trailer hitch (if installed) to pull a load. In an 

emergency situation, use the recovery hook to recover a stuck vehicle. 

When pulling loads with a chain or cable, ensure that there is no slack before 

starting and maintain tension while pulling. 

When pulling loads with a chain or cable, be sure to brake progressively. The 

inertia of the load could lead to an impact. 

When hauling a load, respect the maximum hauling capacity. 

WARNING 

Slack can cause the chain or cable to break and snap back. 

When puling another vehicle, be sure that someone is controlling the pulled 

vehicle. They must brake and steer to prevent the vehicle from going out of 

control.  

Reduce your speed when hauling a load and turn gradually. Avoid hills and 

rough terrain, never attempt steep hills. Allow more distance for braking, 

especially on inclined surfaces. Be careful not to skid or slide. 

 

Pulling a Trailer (if Equipped with Hitch)  
NOICE: The approved rear hitch must be properly installed on the vehicle for 

hauling trailers. 

Riding this vehicle with a trailer substantially increases the risk of toppling, 

especially on inclined slopes. If a trailer is used behind the vehicle make sure 

that its hitch is compatible with the one on the vehicle. Make sure the trailer is 
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horizontal with the vehicle. (In some examples a special extension may have to 

be installed on the vehicle hitch). Use security chains or cables to secure the 

trailer with the vehicle. 

 

Reduce your speed when pulling a trailer and turn gradually. Avoid hills and 

rough terrain. Never attempt steep hills. Allow more distance for braking, 

especially on inclined surfaces. Be careful not to skid or slide. 

Improperly loading a trailer may cause loss of control. Respect the 

recommended maximum hauling capacity and maximum tongue load (Refer to 

MAXMUM HAULING CAPACITY table). Make sure there is at least some 

weight on the tongue.  

Trailer Hitch  
Refer to SPECIFICATIONS for carrying loads and towing recommendations. 

 

 
 

 

NOTE:  

Follow manufacturer's instructions 

for proper attachment. 

 

 

 

 

 

WARNING 

Stay clear from the area between tractor and trailed vehicle. 

MAXIMUM HAULING CAPACITY  

TRAILER 

LOAD 

ALLOWED 

TONGUE 

WEIGHT 

ALLOWED 

NOTE 

300kg 45kg 

Trailer 

without 

brakes 

 

Includes trailer and trailer load. 

Ensure to properly load the trailer  

So that tongue is always pushing on 

Hitch support and not pulling on  

hitch ball. 

 

NOTE: Includes trailer and trailer load. Ensure properly load the trailer so 

that tongue is always pushing on hitch support and not pulling on hitch ball. 
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WARNING 

Strictly follow the instructions outlined in the operator manual of the mounted  

or trailed machinery or trailer, and not to operate the combination or 

tractor-machine or tractor-trailer unless all instructions have been followed. 

Always make sure load is evenly distributed and safely secured on the trailer; 

an evenly balanced trailer is easier to control. 

This vehicle may require additional stopping distance if hauling heavy loads, 

especially on inclined surfaces. 

Always put the shift lever to L (low range) for hauling a trailer-in addition to 

providing more torque, operating in low range helps account for the increased 

load on the rear tires 

Keep vehicle speed at a slow pace, especially for turning. Be careful not to skid 

or slide. 

When stopped or parked, block the vehicle and trailer wheels from possible 

movement 

Use caution when disconnecting a loaded trailer; it or its load may topple on you 

or others. 

When hauling a trailer, respect the maximum hauling capacity indicated on the 

label on the hitch. 

 
Working with your Vehicle  
Your vehicle can help you perform a number of different LIGHT tasks ranging 

from snow removal to pulling wood or carrying cargo. A variety of accessories 

are available from your authorized dealer. However, always respect the load 

and capacities of the vehicle. Overloading of the vehicle can overstress the 

components and cause failure. To prevent possible injury, it is equally important  

to follow the instructions and warnings that accompany the accessory. Avoid a 

physical exertion through lifting or pulling of heavy loads or man powering the 

vehicle. 

 
Environment  
One of the benefits of this vehicle is that it can take you off the beaten path 

away from most communities. However, you should always respect nature and 

the rights of others to enjoy it. Do not ride in environmentally sensitive areas. 

Do not drive over forest crops or shrubs, nor cut down trees of take down 

fencing, nor spin your wheels and destroy the terrain. "Tread Lightlyò. 

This vehicle can cause OHV wildfires if debris builds up near the exhaust or 

other engine hot spots and ignites then falls off into dry grass. Avoid riding in 

wet areas, through muskeg of tall grass, where debris can build up. Should you 
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ride in those areas, inspect and remove all debris from your engine and hot 

spots. 

Chasing wildlife is in many areas illegal. Wildlife can die of exhaustion after 

being chased by a motorized vehicle. If you encounter animals on the trail, stop 

and observe quietly and with caution. It will be one of the better memories of 

your life.  

Observe the rule: "what you take in, carry out". Do not litter. Do not start 

campfires unless you have permission to do so, and then only away from dry 

areas. The hazards you may create on the trail may cause injury to others or 

yourself, even at Hater date. 

Respect farm lands. Always obtain the permission of the landowner before 

riding on private land. Respect crops, farm animals and property lines. If you 

come to a closed a gate, close it again behind you. 

At the last do not pollute streams, lakes or rivers and do not modify the engine 

or exhaust system, or remove any of its components. 

 

Off -Road Operation  
The very nature of off-road operation is dangerous. Any terrain, which has 

potted been specially prepared to carry vehicles, presents an inherent danger 

where terrain substance and exact steepness are unpredictable. The terrain 

itself presents a continual element of danger, which must be knowingly 

accepted by anyone venturing over it. 

An operator who takes a vehicle off-road should always exercise the utmost 

care in selecting the safest path and keeping close watch on the terrain ahead 

of him. On o account should the vehicle be operated by anyone who is not 

completely familiar with the driving instructions applicable to the vehicle, nor 

should it be operated on steep or treacherous terrain. 

 

General Operating and Safety Precautions  
Care, caution, experience and driving skill are the best precautions against the 

hazards of vehicle operation. 

Whenever there is the slightest doubt that the vehicle can safely negotiate an 

obstacle or a particular piece of terrain, always choose an alternate route. 

In off-road operation, power and traction, not speed, are important. Never drive 

faster than visibility and your own ability to select a safe route permit. 

Constantly watch the terrain ahead for sudden changes in slopes or obstacles 

such as rocks or stumps, that may cause loss of stability, resulting in tip over or 

rollover. 

Never operate the vehicle if the controls do not function normally. 

When operating in reverse, check that the path behind the vehicle is free of 

people or obstacles. Proceed slowly and avoid sharp turns. When stopped or 

parked, always set the shift lever to the PARK position and apply the parking 
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brake. This is especially important when parking on a slope. On very steep 

inclines or if the vehicle is carrying cargo, the wheels should be blocked us inn 

rocks or bricks. 

 

Reverse Operation  
When operating in reverse, check that the path behind the vehicle is free of 

people or obstacles. Proceed slowly and avoid sharp turns. 

We recommend sitting on your ATV when operating in reverse. Avoid standing 

up. Your weight could shift forward against throttle lever, causing an 

unexpected acceleration. 

 

Downhill Driving   
This vehicle can climb slopes that are steeper than it can safely descend. 

Therefore, it is essential to assure that a safe route exists to descend a slope 

before you climb it. 

Decelerating while negotiating a slippery downhill slope could "toboggan" the 

vehicle. Maintain steady speed and/or accelerate slightly to regain control. 

 

Side Hilling  
Whenever possible, such operation should be avoided. If necessary, do so with 

extreme caution. Side hilling on steep inclines could result in rollover. In 

addition, slippery or loose surfaces could result in uncontrollable side sliding. 

Do not attempt to turn the vehicle downhill with the slide. Avoid all objects or 

depressions that will intensify the raising of one side of the vehicle higher than 

the other, thus causing rollover. 
 
Drop -Offs  
This vehicle will "bottom-out" and usually stop if either the front or rear wheels 

are driven over a drop-off. If the drop is sharp or deep, the vehicle will nose dive 

and tip over. 

WARNING 

Avoid negotiating drop-offs. Reverse and select an alternate route. 

Riding on Snow Covered Surfaces  
When performing the pre-ride inspection, pay special attention to locations on 

the vehicle where snow and/or ice accumulations may obstruct visibility of the 

taillight and reflectors, clog ventilation openings, block the radiator and fan, and 

interfere with the movement of control levers, switches and brake pedal. Before 

starting with your ATV check the steering, throttle and brake lever and pedal 

controls for interference free operation. 

Whenever an ATV is ridden on a snow-covered drive path the tire grip is 

generally reduced causing the vehicle to react differently to control inputs from 
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the operator. On low grip surfaces, the steering responses are not as crisp and 

precise, stopping distances are lengthened and acceleration becomes sluggish. 

Slow down and do not ñgunò the throttle. This will only result in spinning of the 

tires and possibly in an over steering slide of the vehicle. Avoid hard braking. 

This will possibly result in a straight-line slide of the vehicle. Again, the best 

advice is to safely reduce speed. anticipation of a maneuver so to give yourself 

time and distance to regain total vehicle control before it spins out of your 

control. 

As you drive your ATV over a loose snow-covered surface, snow dust will be 

picked up in the wake turbulence of the moving vehicle and transported to 

contact and accumulate or melt on some exposed components including 

rotating parts like brake discs. Water, snow or ice may affect the response time 

of the brake system of your ATV. Even when not required to reduce vehicle 

speed apply brakes frequently to prevent ice or snow accumulation and to dry 

brake pads and discs. While doing so in low risk driving situations you will test 

for grip level and keep yourself alerted to how the vehicle reacts to your control 

inputs. Always keep brake pedal, footrests, floor boards, brake and throttle 

levers free of snow and ice. 

Frequently wipe snow off seat, hand grips, headlights, taillights and reflectors. 

 

The depth of the snow cover may hide rocks, tree stumps or other objects and if 

is wet may totally impede the drivability as the vehicle becomes bogged down 

or completely loose traction in slushy snow. Look far ahead and always be  

watchful of any visible clues that might indicate the presence of such obstacles. 

In doubt steer clear. Avoid driving on any frozen body of water before checking 

that the ice will safely support the ATVôs riders and load of cargo. Remember 

that a given thickness of ice may be sufficient to support a snowmobile but not 

an ATV of an identical weight because of the smaller load bearing surface of 

the four tire contact patches as compared to that of a snowmobile track and 

skis. 

To maximize comfort and avoid frostbite, always wear clothing and ATV 

protective equipment appropriate for the weather conditions you will be 

exposed to during your ride. 

 

At the end of each ride, it is a good practice to clean the vehicle body and all 

moving components (brakes, steering components, drivelines, controls, 

radiator fan etc.) from any snow or ice accumulations. Wet snow will turn to ice 

during the vehicle stopped and become more difficult to remove at the next 

pre-ride inspection. 
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Riding Techniques  
Riding your vehicle too fast for the conditions may result in injury. Apply only 

enough throttle to proceed safely. Statistics show that mishaps and injury 

usually result from high-speed turns. Always remember that this vehicle is 

heavy! Its pure weight alone may entrap you should it fall and pin you down. 

 

This vehicle is not designed for jumping, nor can it fully absorb the high impact 

energy generated during operating such as jumping which, can be passed on to 

you, the operator. Performing wheelies can cause the vehicle to flip over onto 

you. Both practices have a high risk for you and should be avoided at all times. 

To maintain proper control, it is strongly advised that you keep your hands on 

the handlebar and within easy reach of all controls. The same holds true for 

your feet. To minimize the possibility of a leg or foot injury, keep your feet on the 

footrests at all times. Do not direct your toes outwards nor extend your feet out 

to assist in turning as they can be hit or be snagged on passing obstacles, or 

may come into contact with the wheels. 

Always use proper riding techniques to avoid vehicle overturns on hills and 

rough terrain and in turns. 

Even though there is an adequate suspension system on this vehicle there are 

ñwashboardò or rough terrain conditions that will make you feel uncomfortable 

and can even cause a back injury. "Posting" or riding in a crouched position will 

often be required. Slow down and allow your flexed legs to absorb part of the 

impact energy. 

 

This vehicle is not allowed to ride on roads except European Union market 

which can be driven on road with homologation and follow transportation laws 

strictly. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



RIDING THE VEHICLE 

45 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Water can be a unique hazard. If it is too deep the vehicle may "float" and 

topple Check the water depth and current before you attempt to cross any 

water. Water level should not go above the tires. Be wary of slippery surfaces 

such as rocks, grass, logs, etc., both in the water and on its banks. A loss of 

traction may occur. Do not attempt to enter the water at high speed. The water 

will act as a brake and could throw you off the vehicle, on the ground. 

Water will affect the braking ability of your vehicle. Make sure you dry the 

brakes by applying them several times after the vehicle leaves the water. 
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Mud or marsh lands may be encountered near water. Be prepared for sudden 

'holes" or changes in depth. Similarly, be watchful of hazards such as rocks, 

logs, etc. partially covered by vegetation. 

If your route crosses frozen waterways, make sure the ice is thick enough and 

sound enough to support the total weight of yourself, the vehicle and its load. 

Be ever watchful of open water, it is a sure indication that the ice thickness will 

vary. If in doubt, do not attempt to cross. 

Ice will also affect the control of the vehicle. Slow down and do not "gun" the 

throttle. This will only result in spinning of the tires and possible tip over of the 

vehicle. Avoid rapid braking. This again will possibly result in an uncontrolled 

slide and tip over of the vehicle. Slush should be avoided at all times since it 

could block the operation or controls of the vehicle. 

Riding in snow may reduce the brakes stopping capability. Safely reduce speed 

and allow greater distance for braking. Snow projection may cause ice built up 

snow accumulation on brake components and controls. Apply brakes frequently 

to prevent ice or snow accumulation. Refer to GENERAL OPERATING AND 

SAFETY PRECAUTIONS in this subsection for more detailed information 

regarding riding on snow covered surfaces. 

Riding on sand, sand dunes or on snow is another unique experience, but there 

are some basic precautions that should be observed. Wet, deep or fine 

sand/snow may create a loss of traction and cause the vehicle to slide, drop off 

or become bogged" down. If this occurs look for a firmer base. Again, the best 

advice is to slow down and be watchful of the conditions. 
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When riding in sand dunes it is advisable to equip the vehicle with an antenna 

type safety flag. This will help make your location more visible to others over the 

next sand dune. Proceed carefully should you see another safety flag ahead. 

Since the antenna type safety flag can snag and rebound on your body if 

caught, do not use it in areas where there are low hanging branches or 

obstacles. 

Riding on loose stones or gravel is very similar to riding on ice. They will affect 

the steering of vehicle, possibly causing it to slide and tip over especially at high 

speeds. In addition, braking distance may be affected. Remember that 

"gunning" the throttle or sliding may cause loose stones to be ejected rearwards 

into the path of another rider. Never do it deliberately. 

If you do get into a slide or skid, it may help to turn the handlebar in the direction 

of the skid until you regain control. Never jam the brakes and lock the wheels. 

Respect and follow all posted trail signs. They are there to help you and others. 

Obstacles in the "trail" should be traversed with caution. This includes loose 

rocks. fallen trees, slippery surfaces, fences, posts, and embankments and 

depressions. You should avoid them whenever possible. Remember that some 

obstacles are too large or dangerous to cross and should be avoided. Small 

rocks or fallen trees may be safely crossed, approach at a 90 angle. Stand on 

the footrests while keeping your knees flexed. Adjust speed without losing 

momentum and do not "gun" the throttle. Hold handlebar firmly. Place your 

body weight rearwards and proceed. Do not try to lift the vehicle front wheels off 

the ground. 

Be aware that the object may be slippery or may move while crossing. 

When driving on hills or slopes two things are highly important. Be prepared for 

slippery surfaces or terrain variations and obstacles and use proper body 

positioning. 
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Downhill  
Keep your body weight rearwards. Stay seated. Apply the brake gradually to 

prevent skidding. Do not "coast" down the slope using solely engine 

compression or in neutral gear. 

Decelerating while negotiating a slippery downhill slope could "toboggan" the 

vehicle. Maintain steady speed and/or accelerate slightly to regain control. Try 

avoid steep inclines. If you're not careful, you could tip over when going 

downhills. 
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Uphill  
Before trying to climb a hill, keep these things in mind. Hill Climbing should only 

be attempted by experienced operators. Start on shallow slopes. Always drive 

straight uphill and keep your body weight forward towards the top of the hill. 

Keep your feet on the footrests, shift your ATV into a lower gear and accelerate 

before you start to climb. Try to keep a steady speed and go easy on the throttle 

to avoid acceleration. Abrupt slope or terrain variation or rolling one wheel over 

an obstacle could have a big impact on the stability as it will lift the front of the 

vehicle increasing the risk of tipping over. Some hills are too steep to safely 

stop or recover from after an unsuccessful climbing attempt. 

Try to avoid steep inclines. 

If you're not careful, you could tip over when going up hills. If the hill is too steep 

and you cannot proceed or the vehicle begins to roll backwards, apply the 

brake being careful not to slide. Dismount then use the "K" turn (while walking 

back next to the vehicle on the uphill side and with a hand on the brake lever, 

slowly back the rear of the vehicle toward the top of the hill then drive downhill). 

Always walk or dismount on the upside of the slope while keeping clear of the 

vehicle and its rotating wheels. Do not try to hold on to the vehicle if it begins to 

topple. Stay clear. Do not ride over the crest of the hill at high speed. Obstacles, 

including sharp drop-offs, may exist. 
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IMPORTANT ON-PRODUCT LABELS  
This vehicle comes with hang tags and labels containing important safety 

information. 

Any person who rides this vehicle should read and understand this information 

before riding. 

Engine and Vehicle  Identification Number Location  

 

 

 

 

 

 

 

 

 

TYPICAL-ATV650/850/1000L X 

                                   

TYPICAL  

1. EIN (Engine Identification Number on left side/under of the crankcase)   

2. PIV/VIN (Vehicle Identification Number on right side/anterior portion above 

the frame) 
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Vehicle Safety Labels  

Read and understand all safety 

labels on the vehicle. These labels 

are attached to your vehicle to 

ensure the safety of operators or 

bystanders. 

The safety label on the vehicle 

should be regarded as a permanent 

part of the vehicle. If it is lost or 

damaged, please contact an 

authorized dealer for a replacement. 

NOTE: If there are any differences 

between this guide and the vehicle, 

the safety label on the vehicle takes 

precedence over the label in this 

guide. 
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Label 1 -1̂US-Long wheelbase(off -road)  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Label 1 -2̂EU-Long wheelbase(on -road)  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Label 2 -1̂US-Long wheelbase(off -road)  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Label 2 -2̂EU-Long wheelbase(on -road)  

 

 

 

 

 

Label 3  

 
Label 4  
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Label 5  

 

 

 

 

 

 

Label 6  

 

Label 7  

 

 

 

 

 

 

Label 8  

 

 

 

 

 

 

 

Label 9  

 

 

 

 

 

 

 

 

 

 

 

 

 

Label 10 -1̂US-Long wheelbase(off -road)  

 

 

 

 

 

 

 

 

 

 

Label 10 -2(EU--Long wheelbase(on -road̃ 

 

 

 

 

 

 

 

 

Label 11 -1̂US-Long wheelbase(off -road)  

 

 

 

 

 

 

Label 11 -2̂EU-Long wheelbase(on -road)  
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Label 12  

 

 

 

 

 

 

 

Label 13  

 

 

 

 

 

 

 

Label 14  

 

 

 

 

 

 

 

 

Label 15  

 

Label 16  

 

 

 

 

 

 

 

 

Label 17  

 

Label 18  (Only for  Australia)  

 

Label 19  
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DESCRIPTION AND VEHICLE IDENTIFICATION  

NOTE: Some controls/instruments/equipment are optional. 
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(1) Brake pedal  

The brake pedal is located on the 

right side of the vehicle. 

When the brake pedal is depressed 

and the rear brake is used, the 

vehicle will gradually slow down. 

After releasing, the brake pedal will 

automatically return to normal state. 

 

 

 

 

 

 

TYPICAL 

1.Brake pedal 

2.To decelerate 

3.Normal status 

̂2̃2WD/4WD Selector  

The 2WD/4WD selector is on the 

right side of the handlebar. This 

selector allows to choose between 

2WD and 4WD when the vehicle is 

stopped. 

 

 

 

 

 

 

 

TYPICAL 

1.Selector 

2.4WD position 

3.2WD position 

NOTE: After the vehicle must be 

parked, use the 2WD/4WD selector 

(engaged or disengaged). When 

driving, if the selector is used, 

mechanical damage may occur. 

NOTE: Whether the rear wheels 

rotate, release the throttle, and wait 

for the engine to return to idle before 

selecting the four-wheel drive mode. 

4WD position  

When the selector is pushed to the 

left, the 4WD mode is used. 

 

 

 

 

 

 

2WD position  

When the selector is pushed to the 

right, the 2WD mode is used. 
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(3) Mechanical parking brake  

The parking brake is located on the 

right side of the lever. When leaving 

the vehicle, move the joystick to the 

right (approximately 170°), it can 

prevent the vehicle from driving 

away. When using the vehicle, turn 

the joystick to the left. 

 

 

 

 

 

 

TYPICAL 

1. Mechanical parking brake 

2. Parking brake 

3. Normal state 

NOTE: When parking the vehicle on 

a slope/road, the parking brake must 

be used or the vehicle may move 

freely and may cause an accident to 

you or others. 

 

 

 

 

 

 

Normal state 

 

 

 

 

 

 

 

 

Use parking brake 

(4) Throttle Lever  

The throttle lever is located on the 

RH side of the handlebar. 

When pushed forward, it increases 

the engine speed and allows 

engagement of the transmission on 

the selected range. 

When released, the engine speed 

should automatically return to idle 

and the vehicle will gradually slow 

down. 

 

 

 

 

 

 

 

 

TYPICAL 

1. Throttle lever        

2. To accelerate 

3. To decelerate 
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(5) Foot pegs  

The toothed foot pedals are located 

on the left and right sides near the 

engine. 

 

1. Operator footpeg 

2. Passenger footpeg 

NOTE: Operator and passenger 

must have both feet on foot pegs at 

all timing during vehicle operation. 

(6) Multi function Switch  

The multifunction switch is located 

on the left side of the handlebar. 

 

 

 

 

 

 

 

 

TYPICAL 

1.Headlight Switch         

2.Start Button 

3.Blinker Switch  

4.Emergency stop switch 

5.Horn Button          

6.Hazard warning light Button 

7.Handlebar 

̂1̃Headlight Switch 

Set the switch to ñ       ò to turn on 

the low beam and the taillights.  

Set the switch to ñ       ò to turn on 

the high beam and the taillights. 

̂2̃Start Button 

First confirm the gear shift lever is in 

P or N and emergency stop switch to  

ñRUNò, and put key to ñONò position, 

then you can press start button to 

start engine; release this button 

when engine starts.  

-Do not operate the electric starter 

continuously for more than seconds, 

or starter damage could occur. Wait 

at least 5 seconds between each 

operation of the electric starter to let 

it cool.  

- Do not press start button with the 

engine running, or damage to the 

electric starter can result. 

̂3̃Blinker Switch 

Located under the start button. Push 

to the left to turn on the left blinker 

and push to the right to turn on the 

right blinker. 

To stop the turn signals, move the 

switch back to the middle position. 

̂4̃Emergency stop switch 
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To stop engine, release throttle lever 

then set engine stop switch to the 

STOP position. Press the button 

back in to restart the engine.  

This switch can be used to stop 

engine and as an emergency 

control. 

NOTE: Do not turn on the key switch 

when the emergency stop switch is 

in ñOFFò. 

̂5̃Horn Button 

Use the horn button when coming to 

an intersection, or when a pedestrian 

is present. 

̂6̃Hazard warning light Button 

Used when the vehicle is stationary 

to indicate that the vehicle is 

temporarily obstructing traffic. 

(7) Multifunction gauge  

This vehicle is equipped with a 

10.25ô TFT gauge with a resolution of 

1920*720. The touch screen adopts 

a capacitive touch screen design 

and supports touch operation in 

glove mode. 

 

1. Speed meter indicator         

2. Engine fault indicator 

3. Headlight indicator 

4. Oil change indicator 

5. Engine speed indicator         

6. Fuel indicator 

7. Gear position indicator 

8.Trip meter indicator 

9. Time indicator 

10. 2WD/4WD indicator 

11. Engine temperature indicator 

12. Speed limit indicator 

13. EPS indicator 

14.Trailer indicator 

15. Brake fault indicator 

16. Handbrake activation 

17. ABS indicator 

18. Battery voltage indicator 

19.Tires pressure indiactor 

(1) Speed meter indicator 

The figure of speed will display and 

update synchronous while switching 

between KM/H and MPH in unit of 

pedometer.  

(2) Engine fault indicator light  

 

 

After setting the D.E.S.S. Key on 

post, the light shall be on, and the 

light should immediately turn off after 

starting the engine. If the light is on 

while the engine is on, it indicates 

that the system has an error. 

When some electric engine parts are 

reading faulty, the check engine 

indicator light will also be ON, the 

vehicle still can be running, the 
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driving performance can get worse, 

which signals indicates the vehicle 

needs repair. 

(3) Head-light indicator light 

 

 

When this indicator light is ON, the 

head light is turned on. 

(4) Oil change indicator light  

 

 

When this indicator light is ON, it 

indicates a low oil pressure. 

CAUTION:  If the light does not turn 

off right after you start the engine. 

stop the engine immediately. Check 

engine oil level. Refill if necessary. If 

the oil level is good, contact an 

authorized dealer. Do not use the 

vehicle until repaired. 

(5) Engine speed indicator 

Displays the current real-time 

rotational speed of the vehicle's 

engine. Display range: 0~9000 rpm. 

(6) Fuel indicator 

Fuel gauge: Displays the current 

remaining fuel quantity of the vehicle. 

Display range: 0 to 10 grids. Each 

grid represents a low fuel level and 

triggers an alarm; 0 grid indicates 

empty fuel; 10 grids represent full 

fuel. When the remaining fuel 

quantity is low (1 unit), the fuel low 

alarm icon remains constantly lit and 

the scale bar shows red. When the 

fuel gauge displays both the fuel icon 

and the 10 white-scale bars flashing 

(at 1Hz or 2Hz), it indicates that the 

fuel quantity signal is abnormal 

(open circuit or short circuit) 

(7) Gear position indicator 

This display shows gears position of 

gearbox: L/H/N/R/P. 

(8) Trip meter indicator 

 

ODO Mileage: Displays the vehicle's 

real-time total mileage. Display 

range: 0~999999 km. When the 

maximum display mileage of 999999 

km is reached, it will automatically 

reset to zero and resume 

accumulation. 

Press and hold the "ODO ******" 

area for 15 seconds for 5 times to 

reset the ODO mileage (provided 

that ODO is less than or equal to 20 

km). When the ODO mileage is reset, 

the Trip A mileage, TRIP B mileage 

and the total engine working time will 
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also be reset. 

 

Trip A Mileage: Displays the 

vehicle's accumulated mileage. 

Display range: 0 - 999.9 km. When 

the maximum display mileage of 

999.9 km is reached, it will 

automatically reset to zero and 

resume accumulation. 

Supports manual reset by 

long-pressing the "TRIP A ***" area 

for 3 seconds. 

Press  to change the trip 

meter interface to the following: 

 

TRIP B Mileage: Displays the single 

mileage of the vehicle. Display range: 

0~999.9 km. When the maximum 

display mileage of 999.9 km is 

reached, it will automatically reset to 

zero and resume accumulation. The 

display will reset to zero after each 

power-on.  

Manual Trip B Mileage Reset: It 

supports manual reset by 

long-pressing the "TRIP B ***" area 

for 3 seconds. 

 

HR A Time: Displays the cumulative 

running duration after the vehicle 

engine is started. Display range: 

0~999 minutes. When the maximum 

display duration of 999 minutes is 

reached, it will automatically reset to 

zero and start accumulating again. 

HR A Time Manual Reset: Supports 

manual reset by long-pressing the 

"HR A ***" area for 3 seconds. 

 

HR B Time: Displays the duration of 

a single run after the vehicle engine 

is started. Display range: 0~999 

minutes. When the maximum display 

duration of 999 minutes is reached, it 

will automatically reset to zero and 

resume accumulation. The display 

will reset to zero each time the 

power is reconnected. 

HR B Time Manual Reset: Supports 

manual reset by long-pressing the 

"HR B ***" area for 3 seconds. 

(9) Time indicator 

Clock: Current clock display.  

Display content: Hour: Minute. The 

colon flashes to indicate seconds. 
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(10) 2WD/4WD and differential lock 

indicator 

 

 

 

 

 

 

 

 

 

(11) Engine Temperature  

 

Water Temperature Gauge: Displays 

the current water temperature of the 

vehicle's engine. Display range: 1 to 

10 grids. Water temperature value 

display range: 45 to 115Ņ. When 

the temperature is lower than 45Ņ, it 

shows "--". When the temperature is 

higher than 115Ņ, it continues to 

display 115Ņ. 

 

When the water temperature is 

higher than 115Ņ, the high water 

temperature alarm icon remains 

constantly on and the scale bar is all 

displayed in red. 

 

When the water temperature gauge 

shows both the water temperature 

icon and the 10 white scale bars 

flashing (at 2Hz), it indicates that the 

water temperature signal is 

abnormal (short-circuited). Do not 

use the vehicle until repaired. 

(12) This function is unavailable 

(13) when EPS canôt work well, the 

indicator light will be on. 

(14) when trailer works, the indicator 

light will be on 

(15) when the brake system canôt 

work well, the indicator light will be 

on 

(16) when the parking device works, 

the indicator light will be on 

(17) when ABS canôt work well, the 

indicator light will be on (If this 

function is available) 

(18) The voltage value and indicator 

color will change according to the 

current voltage in the battery.  

If the ignition switch is in ñONò 

position. The indicator is on in red, it 

means the voltage value is lower 

than 12.3V. If the indicator is on in 
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white, it means the voltage value is 

higher than 12.7V. If the voltage 

value is between 12.3V to 12.7V, the 

indicator will be on in the previous 

color. 

If the engine is started. If the voltage 

value is higher than 12.7V, it 

displays the current voltage. If the 

voltage value is between 12.3 to 

12.7V, it displays the current voltage. 

If the voltage value is lower than 

12.3V, it displays 12.3V in the first 

60s. If in the first 60s the voltage 

value is higher than 12.3V, it will 

display the current voltage. And 

reset time to zero. If after 60s the 

voltage value is stall lower than 

12.3V, it displays the current voltage 

and the indicator is on in red. If the 

voltage value is higher than 15.6V, it 

displays the current voltage and the 

indicator is on in red and blinks in 

1Hz. 

Supplementary instruction 

Right-turning indicator light 

(GREEN)  

When this indicator light is flashing, it 

is for turning right. 

Left-turning indicator light 

(GREEN)  

When this indicator light is flashing, it 

is for turning left. 

Buzzer alarm:  Sound alarm is 

triggered based on the vehicle 

status. 

Text -based alarm:  Text-based 

alarms include: 

Item Text-based alarm 

1 Reset maintenance mileage 

2 The parking brake is 

released. 

Reset Maintenance Mileage:  

When the remaining maintenance 

mileage is 0 km, a pop-up window 

prompts for a reset operation. 

Clicking the "Yes" button resets the 

maintenance mileage; clicking the 

"No" button does not reset the 

maintenance mileage (the pop-up 

window is canceled), and a pop-up 

window will prompt again after 

restarting the device. 
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Multimedia Fuctions  

Buttons  

 
1.Application Menu Button 

2.Volume Button 

3.Intercom Button 

Application Menu Button  

Click once to switch between the 

application menu interface and the 

dual dial interface. 

Volume Button  

When clicking the volume icon, the 

volume bar pops up, corresponding 

to the volume of the current audio 

source. 

 

The volume bar can be adjusted by 

dragging. The setting here has the 

same function as the "Settings - 

Media - Audio" setting. 

The volume bar will automatically 

disappear after 3 seconds of no 

operation. 

Intercom Button  

The intercom button can only be 

clicked when both the driver's and 

passenger's helmet Bluetooth 

headsets are successfully 

connected. 

In intercom mode, the driver and 

passenger can conduct real-time 

voice intercom through their 

respective Bluetooth devices. 

Dial Mode Switching  

Switching Method 1:  

After each startup, the dual dial 

mode is displayed by default. Click 

the " " button to switch to the 

application menu interface (single 

dial mode). In the single dial mode, 

click the ľ Ŀbutton to return to 

the application menu interface or the 

dual dial mode. 

Switching Method 2: 

In the left dial area, slide the touch 

screen horizontally from left to right. 

When a halo effect appears on the 

left edge of the screen, release the 
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touch screen to cycle between dual 

dial and single dial modes: 

 

 

Media (Bluetooth Music)  

On the media interface, click the 

"Settings" button to jump to the 

"Settings - Bluetooth" setting 

interface. 

Bluetooth connected and playing 

Bluetooth music information 

interface: 

 

Phone  

On the phone interface, click the 

"Settings" button to jump to the 

"Settings - Bluetooth" setting 

interface. 

When the mobile phone Bluetooth is 

successfully connected: 

Call Records: 

 

Call Contacts 

 

Bluetooth calls are displayed in a 

collapsed state by default: 

 

Click the  button to 

expand/collapse the Bluetooth call 

display: 

 

 

Mobile Phone Connection  
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Supports mobile phone connection 

with Android and Apple operating 

system phones. 

Mobile phone connection method: 

Scan the QR code on the screen and 

follow the prompts to download or 

connect. 

Mobile APP download: Android 

phone APP: Scan the QR code on 

the vehicle machine to download 

CarbitLink; Apple phone APP: 

Search for "CarbitLink" on the 

AppStore to download. 

 

After successful connection, follow 

the prompts to operate. 

 

Mobile Phone Mirroring 

When "Mobile Phone Mirroring" is 

enabled, the screen display of the 

mobile phone will be synchronized to 

the instrument panel. Mobile phone 

mirroring does not support operation 

on the screen. 

NOTE: The display language of the 

instrument panel's mobile phone 

connection interface is related to the 

language setting of the mobile phone. 

For example, when the mobile phone 

language is set to Chinese, the 

instrument panel's mobile phone 

connection interface displays 

Chinese; when the mobile phone 

language is set to English, the 

instrument panel's mobile phone 

connection interface displays 

English. 

During mobile phone connection, the 

audio of the mobile phone can be 

transmitted to the instrument panel 

via Bluetooth, and then to the 

Bluetooth headset connected to the 

instrument panel. 

Bluetooth  

Mobile Phone Bluetooth  

When Bluetooth is enabled, settings 

and operations related to mobile 

phone Bluetooth connection can be 

performed. 

When the mobile phone Bluetooth is 

successfully connected, the 

bluetooth mobile phone device name 

is displayed: 
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When Bluetooth is disabled, relevant 

connection operations cannot be 

performed. 

Helmet Bluetooth  

Settings and operations related to 

Bluetooth headset connection can 

be performed. 

When the Bluetooth headset is not 

connected: 

 

When the Bluetooth headset is 

successfully connected, the 

Bluetooth headset device name is 

displayed: 

 

 

Media  

Bluetooth volume adjustment is 

available. 

 

System Setting  

Menu entry and exit: Click the area 

within the square on the screen to 

display the menu settings items. 

 

In the menu area, simply swipe up 

and down to scroll through the menu 

options. 

Click on any area other than the 

menu to exit the menu. 

 

Backlight:  Backlight adjustment 

mode, backlight brightness value 

setting. 

The backlight adjustment modes are: 

manual / automatic. 
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In automatic mode, the backlight 

brightness of the screen is 

automatically switched. 

In manual mode, the manual 

adjustment range of brightness is: 

1~45. 1 is the darkest and 45 is the 

brightest. 

In manual mode, the backlight 

brightness values when the near 

light is turned on and off can be set 

and memorized separately.  

Travel : Displays the total engine 

running time of the vehicle.  

Displays vehicle drive wheel 

diameter options and settings. 

Displays vehicle EPS shift options 

and settings. 

 

Clock: 12-hour/24-hour format 

settings are available. Hours and 

minutes can be adjusted manually. 

After adjustment, click the "Confirm" 

button to save the changes. 

 

Language: Settings and memory for 

Chinese/ English/ Russian/ Italian/ 

Spanish/ German/ French/ 

Portuguese language. 

 

Unit: Set and memorize metric and 

imperial units. 

 

Fault Code: When the vehicle has a 

specific fault, the fault code will be 

displayed. 
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Maintenance Information:  Displays 

the remaining mileage until the next 

scheduled maintenance. The 

reminder for the first maintenance is 

at 300 km, and the subsequent 

intervals are 1000 km. 

 

Version: Displays the current 

software (MCU, APP) version and 

hardware (HW) version number of 

the instrument. 

 

Actual Version: The actual hardware 

and software version information of 

the instrument panel is hidden by 

default. 

It can only be displayed after a 

special operation (quickly click the 

HW\SW: ***** area 10 times within 5 

seconds): 

 

Update  

Upgrade Method: USB Flash Drive. 

Upgrade Steps: Copy the received 

upgrade file to the root directory of 

the USB flash drive, click the 

"Update" button, and follow the 

prompts to operate. 

 

(8) Handlebar cover   

Avoid water and rubbish to enter into 

and damage the handlebar. 

(9) Electrical  Heating  

Handlebar grip  (If equipped)  

Electrical heating handlebar grip is 

optioned to equip in the vehicle. 

Make the handlebar grip hotter in 

winter. 

(10) Rearview  mirror  

Observe the traffic behind the car 

through the rearview mirror. 
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(11) Fender  

The fender can avoid scrape, protect 

the tire and improve the trafficability. 

Wide plastic fender is optioned to 

equip. 

(12) Rear Storage  Box  

Convenient location to carry personal 

articles. The rear storage box is with 

knob switch.  

The auxiliary tank which provides 

more fuel is optioned to equip in the 

rear storage box.  

 WARNING  

When engine is running, always 

engage the PARK position on the 

shift lever before opening cover 

Never leave any heavy or loose 

breakable objects in the storage 

area. Always latch cover before 

riding.  

(13) License  plate  lamp  

The license plate lamp is a light that 

is turned on at night or when the sky 

is dark to illuminate the license plate. 

(14) Rear Fog light  (If 

equipped)  

The rear fog light is located on the 

left of license plate lamp. Used to 

illuminating roads and providing 

safety warnings during rainy and 

foggy weather. Improved visibility for 

other drivers in traffic. 

(15) Trailer power  

Provide power to the trailer. The 

tailer power is with 7 sockets. 

(16) Trailer  arm and tailer ball 

head  

If you need to pull a trailer, the trailer 

arm and trailer ball head can connect 

the frame with tailer. 

(17) Tail/brake lights  

The main color is red light, to 

enhance the penetration of light, so 

that the vehicle behind the lower 

visibility, easy to find the front of the 

vehicle brake, to prevent rear-end 

accidents. 

(18) Turn signal/Hazard 

warning light  

The turn signal is an important 

indicator light which is turned on 

when a vehicle is turning to indicate 

the attention of vehicles and 

pedestrians. 

(19) Front seat    

Front seat Removal  

Push latch forward while gently lifting 

rear of seat. Pull seat rearward. 

Continue lifting until you can release 

the front retaining device then 

javascript:;
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completely remove seat. 

Front seat Installation  

Insert front tabs of seat into frame 

hook. When seat rests in its position, 

firmly push seat down to latch. 

NOTE: If you want to remove the 

front seat cushion, you need to 

remove the rear seat first. (Refer to 

step 27) 

Electrical heating front seat is 

optioned to equipe in the vehicle. 

If pressure switch is equipped in the 

driver seat. The buzzer of ignition 

warning must ring when the driver 

leaving the seat and not pulling out 

the D.E.S.S. Key. 

(20) Cargo Rack  

The front/rear cargo racks are 

located on the front/rear plastic. 

Cargo racks carry equipment and 

various other cargo. They must 

never be used to carry a passenger. 

The front cargo rack is not equipped 

in the mud vehicle. 

(21) Shift Lever  

The shift lever is located on the RH 

side of the vehicle near steering 

column. 

 

 

 

 

 

 

 

 WARNING  

To change the transmission 

position completely stop vehicle then 

move lever to the desired position. 

Do not force lever. If unable to shift, 

gently apply throttle and release it 

immediately, then wait until engine 

RPM returns to stable idle and try 

again. 

CAUTION: Always completely stop 

the vehicle and apply the brake prior 

to moving the shift lever. 

P: Park  

This position locks the gearbox to 

help prevent vehicle movement. 

Always use when the vehicle is not in 

operation. In some circumstances, it 

may be necessary to rock the vehicle 

back and forth to move the gears in 

the transmission to allow the park to 

be engaged. 

R: Reverse  

This allows the vehicle to go 

backward. The vehicle speed is 

limited.  
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N: Neutral  

This position disengages the 

gearbox to allow manual vehicle 

movement. 

H: High gear  (Forward)  

This position selects the high speed 

range of the gear box. It is the normal 

driving speed range. It allows the 

vehicle to reach its maximum speed. 

L: Low gear  (Forward)  

This selects the low-speed range of 

the gear box. It is the working 

position. It allows the vehicle to move 

slowly with the maximum traction 

and power. 

NOTE: Use the low-speed range to 

pull any load or to climb a steep 

incline. 

(22) Headlight (low beam)/turn  

lights  

The low beam is for close lighting 

(23) Headlight (high beam)  

The high beam can improve the line 

of sight and expand the field of view. 

(24) Penetration light (If 

equipped)  

The penetration light can improve 

the line of sight and expand the field 

of view. 

 

(25) Winch  

The winch can be actuated using the 

winch control switch or with the 

wireless remote control (if equipped). 

The winch control switch is located 

under the multifunction switch. 

To let out the cable, press the winch 

control switch down. 

To reel in the cable, press the winch 

control switch up. 

NOTE: Using the winch intensively 

over a long period of time may 

discharge the battery. 

The following tips will help to reduce 

the risk of discharging the battery:  

Always unreel manually: Unlock the 

cable using the handle then pull on 

the hook strap to unreel. 

It is recommended to let the vehicle 

run while winching. Do not stop 

vehicle immediately after winching to 

let battery recharge. 

Also, when winching for more than 

30 seconds, it is recommended to 

increase engine RPM in the range of 

3000 RPM to increase charging 

power to the battery. 

NOTE: Make sure vehicle is in 

NEUTRAL (N) before increasing 

engine RPM. 
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Refer to BASIC GUIDE TO 

WINCHING ʊɽCHNIQUES for more 

informatic about the winch. 

To power up the vehicle without 

starting the engine, refer to WAKING 

UP THE ELECTRICAL SYSTEM. 

GENERAL SAFETY 

PRECAUTIONS REGARDING THE 

USE OF WINCH 

AWARNING: 

Moving Part hazards 

To prevent serious injury and 

property damage: 

Do not operate or install winch 

without reading and understanding 

these instructions and the Basic 

Guide to Winching Techniques. 

Keep hands clear of wire rope, hook 

and fairlead opening during 

operation and when spooling. 

Use supplied hook strap for spooling 

wire rope. 

Stand clear of wire rope and load 

during operation. 

Keep others away. 

Inspect winch installation and wire 

rope condition before operating 

winch. 

Do not use as a hoist. 

Do not use to move persons 

Do not exceed winch's rated 

capacity. 

Never touch wine rope or hook while 

in tension. 

Be certain the anchor you select will 

withstand load. 

Never wrap wire rope back onto itself. 

Use a choker chain or tree trunk 

protector on the anchor.  

Prior to initiating winching operation 

be sure any element which can 

interfere with safe winching is 

removed. 

Take your time. Sloppy rigging 

causes accidents.  

Do not disengage clutch if winch is 

under load or wire rope is in tension. 

The wire rope must always spool 

onto the drum as indicated by the 

drum rotation label on the winch. 

CAUTION: 

To avoid injury and property 

damage:  

-Do not use winch to secure a load 

during transport. 

-Do not submerge in water. 

-Do not use to tow other vehicles. 

Wear heavy leather gloves when 

handling the wire rope. 
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-Never winch with less than 5 wraps 

of wire rope around the drum. 

Caution should be used if the vehicle 

is tied down during a winching 

operation. This may lead to damage 

to the frame. 

Before winching, inspect remote 

control lead for damage. 

The winch front roller bracket 

(Aluminum body) can guide winch 

rope and avoid to wear. 

(26) LH Brake Lever  

When the LH brake lever is pressed 

the front are applied. When released 

the brake lever should automatically 

return to its original position. 

Braking effect is proportional to the 

force applied on the lever. 

NOTE: As on other wheeled vehicles 

the vehicle weight is transferred to 

the front wheels when braking. To 

obtain greater stopping efficiency, 

the brake system distributes more 

braking force to the front wheels. 

This will affect vehicle handling and 

steering control when braking 

vigorously. Take it into account when 

braking. 

 

 WARNING 

Make sure brake lock lever is 

released before operating the 

vehicle. 

If brake lock lever is left engage 

while riding, it may cause damage 

to brake system and cause loss of 

braking capacity and/or fire. 

 

 

 

 

 

 

 

 

1. Brake lever 

2. To apply brakes 

Brake lock lever  

The brake lock lever is located on 

the LH brake lever. Engage the 

brake lock whenever the vehicle is 

parking. 

1. Squeeze the brake lever. 

2. Move the brake lock lever forward 

to engage the brake lock. 

NOTE: The brake lock lever can be 

set to several positions. 

NOTICE: When the brake lock lever 

is applied, make sure the vehicle 

stays securely in place. 

3. To unlock the brake lock lever, 

simply squeeze the brake lever. It 
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should return to the rest position. 

 WARNING 

Always apply the parking brake 

when the vehicle is not in operation 

by engaging the brake lock lever 

and moving shift on the PARK 

position. 

Normal state 

 

Parking Brake 

 

(27) Rear seat  

The rear seat is designed for a 

passenger only. The backrest 

supports his back during the ride. 

The grip handles are located on the 

RH and LH side of rear seat. They 

must be used by the passenger to 

hold on firmly during vehicle 

operation. 

Rear seat Removal  

Grab the two handles located on 

either side of the seat. Pull upward to 

release the rear portion of the seat. 

Pull the seat straight up to remove. 

Rear seat Installation  

Lift until you can insert two tabs of 

seat into the frame pipes, when seat 

rests in its position, firmly push seat 

down to latch. 

(28) Front/Rear Bumper   

The bumper is located on the front or 

rear side of vehicle. The bumper can 

absorb energy to protect the 

pedestrian and vehicle when 

accident occur. 

(29) Reflect or  

The two rear reflectors are red. 

Reflector makes sure other drivers 

detect your vehicle clearly which can 

avoid traffic accident. 

(30) Catalyst  

Catalyst is located in the muffler. 

Accelerate the oxidation reaction of 

exhaust gas and convert it into 

harmless substances such as CO2 

and H2O. 

(31) Tool kits  

The tool kits contain diagnostic tool, 

flywheel puller, retaining tool, driven 
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wheel puller and water seal tool. Use 

the tools to maintenance the vehicle. 

(32) D.E.S.S. Key and Post  

The D.E.S.S. key post is located 

on the console. 

These keys contain an electronic 

circuit that gives it a unique 

tronicserial number. 

The D.E.S.S. system reads the key 

code and allows engines for keys it 

recognizes.  

NOTE: Additional keys are 

available from your dealer as an 

accessory. 

Refer to your authorized dealer for 

complete information. 

 WARNING 

Rollovers, tipovers, collisions and 

loss of control resulting in serious 

injury or death are possible with the 

D.E.S.S. key. Using the key is not a 

substitute for the operator being 

prepared, qualified, and operating 

with care. 

Make sure the key is free of dirt. 

(33) Auxiliary DC jack  

The auxiliary DC jack is located on 

either side of the front panel. This 

jack can be used for suitable 

portable players. Only use the DC 

jack while engine is running. 

Maximum rated capacity for the 

auxiliary DC jack: DC 12V, 120W 

(10A) 

How to use: 

1. Set the light switch to ñOFFò. 

2. Start the engine.  

3. Open the auxiliary DC jack cap, 

and then insert the accessory 

power plug into the jack. 

4. When the auxiliary DC jack is not 

being used, cover it with the cap. 

CAUTION:  

ǒ Do not use accessories requiring 

more than the above maximum 

capacity. This may overload the 

circuit and cause the fuse to 

blow. 

ǒIf accessories are used without 

the engine running or with the 

headlights turned on, the battery 

will lose its charge and engine, 

starting may become difficult. 

ǒ Do not use an automotive 

cigarette lighter or other 

accessory with a plug that gets 

hot. 
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(34) USB port  

A serial vehicle standard with 

external devices is also a technical 

specification for input and output 

interfaces by the USB or type-C port. 

The USB port can be used for 

charging. 

The USB port can connect digital 

audio equipment, e.g. U disk. It will 

send the audio files to the vehicle by 

the port, and play the file by the 

audio. 

(35) Rear glove  box  (If 

equip ped) 

 

Rear glove box is optioned on the 

rear cargo rack. 

The auxiliary tank which provides 

more fuel is optioned to equip in the 

rear glove box.  

(36) MUD version  

The cooling system is located on the 

front plastic in the MUD version of 

ATV vehicle. 
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FUEL 

Fuel Requirements  

NOTE: Always use fresh gasoline. 

Gasoline will oxidize; the result is 

loss of octane, volatile compounds, 

and the production of gum and 

varnish deposits which can damage 

the fuel system. 

Alcohol fuel blending varies by 

country and region. Your vehicle has 

been designed to operate using the 

recommended fuels, however, be 

aware of the following: 

-Use of fuel containing alcohol above 

percentage specified by government 

regulations is not recommended and 

can result in the following problems 

in the fuel system components: 

-Starting and operating difficulties.  

-Deterioration of rubber or plastic 

parts. 

-Corrosion of metal parts. 

-Damage to internal engine parts. 

-Inspect frequently for the presence 

of fuel leaks or other fuel system 

abnormalities if you suspect the 

presence of alcohol in gasoline 

exceeds the current government 

regulations. 

-Alcohol blended fuels attract and 

old moisture which may lead to fuel 

phase separation and can result in 

engine performance problems or 

engine damage. 

Recommended Fuel  

Use common unleaded gasoline with 

an AKI (R+M)/2 octane rating of 87, 

or an RON octane rating of 92. 

Use unleaded gasoline containing 

MAXIMUM 10% ETHANOL. 

NOTE: Never experiment with other 

fuels. Engine or fuel system 

damages may occur with the use of 

an inadequate fuel. 

Do NOT use fuel from fuel pumps 

labeled E85. 

Fueling Procedure  

NOTE: Always clean the 

surrounding of the fuel cap of any 

WARNING 

-Fuel is flammable and explosive 

under certain condition. 

-Never use an open flame to check 

fuel level. 

-Never smoke or allow a flame or 

spark in the vicinity, 

-Always work in a well-ventilated 

area. 
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debris, dust, sand to avoid 

contaminating fuel. 

1. Stop engine 

2. Do not allow anyone to remain 

seated on the vehicle while fueling. 

3. Slowly unscrew fuel tank cap 

counterclockwise to remove it. 

4. Insert the spout in the filler neck. 

5. Pour fuel slowly to allow time for 

the air in the tank to escape and 

prevent fuel flow back. Be careful not 

to spill fuel. 

6. Stop fueling when the fuel reaches 

the bottom of filler neck. Do not 

overfill. 

7. Fully tighten fuel tank cap 

clockwise. 

 

 

 

 

 

 

 

 

 

WARNING 

Always stop engine before refueling. 

WARNING 

If a differential pressure condition is 

noticed (whistling sound heard when 

loosening fuel tank cap) have vehicle 

inspected and/or repaired before 

further operation. 

WARNING 

Always wipe off any fuel spillage 

from the vehicle. 



TIRES 

81 

TIRES 

POTENTIAL HAZARD  

Operating this vehicle with improper 

tires or with uneven tire pressure. 

WHAT CAN HAPPEN  

Use of improper tires on this vehicle, 

or operation of this vehicle with 

improper or uneven tire pressure, 

may cause loss of control increasing 

your risk of accident. 

HOW TO AVOID THE HAZARD  

1. The tires listed below have been 

approved by motor Manufacturing 

Corporation of America for this 

model. Other tire combinations are 

not recommended. 

2. The tires should be set to the 

recommended pressure: 

ǻ Recommended tire pressure 

Front & Rear  

45 kPa (1.0 kgf/cm2, 7psi) 

Check and adjust tire pressures 

when the tires are cold. 

Tire pressures must be equal on 

both sides. 

3. Tire pressure below the minimum 

specified could cause the tire to 

dislodge from the rim under severe 

riding conditions.  

Higher pressures may cause the tire 

to burst. Inflate the tires very slowly 

and carefully. Fast inflation could 

cause the tire to burst. 

How to measure tire pressure  

Use the tire pressure gauge. 

NOTE: The tire pressure gauge is 

not included as standard equipment. 

Make two measurements of the tire 

pressure and use the second 

reading. Dust or dirt in the gauge 

could cause the first reading to be 

incorrect. 

Set pressure with tires cold. 

 
 
 
 
 
 

 

1.Tire pressure gauge 

Tire wear limit  

When the tire groove decreases to  

3 mm (0.12 in) due to wear, replace 

the tire. 

 

 

 

 

 

a. Tire wear limit 
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BREAK -IN PERIOD 
Operation During Break -In  

A break-in period of 10 operating 

hours or 300 km (200 mi) is required 

for the vehicle. 

Engine  

During the break-in period: 

-Avoid full throttle operation.  

-Maximum throttle should not exceed 

3/4. 

-Avoid sustained accelerations. 

-Avoid prolonged cruising speeds. 

-Avoid engine overheating. 

However, brief accelerations and 

speed variations contribute to a good 

break-in. 

Brakes  

Belt  

A new belt requires a break in period 

of 50 km (30 mi). During the break-in 

period: 

-Avoid strong acceleration and 

deceleration (throttle should not 

exceed 3/4). 

-Avoid pulling a load. 

-Avoid high speed cruising. 

 

WARNING 

New brakes will hot operate at their  

maximum efficiency until their break-in 

is completed. Use extra caution. 
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BASIC PROCEDURES  

While reading this Owner's Manual, 

remember that: 

NOTE: Indicates a potential hazard 

which, if not avoided, could result in 

serious injury or death. 

Waking Up the Electrical System  

(Only for D.E.S.S. key version)  

Press and release the START button 

for less than half a second and the 

electrical system will turn ON: 

-For 30 seconds, without powering 

any equipment: 

-With the D.E.S.S. key not 

installed, OR 

-With the Engine Stop switch sets 

to the STOP position 

-For 10 minutes, powering 

equipment: 

-With the D.E.S.S. key installed, 

AND 

-With the Engine Stop switch sets 

to the RUN position. 

-The electrical system will be 

shutdown after 30 seconds if either 

the D.E.S.S. key is removed OR the 

Engine Stop switch is set to the 

STOP position. 

NOTICE: Waking up the electrical 

system repeatedly or using electrical 

equipment will discharge the battery 

and you may not be able to start the 

engine. 

Starting the Engine  

The shift lever must be set to PARK 

or NEUTRAL. 

Ensure D.E.S.S. key is installed on 

post. 

Press and hold the brake lever(s) or 

the brake pedal while pressing the 

engine start button. 

Set engine stop switch to RUN. 

Press the engine start button and 

hold until the engine starts. 

NOTE: 

- If engine does not start after a few 

seconds, do not hold the engine 

start button more than 10 seconds. 

- Check if fuel is empty. 

- Contact an authorized ATV dealer. 

Release the engine start button 

immediately when the engine has 

started. 

NOTE: If the battery is dead, engine 

cannot be started. Have the battery 

recharged or replaced. 

Changing Gear Selection  

- Apply brakes and select the desired 

shift lever position. 

- Release brakes. 
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NOTE: When changing gear 

selection, always completely stop the 

vehicle and apply the brakes prior to 

moving the shift lever. Otherwise, 

damage to the transmission may 

occur. 

Gradually press the throttle lever to 

increase speed and engaging the 

continuously variable transmission. 

At the opposite, when the throttle 

lever is released, the engine speeed 

decreases. 

Stopping the Engine  

NOTE: 

-Avoid parking on slope as the 

vehicle may roll away.  

-Always put the vehicle in PARK 

when stopped or parked to prevent 

rolling. 

-Avoid parking in places where hot 

parts can start a fire. 

Release throttle and use brakes to 

completely stop the vehicle. 

Set shift lever in PARK position. 

Apply the parking brake. 

Push the emergency engine stop 

switch to OFF position. 

Remove D.E.S.S. key away post or 

use the vehicle emergency stop 

switch to stop the vehicle. 

Engine Overheat  

If engine overheats, try the following: 

1. Check and clean radiator fins. 

2. Check coolant level and refill if 

possible. 

3.Contact an authorized ATV dealer 

as soon as possible. 

CAUTION:  Reduce vehicle speed but 

try to keep vehicle moving to supply 

air to radiator. If engine is still 

overheating after approximately one 

minute, stop vehicle and set 

transmission to PARK. Stop engine. 

Place the D.E.S.S. key to post. The 

radiator fan will cool the radiator. Let 

engine cool down. Check coolant 

level and refill if possible. 

Post -Operation Care  

When vehicle is used in salt-water 

environment (beach area, 

launching/loading boats etc.), rinsing 

the vehicle with fresh water is 

necessary to preserve vehicle and its 

WARNING 

The radiator can be very hot, wear  

gloves before touching radiator. 

WARNING 

Never refill cooling system when  

engine is hot. 
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components. Metallic parts 

lubrication is highly recommended. 

This must be performed at the end of 

each operating day. 

When vehicle is operated in muddy 

conditions, rinsing the vehicle is 

recommended to preserve vehicle 

and its components and to keep 

lights clean. 

NOTE: Never use the high-pressure 

washer to clean the vehicle USE 

LOW PRESSURE ONLY (like a 

garden hose). The high pressure can 

cause electrical or mechanical 

damages. 

Storage  

When a vehicle is not in use for more 

than 3 months, proper storage is a 

necessity. 

If the vehicle is to be remain inactive 

for more than a month, disconnect 

the BLACK (-) cable of the battery. 

The use of a low amperage trickle 

charger is recommended to keep 

battery fully charged. 

Before using your vehicle after 

storage, a preparation is required. 

We recommend you have your 

authorized dealer, repair shop, or 

person of your own choosing fully 

prepare your vehicle for storage. Or, 

at your convenience, you can follow 

the basic procedures below. 

1. Inspect vehicle and contact your 

authorized dealer, repair shop, or 

person of you own choosing for 

maintenance, repair, or replacement 

if necessary. 

2. Change the engine oil and filter. 

3. Check engine coolant, differentials, 

gearbox and brake fluid levels. 

4. Fill the fuel tank, and run the 

engine.  

5. Inflate all tires to their 

recommended pressure. 

6. Clean the vehicle. 

7. Close and latch all storage 

compartments. 

8. Store the vehicle in a dry area, 

away from sunlight, with a small 

amount of daily temperature 

variation. 

9. In some locations, it will be a good 

idea to block the engine air intake 

and CVT entering and the muffler 

opening with clean rag to avoid 

intrusion of field mice, mice, squirrels 

or other small unwanted visitors. 

Don't push the rag to far. Leave a 
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small portion of the rag overshot as a 

reminder. 

10. Cover the vehicle with a 

permeable material (e. g., tarpaulin). 

Avoid using plastic or similar 

non-breathing, coated materials that 

restrict air flow and allow heat and 

moisture to accumulate. 

11. Slow charge the battery once a 

month at the recommended charging 

rate indicate on the battery. It is not 

necessary to remove the battery. 

Transporting  

Follow these procedures when 

transporting the vehicle: 

-Turn off the engine and remove the 

key to prevent loss during 

transporting. 

-Ensure the fuel cap is installed 

correctly and secure. 

-Ensure the seat(s) is installed 

correctly and secure. 

-Place the shift lever into any 

position except the parking position, 

and block the front and rear wheels 

to prevent the vehicle from moving. 

-Secure both the front and rear of the 

vehicle frame to the transporting 

device. This will prevent the vehicle 

from sliding or moving during 

transport. 

CAUTION:  Never transport with the 

gear shift lever in Park position. Gear 

damage will result.  
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SPECIAL PROCEDURES 

What to Do if Water is in the CVT  

The CVT drain plug is located on the 

rear portion of the CVT cover. It is 

accessible from the rear LH fender. 

Inspect the CVT drain plug to 

validate if water is present. 

 

 

 

 

 
 

 

NEAR LH FOOTREST 

1.Spring clamp 

2.Drain plug 

NOTE: If water entered your CVT 

while in a muddy environment, limit 

vehicle usage and bring your vehicle 

to your nearest authorized dealer for 

a proper CVT cleaning procedure. 

If water is present, remove CVT 

drain plug to expel water. 

Reinstall the drain plug and secure it 

using the spring clamp. 

NOTE: Make sure drain plug is 

properly inserted on CVT cover 

nipple. 

What to Do if Water  is in the Air 

Filter Housing   

Inspect the drain reservoirs in the 

back of the front left wheel inner 

fender to validate if water is present. 

 

 

 

 

 

 

 
1.Clean air filter housing drain reservoir 

2. Dirty air filter housing drain reservoir 

If water is present, press clamps and 

remove reservoirs to drain water 

from air filter housing. 

If one of the following conditions is 

met, bring the vehicle to your nearest 

authorized ATV dealer to have the 

vehicle serviced: 

-If more than 50 ml of water is found 

in the clean chamber drain hose. 

- If any deposits are present in the 

clean chamber drain reservoir. 

- If either hose is obstructed. 

In such a case, the vehicle must be 

serviced for: 

-Air filter housing cleaning. 

-Vents (radiator cooling fan, water 

pump, coolant reservoir, fuel tank, 

gearbox, front differential and rear 

final drive) 

-CVT air filter cleaning 
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-CVT cleaning  

-Lubricant inspection and 

replacement as required (engine, 

gearbox, front differential and rear 

final drive). 

NOTE: 

Failure to have vehicle serviced may 

lead to permanent damage to the 

following components but not limited 

to: 

-Engine and gearbox 

-Fuel pump 

-CVT 

-Cooling fan 

-Front differential 

-Rear final drive 

What to Do if Vehicle is  Turned 

Over  

When vehicle is turned over or stays 

tilted on the side, put the vehicle 

back on its wheels. Inspect vehicle 

for damages. 

If vehicle has no damage, refer to 

MANTENANCE section and inspect 

the following. 

- Inspect air filter housing for oil 

accumulation, if any oil is found, 

clean air filter and air filter housing. 

-Check engine oil level and refill in 

necessary. 

- Check engine coolant level and 

refill if necessary. 

- Check gearbox oil level and refill if 

necessary 

- Check rear final drive oil level and 

refill if necessary. 

- Check front differential level and 

refill if necessary. 

Whenever the vehicle is turned over, 

it should be inspected by an 

authorized ATV dealer. 

What to Do if Vehicle is Immersed 

in Water  

Should the vehicle become 

immersed, immediately stop the 

engine. Do not use: 

- Any electrical equipment 

-Winch 

NOTE: Immersion of the vehicle can 

cause serious damage if the correct 

restart procedure is not followed. 

As soon as vehicle is pulled out of 

water, carry out the following: 

- Drain air filter housing. Refer to 

procedure in this subsection. 

- Drain CVT. Refer to procedure in 

this subsection. 

NOTE: The vehicle should be 

serviced as soon as possible by an 

authorized ATV deal.
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MAINTENANCE 

PROCEDURES 

This section includes instructions for 

basic maintenance procedures. 

 

Air Filter  

Air Filter Maintenance Guideline  

As with any ATV, air filter 

maintenance is critical to ensure 

proper engine performance and life 

span. 

Air filter maintenance should be 

adjusted according to riding 

conditions. 

Air filter maintenance must be 

increased in frequency and oil must 

be added to the foam filter element 

for the following dusty conditions: 

-Riding on dry sand. 

-Riding on dry dirt covered surfaces. 

-Riding on dry gravel roads or similar 

conditions. 

Air Filter Removal   

Remove operator seat. 

Remove console. 

Lift rear portion of console upwards 

until the studs are released from the 

grommets. 

 

1.Console 

Pull console rearwards. 

Remove the air filter cover. 

 
TYPICAL 

1.Air filter cover 

2.Air filter 

WARNING 

Turn off the engine and follow these 

maintenance procedures when 

performing maintenance. 

If you do not follow proper 

maintenance procedures you can be 

injured by hot parts, moving parts, 

electricity, chemicals or other 

hazards. 

WARNING 

Should removal of a locking device 

be required (e.g. lock tab self-locking 

fastener, etc.), always replace it with 

a new one. 
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Air Filter Cleaning and Oiling  

CAUTION:  

Always wear appropriate skin and 

eye protection. Chemicals can cause 

a skin rash and eye injury. 

Paper Filter Cleaning  

1. Ensure that the foam filter element 

removed from paper filter. 

2. Tap out heavy dust from the paper      

element. 

This will allow dirt and dust to get out 

of the paper filter. 

NOTE: Paper filter has a limited 

lifespan; replace filter if too dirty or 

clogged. 

NOTE: It is not recommended to 

blow compressed air on the paper 

filter: this could damage the paper 

fibers and reduce its filtration ability 

when used in dusty environments. 

NOTE: Do not wash the paper filter 

with any cleaning solution. 

Foam Filter Element Cleaning  

1.Spray the foam filter element 

inside and out with a good air filter 

cleaner and follow manufacturer's 

instructions. 

2. Dry the foam element completely. 

 
TYPICAL-DRY 

NOTE: A second application may be 

necessary for heavily soiled 

elements. 

Air Filter Installation  

Put the filter element and filter 

element cover back into the air filter, 

and then put the console back in 

place. 

Maintenance of CVT 

intake pipe  

Take off the dash cover.  

Take off the odometer bottom seat, 

and release the bolts of cover, then 

take off the cover. 

 
TYPICAL 

1.Odometer cover 

2.Odometer bottom seat 
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First remove the dash upper cover 

and air intake pipe filter for MUD 

version. 

Attention:  

Operators must take necessary 

protective measures, and wear 

glasses and masks. 

Operation work needs to be in open 

area. 

 

 

 

 

 

 

 

 
TYPICAL 

1. CVT rubber assemble. 

2. blow pipe 

3.Please donôt clean the air inlet 

case against the wind, otherwise 

stuffs will enter into eyes and mouth 

easily. 

4.Clean the air inlet case, and make 

sure there is no other stuffs around. 

Greasing points  

Greasing point located at right side 

foot pedal. 

 

 

 

 

 

Label  

 

 

 

 

 

Lifting jack position 

operation manual 

introduction  

1. Put the lifting jack under the 

bottom of front position, then lift on 

the lifting jack. 

 

 

 

 

 

2.Put the lifting jack under the 

bottom of rear position, then lift on 


