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WARNI NG
6Operation of this ATV by anyone under the

death!!! This vehicle can roll if not dri
0 Adult supervision is always required.
0 Anyone under the age of 16 may NOT opera

0 Overloading the ATV may adversely affect
6 Operator use only, excess passengers prol
o Al Ri ders MUST wear hel met and other pr.
6 Do NOT operate this vehicle during/after
0 Dondét do drugs. 1tds not healthy for you
0 When refueling, you must shut off the en
0 R®ademMdrsual carefully before operating th
WARNI NG
I ndicates a hazardous situation which, if
CAUTI ON: I ndicates a hazardous situation
moderate injury. I't may also be used with

ANOTI CEO.
NOTI CE: ANOTICEO0O is the preferred signal

injury. The safety alert symbol shall not
ANOTI CE0 the word ACAUTI ONO withootihbdecasa
message not related to personal injury.

War nff oAgTMr ansportation
1. SpATEY ahiideecrommeocdd&ddodgst ance transportat
2. ContaiicslecommeoAd&dodgsttarnacnesportati on;
3. NoBeteranspol eatbdadhkv,f hé sédamaogey er weari ng
s eenanldaygt pewlge vteulr;n off the engine.
4. Make fuel cap caond exadty ama isrectualel ed
5. Bl ock t heec uwhee ebdotandt hse front and rear of
device.

War nif oAgT \6Gt or age
11f the vehicle is to be remain inachtive
cable of the battery.
21 nspectanuvelnigel ¢ he engine oil and filter.
3. Check engine coolant, differentials, g
4Cl ean t hCd ovseehiacnlde .l at ch al | storage compa
5Store the vehlindlveri n ha dreyhiardea with a pe
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Dear Valuéd Customer
Congratulations and thank you for choosin
of your new ATV. We have designed this vebh

you with great power stability, and funct
Thiwnd&®s Manual is here to familiarize any
also includes i mportant and required info
your ATV.

Read the following pages regarding safety
your own safety and the safety of others
|l evels, physical abilities, iandNOTupemanm tt.t
this vehicle.

All information in this manual is based o
at the time of printing. The Manufacture
changes and i mprovements, whi e@hkprhay adfi foac
NOTE.

I f you have any other questions regarding
an authorized deal er.
Product and specifications are subject to
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SAFETY INFROMATION
GENERAL PRECAUTIONS

Avoid Carbon Monoxide Poisoning

Al engine exhaust &oheadlnys gag.boBr endtnfoixn g e
headaches, dizziness, drowsiness, nausea, C
Carbon monoxide is a colorless, odorless, t
or smell any engine exhaust. Deadly |l evels
qguickly be overcome and unealvled st ®fs avag byoaou m
|l inger for hours or days in enclosed or poo
carbon monoxide poisoning, |l eave the area i
To prevent serious injury or death from car
-Never run the vehicle in poorly ventilated
barns. Even if you try to ventilate engine
monoxide can rapidly reach dangerous |l evels

-Never run the vehicle outdoors where engini
openings such as windows and door s.

Avoid Gasoline Fires and Other Hazards
Gasoline is extremely flammable and highly
spark or flame many feet away from the engi
these instructions:

Gasoline is poisonous and can cause injury
-Never siphon gasoline by mout h.

-l f you swallow gasoline, get any in your e
i mmedi atel y.

-l f gasoline spills on you, wash with soap

Avoid Burns from Hot Parts

Certain compodnenmtds elxihkaa shr acloenponent s become
contact with those parts during and shortly
Accessories and Modifications

Any approved modifications or addition of a

is important to take the time to get famil.i
understand how to adapt youirngtralvliinmg beduivp
speci fically approved for the vehicle and a
and equi pment have not bed&enr texsatmpd egnd hmay c
-Create a |l oss of control and increase risk
-Cause overheating or short circuits increa:
-Af fect the protection features provided by
-Af fect the behavior of the trailer when the
-Cause a risk of Il osing objects on the road
Your vehicle may also become illegal to rid
See your authorized dealer for available ac
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For safetyappase@eessssomes musua hbeer ii mesd ad d eeld

decide to install the accessory by yourself
i mportant to follow all the instructions ca
on how to user tsheer vpircoidnugc.t or f o

If the accessory has been instalwedrongygur
recommend you to read the corresponding ins
on how to use it safely or for the servicin

The instructobtnalsymeadithsorcdanmn dbedeal er
SPECIAL SAFETY MESSAGES

THIS VEHICLE IS NOT A TOY AND CAN BE HAZARDOUS TO OPERATE.

-This vehicle handles differently from other

rollover can occur quickly, if you fail to
such as turning and driving on hills or ove
SEVERE | NJURY ®©O&®n DEASHI t i f you do not comp
-Read wrérs MPandl plrlodarct safety | abels caref

procedures described.

-Al ways follow thiA paegres are cuwomureern dla& iyenar s ol
vehicle.

-Never take place on this vehicle without we
required ridiRlI@PIdNGarGEARRe fnerRItbd NG THE VEHI C
information.

-Al ways inspect and confirm the safe operat.i
PRERI DE | NSPECTI ON. Al ways follow the wma&rnt e
ManuRaelf er t o MAI NTENANCE.

-Onshort whedkdlbsa,sedo not make any modificati
racks to carry a passenger.

-Never carry a passenger on Itchng wheeeldlel aes eun |
Passenger(s) affect balance and steering an
-The tires of this vehicle are not suited f
-Never operate this vehicle on any paved sul
and streets.

-This vehicle is not designed to ride on pa
surfaces, avoid abrupt inputs to steering,
-This vehicle is not desidned mosnt mpil dicreg on
practice). Riding your vehicle on roads or
-Never operate this ATV after wusing drugs or
to the passenger (i f applicable). Your reac
conditions. Al ways operate your ATV prudent
-Never attempt wheelies, jumps, or other st
-Never operate at excessive speeds. Al ways ¢
and operating conditions, and your experien

9



-Al ways go slowly and be extra careful when
changing terrain conditions when operating
-Never operate on excessively rough, slippel
practiced the skilJyehinelcee ssmrsudl tcernrtaion. t,
on these kinds of terrain.

-Al ways follow proper procedures for turning¢
-Never operate this vehicle on hills too st
-Al ways follow proper procedRIBENGOTECHNMRUI
Check the terrain carefully before you star
or | oose surfaces.

-Al ways follow proper procedures for going
RI DI NG TECHNI QUES. Check the terrain carefu
-Al ways follow proper procedures for crossi:
TECHNI QUES. Avoid hills with .excessively sl
-Al ways use proper procedures i f you stall (
stalling, use |l ow gear and maintain a stead

backwards, follow the drivingNGEEGBHNQQQUWESHTr o
-Al ways check for obstacles before operating

obstacles, such as | arge rocks or fallen tr
over obstacles as described in RIDING TECHN
-Al ways be careful when skidding or sliding.
practicing at | ow speeds and on | evel smoot

go slowly and be very caut iioduws nign oartd eorf tcoor
oper altomg whmoedledasaend havIleoar p,assengrratotne mp
sliding; overturn or passenger ejection may
-Al ways be sure there are no obstacles or p¢
When it is safegbospopwtgedTake rliconnego swahgecedl ebhat s
the passenger can obstruct your view.

-Never exceed the stated |l oad | i miltendg owhe él
model s), all other | oads and added accessor
attaRdeédce speed and follow instructions 1in
Al l ow greater distance for braking.

-This vehicle is not designed for jumping, |
during maneuvers such as jumping which, can
wheelies can cause the vehisclheavteo af Ihiipg ho vreir:

your palsosregn gwehneoefllebl ass)e and should be avoided
-Never operate this vehicl@Wataérosigbuldeéepewover
center of thetwhe¢éewet Bemé&mlsemay have reduc

brakes after | eaving water, mud or snow. | f
out the pads.

-Al ways keep in mind that braking distance i
terrain conditions, braking system and tire

10



including towing. Remember to adjust your d
-Al wasyoin your ATV when Aowpdrdatsitmo dii mgr eiper sY@.u

forward against throttle | ever, causing an
control

-Never operate the vehicle if the controls
-Al ways maintain proper tire pressure. When
and type. For tire infor matmaomalrefer to SP
-Riding your vehicle too fast for your skill
enough throttle to proceed safely. Statisti
speed turns. Al ways r emesnbpeur & hadi ¢hti salverhd
should it fall resulting in injury.

-Never modify this vehicle through i mproper
accessories.

-Never exceed the stated |l oad | imits for thi
accessories. Cargo should be properly distr
instructions in this manhwail eor Abhlowiggeaht
braking.

Driver's Responsibilities

Driver must:

-Not forget is responsible for the safety of

-lnform the passenger concerning the basic |
-lnstruct the passenger .to read the vehicle'
-Al ways practice the makedawedt hdbeadc rainkde dviitrh

Greater skills are required with a passenge
-Al ways remember that the vehicle handling :
passenger. Safely reduce speed. Use proper

the passenger before executing any maneuver
-Al ways remember that the vehicle braking di

Al l ow greater distance for braking.

-Never carryl pags ewhngoediedhasiefla t he passenger se
-Never carrypamssengban Doenot all ow passenge
designated passenger's seat.

-Never carry a passenger if you judge his al

terrain conditions and adapt accordingly.
-Never carry a passenger who has used drugs
and i mpair judgment.

Passenger's Responsibility

Passenger must:

-Be capable of resting his feet on the foot
vehicle.

-Never take place on this vehicle without wi
that fits properly. The pa$tgeggbessboufdcel
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boot s, |l ong sleeved shirt or jacket, and | o
-Be seated on the designated passenger's se:

-Al ways keep hands on grab handles and feet
the operator.

-Never get up during vehicle operation. An
-Pay attention to vehicle and operator move.l
-Don't hesitate and tell the driver to slow

any reason.
European Community
OnRoad Use

The following warning applies-rmomldy uvisragtehe sE
SEVERE | NJURY OR DEATH can result if you do

ZWARNI NG

s-This vehicl & oiad lpwirlptosfeoronOfyf. |t may
surfaces at reduced speed, -roadrbecat
another.

Al ways refrain from speeding and subs
Al ways respect the road traffic | aws,
Al ways use any other equipment as req

12



OPERATION WARNINGS

NOTE: The following illustration is a general description. Your model may be different.

A WARNING

POTENTIAL HAZARD

Operating the ATV without proper guidance will increase the risk of accidents.
WHAT CAN HAPPEN

If the operator does not know how to operate the vehicle correctly in different situations an
different circumstances, the risk of accidents will increase greatly.

HOW TO AVOID DANGER

Beginners and inexperienced operators should complete training courses. Then, the
practice the skills learned in the course according to the operation techniques describeg
operationrmanual

For more information about training courses, please contact an authorized dealer.

d unde

shol
d in tt
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A WARNING

POTENTIAL HAZARD

Failure to follow the age recommendations for this vehicle.
WHAT CAN HAPPEN

A lack of respect for this age recommendation can lead to severe injury or death of the ¢hild.
Even though a child may be within the age group for which this vehicle is recommended,|he ma
not have may be involved in a serious accident.

HOW TO AVOID THE HAZARD

No one under the age of 16 is allowed to drive this vehicle.

14



A WARNING

POTENTIAL HAZARD

Did not follow the vehicle operating advice.

WHAT CAN HAPPEN

Always refuel with the engine stopped, and outdoors or in aweelilated place.

Do not smoke or open flames or sparks in or near the refueling place or store gasoline.
If gasoline spills on your skin or clothes, immediately wash them with soap and water and|chanc
clothes.

HOW TO AVOID THE HAZARD

Children are not allowed to operate vehicles with fuel.

15



A WARNING

POTENTIAL HAZARD
Use vehicles in enclosed environments.
WHAT CAN HAPPEN
It is possible to have poisoning, which can be dangerous to your safety.
HOW TO AVOID THE HAZARD

Always use for cycling in open areas.

A WARNING

POTENTIAL HAZARD

Transporting flammable or dangerous material can lead to explosions.
WHAT CAN HAPPEN

This cancauseserious injury or death.

HOW TO AVOID THE HAZARD

Never transport flammable or dangerous material.

16



A WARNING

POTENTIAL HAZARD

Using this vehicle with drugs or alcohol.
WHAT CAN HAPPEN

Could seriously affect your judgment.

Could cause you to react more slowly.
Could affect your balance and perception.
Could result in an accident or death.

HOW TO AVOID THE HAZARD

Never use this vehicle with drugs or alcohol.

A WARNING

POTENTIAL HAZARD
Operating this vehicle at excessive speeds.
WHAT CAN HAPPEN

Increases your chances of losing control of the vehicle, which can result in an accide
HOW TO AVOID THE HAZARD

Always travel at a speed which is appropriate for the terrain visibility and operating
conditions, and your experience.

nt.
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A WARNING

POTENTIAL HAZARD
Operating this vehicle on paved surfaces.
WHAT CAN HAPPEN
The tires are designed for affad use only, not for use on pavement.
Paved surfaces may seriously affect handing and control of this vehicle, and may cau

the vehicle to go out of control.
HOW TO AVOID THE HAZARD
Never operate this vehicle on any paved surfaces.

Including sidewalks, driveways, parking lots and streets.

18



A WARNING

POTENTIAL HAZARD
Operating this vehicle on public streets, roads or highways.
WHAT CAN HAPPEN
You can collide with another vehicle.
HOW TO AVOID THE HAZARD
Never operate this vehicle on any public street, road or highway even a dirt or gravel pne.
In many states or provinces, it is illegal to operate this vehicle on public streets, roads|

or highways.

19



A WARNING

POTENTIAL HAZARD
Riding this vehicle without wearing an approved helmet, eye protection and protective cl
WHAT CAN HAPPEN

The following items concern all ATV's operator:
- Riding without an approved helmet increases the chances of a severe head injury or fleath
Creast

the event of an accident. Riding without eye protection can result in an accident and in

the chances of a severe injury in the event of an accident.
-Riding without protective clothing increases the chances of severe injury in the even{ of a

thing

accident.

HOW TO AVOID THE HAZARD

Always wear an approved helmet that fits properly. You should also wear:
-Eye protection (goggles or face shield)

-Gloves and boots
-Long sleeved shirt or jackétng pants.

20



A WARNING

POTENTIAL HAZARD

Attempting wheelies, jumps and other stunts.

WHAT CAN HAPPEN

Increases the chance of an accident, including an overturn.

HOW TO AVOID THE HAZARD

Never attempt stunts, such as wheelies or jumps. Do not try to show off.

A WARNING

POTENTIAL HAZARD

Failure to inspect the vehicle before operating.

Failure to properly maintain the vehicle.

WHAT CAN HAPPEN

Increases the possibility of an accident or equipment damage.
HOW TO AVOID THE HAZARD

Always inspect your vehicle prior to every time you use it to make sure the vehicle is|in safe
operating condition.
Always follow the inspection and maintenance procedures and schedules described further in
this Qwners Manual

21



A WARNING

POTENTIAL HAZARD

Failure to use extra care when operating this vehicle on unfamiliar terrain.

WHAT CAN HAPPEN

You can come upon hidden rocks, bumps, or holes, without enough time to react.
Could result in the vehicle overturning or loss of control.

HOW TO AVOID THE HAZARD

Go slowly and be extra careful when operating on unfamiliar terrain.

Always be alert to changing terrain conditions when operating the vehicle.

A WARNING

POTENTIAL HAZARD
Operating on excessively steep hills.
WHAT CAN HAPPEN
The vehicle can overturn more easily on extremely steep hills than on level surfaces|or sme
hills.
HOW TO AVOID THE HAZARD
Never operate this vehicle on hills too steep for the vehicle or for your abilities.
Practice on smaller hills before attempting larger hills.

22




A WARNING

POTENTIAL HAZARD
Climbing hills improperly.
WHAT CAN HAPPEN
Could cause loss of control or cause vehicle to overturn.
HOW TO AVOID THE HAZARD
Always follow proper procedures for climbing hills as described further in thvise®s
manual
Always check the terrain carefully before you start up any hill. Never climb hills with
excessively slippery or loose surfaces. Shift your weight forward.
Never open the throttle suddenly or make sudden gear changes.
The vehicle could flip over backwards.
Never go over the top of any hill at high speed. An obstacle, a sharp drop or another vghicle ol
person could be on the other side of the hill.

23



A WARNING

POTENTIAL HAZARD
Going down a hill improperly.

WHAT CAN HAPPEN

Could cause loss of control or cause vehicle to overturn.

HOW TO AVOID THE HAZARD

Always follow proper procedures for going down hills as described further in e
manual

NOTE: A special technique is required when braking as you go down a hill Always chefk the
terrain carefully before you start down any hill.

Shift your weight backward. Never go down a hill at high speed.
Avoid going down a hill at an angle which would cause the vehicle to lean sharply to orje side.
Go straight down the hill where possible.

24



A WARNING

POTENTIAL HAZARD

Improperly operating over obstacles.

WHAT CAN HAPPEN

Could cause loss of control or a collision.

Could cause the vehicle to overturn.

HOW TO AVOID THE HAZARD

Before operating in a new area, check for obstacles.

Never attempt to ride over large obstacles, such as large rocks or fallen trees.
When you go over obstacles, always follow proper procedures as described further in th
Owners Manual

is
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A WARNING

POTENTIAL HAZARD

Operating this vehicle through deep or fast flowing water.
WHAT CAN HAPPEN

Tires may float, causing loss of traction and loss of control, which could lead to an accident.
HOW TO AVOID THE HAZARD
Never operate this vehicle in fast flowing water or in water deeper than that specified furfher in
this Owner's Manual
Check water depth and current before you attempt to cross any water. Water level should not ¢
above tires.
Remember that wet brakes may have reduced stopping ability. Test your brakes after leqving
water. If necessary, apply them several times to let friction dry out the pads.

26



A WARNING

POTENTIAL HAZARD

Improperly operating in reverse.

WHAT CAN HAPPEN

You could hit an obstacle or person behind the vehicle, resulting in serious injury.
HOW TO AVOID THE HAZARD

When you select reverse gear, make sure there are no obstacles or people behind the vehi
When it is safe to proceed, go slowly.

A WARNING

POTENTIAL HAZARD

Riding on frozen waterways.

WHAT CAN HAPPEN

Breaking through the ice can lead to severe injury or death.
HOW TO AVOID THE HAZARD

Never ride this vehicle on a frozen surface before you are sure the ice is thick enough and sou
enough to support the vehicle and its load, as well detbe that is created by a moving vehigle.
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RIDING THE VEHICLE

To fully appreciate the fun and excitement of riding, you must have a wealth of experience. Bu
some people may be novices, so you must have a sufficient understanding of ATV performanc
before driving, which is very important to you.

The most important thing is how to drive correctly, which is a very important issue. Everyone ha
their own unique personality, and everyone's driving and handling methods are different.

Before driving off the road, be fully familiar with the vehicle's operational controls and overall
performance.

Practice driving in suitable areas where there is no danger, and feel every control reaction.
Higher riding speeds require more experience, knowledge and suitable riding equipment. Ridin
conditions vary from place to place, and every ride is affected by weather conditions. Weathe
conditions may fundamentally change the riding environment, makidificult to control or
affecting sight.

NOTE: That riding on sand is different from riding on snow, through forests or swamps. The
environmental factors are different in each place, which requires a greater understanding of the loc
environment and driving skills, and at the same time requires gdgthgnt and must be careful.
Never assume that ATV can reach anywhere safely. Sudden changes caused by pothol
depressions, river banks, soft or hard "ground" or other emergency measures may cause the veh
to overturn or become unstable. If the vehicle does begin to tip ovdreshadvice is to get out of

the vehicle immediately and stay away from the overturned vehicle.

Please do not ride after taking any drugs. This may put you in trouble or risk of injury.

The information in this operating guide is limited. We strongly recommend that you obtain
certification, norcertification and training from local authorities, ATV clubs or authorized dealers.
We recommend riding according to the age recommendation on the safety label.

z WARNING

Perform a preide inspection before each ride to detect any potential problem that could
during operation. The pnéde inspection can help you monitor component wear
deterioration before they become a problem. Correct any problem that yovediszoeduce|
the risk of a breakdown or crash.

Before using this vehicle, the operator should always perform the followingderénspection
check list.

Pre-Ride Inspection Check List

What to Do Before Starting the Engine (Key OFF)

ITEMS TO BE N
INSPECTED INSPECTION TO PERFORM a
Engine oil Check engine oil level.

Coolant Check coolant level.

Brake fluid Check coolant level.

Leaks Check for any leaks under vehicle.
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Throttle lever

Activate throttle lever several times to ensure it operates fre
It must return to idle position when released.

Parking brake

Apply parking brake and check if it operates properly.

Check tire pressure and condition.

Tires -Front: 45kPa (6.5 PSI)
-Rear: 45kPa (6.5 PSI)

Wheels Check Wheel§ for damage and for abnormal play, and cl
lug nuts are tightened.

Radiator Check cleanliness of the radiator.

Drive shaft boots

Check drive shaft boots and protector condition.

Seat

Check if operator seat is in place and properly latched.

If you transport a cargo, respect the load capacity. En
cargo is properly securéd the cargo area.
If you are pulling a trailer or another equipment:

BEINSPECTED

Cargo - Check hitch and trailer ball condition
- Respect the tongue capacity and towing capacity.
- Ensure trailer is properly secured to hitch.
Glove box Check if glove box is properly locked in position.
Storage Check if front storage compartments are properly latched.
compartments
Chassis and Check underneath vehicle for any debris on chassis
Suspension suspension and clean them properly.
What to Do Before Starting the Engine (Key OFF)
ITEMS TO <
BEINSPECTED INSPECTION TO PERFORM a
Check operation of indicator lamps in multifunction gau
Multifunction gauge | (during first few seconds of key ON).
Check for messages on multifunction gauge.
Check operation and cleanliness of headlights and tailligh|
Lights Check operation of high and low beam.
Check operation of brake light.
Fuel level Check the fuel level.
ITEMS o INSPECTION TO PERFORM a

Steering

Check if steering operates freely by completely turning it fi
side to side.

Shift lever

Check operation of shift lever (P, R, N, Hand L).

2WD/4WD selector

Check operation of 2WD/4WD selector.
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Drive forward slowly a few feet and apply brakes individug
Brakes to test them. The brakes must fully apply. Lever and pedal
fully return when released.

Emergency engine | Check that the emergency engine stop switch is wor
stop switch properly.

Check if ignition switch is working properly by restarting a|
stopping the engine.

Ignition switch

Riding Gear

Actual weather conditions should help you decide how to dress. Dress for the coldest weath
expected. Thermal underwear next to the skin also provides a good insulation. It is important th:
the operator always wears the appropriate protective clothih@parel, including an approved
helmet, eye protection, boots, gloves, a long sleeves shirt and pants. This type of clothing wi
provide you protection from some of the minor hazards you may encounter in route. The operatt
must never wear loose clothimyich as a scarf that may get entangled in the vehicle or on tree
branches and shrubs. Depending on conditionsf@gding goggles or sunglasses may be required.
Different colored lenses available for goggles or sunglasses help you distinguish tetasionga
Sunglasses should only be worn during the daytime.

— Eye protection —

Chest
-~ protector

Long
sleaves -

Long,sturdy
pants

Riders with approiate riding gear
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Carrying Loads

Any load carried on the vehicle will affect the handling, stability and braking distance of the vehicle
For this reason, do not exceed the load limits of the vehicle's manufacturer. Refer to MAXIMUM
LOADS table below. Always make sure the load is secymegherly distributed and cannot interfere
with your proper controAlways be aware that the "load" may slide or fall off and create an accident.
Avoid loads that may protrude sideways and get snagged or caught in brush or other obstacles. Av
coveringand obstructing the headlights or brake light with the cargo.

Safely reduce speed according to terrain conditions when carrying cargo or pulling a trailer. Allov
greater distance for braking. Always secure cargo as low as possible on the rear rack to reduce
effect of a higher center of gravity.

Evenly distributed Includes rear rack, rear storage box, rear storage compartment and tongue loa
MAXIMUM LOAD
TOTAL LOAD 240kg (529Ibs) lzﬁlu:ees (\jArIZ/ie;taII:r:Zer z);d;
ALLOWED gue weig
accessories.
REAR CARGO ATV 550 60kg Evenly distributed. Includes reg
AREA (Include long and shor| (132lbs) rack, rear storage box, re
wheelbase) storagecompartment and tongu|
load.
FRONT I(AIrTlguzseolon and shor| ?gekl?)s)
CARGO AREA g
wheelbase)

Loading the Cargo Rack
NOTICE: When loading or unloading, do not exceed the weight limit. Refer to CARRYING
LOADS.
Lead cargo as low as possiaehigher load can raise the vehicle's center of gravity, which can
reduce stability. Position cargo on the rack as evenly as possible.
Secure the load on the cargo rack. Do not secure cargo to other parts of the vehicle, if it is n
properly secured, a load may slide or fall off, possibly striking occupants or bystanders; or it ma
shift during riding, affecting the handling of the vdhic
Objects that are high may affect visibility for the driver and may act as projectile in case of ar
accident. Loads that protrude sideways can get snagged or caught bush, branches or other obsta
Avoid covering and obstructing the brake lights with ¢hego. Ensure no cargo protrudes outside
the cargo rack and that cargo will not interfere with your visibility or control of the vehicle.
Do not overload cargo rack.
Never carry gasoline container(s)or any dangerous liquids on the cargo rack.
Hauling a Load (if Equipped with Hitch)
Never pull a load by attaching it to the bumpecargorack; this can cause the vehicle to tip over.
Use only the trailer hitch (if installed) to pull a load. In an emergency situation, use the recoven
hook to recover a stuck vehicle.
When pulling loads with a chain or cable, ensure that there is no slack before starting and mainte
tension while pulling.
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When pulling loads with a chain or cable, be sure to brake progressively. The inertia of the loa
could lead to an impact.
When hauling a load, respect the maximum hauling capacity.

z WARNING

Slack can cause the chain or cable to break and snap back.

When puling another vehicle, be sure that someone is controlling the pulled vehicle. They mu:
brake and steer to prevent the vehicle from going out of control.

Reduce your speed when hauling a load and turn gradually. Avoid hills and rough terrain, neve
attempt steep hills. Allow more distance for braking, especially on inclined surfaces. Be careful nc
to skid or slide.

Pulling a Trailer (if Equipped with Hitch)

NOTICE: Approved rear hitch must be properly inktdlon the vehicle for hauling trailers.

Riding this vehicle with a trailer substantially increases the risk of toppling, especially on inclined
slopes. If a trailer is used behind the vehicle make sure that its hitch is compatible with the one c
the vehicle. Make sure the trailer is horizontdth the vehicle. (In some examples a special
extension may have to be installed on the vehicle hitch). Use security chains or cables to secure
trailer with the vehicle.

Reduce your speed when pulling a trailer and turn gradually. Avoid hills and rough terrain. Neve
attempt steep hills. Allow more distance for braking, especially on inclined surfaces. Be careful nc
to skid or slide.

Improperly loading a trailer may cause loss of control. Respect the recommended maximum haulir
capacity and maximum tongue load (Refer to MAXMUM HAUL ING CAPACITY table). Make
sure there is at least some weight on the tongue.

Trailer Hitch

NOTE: Foll ow manuffaoat prrerp'es iarn ¢ tarcthaneindn s
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MAXIMUM HAULING CAPACITY

TRAILER TONGUE
LOAD WEIGHT NOTE
ALLOWED ALLOWED

Includes trailer and trailer load.

Trailer .
. Ensure to properly load the trailer
without . .
o0 that tongue is always pushing on
260k 14k brakes So that t I h

Hitch support and not pulling on
hitch ball.

NOTE: Includes trailer and trailer load. Ensure properly load the trailer so that tongue ig

always pushing on hitch support and not pulling on hitch ball.

z WARNING

Stay clear from the area between tractor and trailed vehicle.

z WARNING

Strictly follow the instructions outlined in the operator manual of the mounted or t
machinery or trailer, and not to operate the combination or tratachine or tractetrailer
unless all instructions have been followed.

Always make sure load is evenly distributed and safely secured on the trailer; an evenly balanc
trailer is easier to control.

This vehicle may require additional stopping distance if hauling heavy loads, especially on incline
surfaces.

Always put the shift lever to L (low range) for hauling a traiteaddition to providing more torque,
operating in low range helps account for the increased load on the rear tires.

Keep vehicle speed at a slow pace, especially for turning. Be careful not to skid or slide.

When stopped or parked, block the vehicle and trailer wheels from possipéemant.

Use caution when disconnecting a loaded trailer; it or its load may topple on you or others.

When hauling a trailer, respect the maximum hauling capacity indicated on the label on the hitch.
Working with your Vehicle

Your vehicle can help you perform a nuentof different LIGHT tasks ranging from snow removal

to pulling wood or carrying cargo. A variety of accessories are available from your authorized deale
However, always respect the load and capacities of the vehicle. Overloading of the vehicle ce
damageoverstress the components and cause failure. To prevent possible injury, it is equall
important to follow the instructions and warnings that accompany the accessory. Avoid a physic:
exertion through lifting or plling of heavy loads or man powering the vehicle.
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Environment

One of the benefits of this vehicle is that it can take you off the beaten path away from mos
communities. However, you should always respect nature and the rights of others to enjoy it. Do n
ride in environmentally sensitive areas. Do not drive ovesstocrops or shrubs, nor cut down trees

of take down fencing, nor spin your wheels and destroy the terrain.

This vehicle can cause wildfires if debris builds up near the exhaust or other engine hot spots a
ignites then falls off into dry grass. Avoid riding in wet areas, through muskeg of tall grass, where
debris can build up. Should you ride in those arempect and remove all debris from your engine
and hot spots.

Chasing wildlife is in many areas illegal. Wildlife can die of exhaustion after being chased by &
motorized vehicle. If you encounter animals on the trail, stop and observe quietly and with cautior
It will be one of the better memories of your life.

Observe the rule: "what you take in, carry out". Do not litter. Do not start campfires unless you hav
permission to do so, and then only away from dry areas. The hazards you may create on the tr
may cause injury to others or yourself.

Respect farm lands. Always obtain the permission of the landowner before riding on private lanc
Respect crops, farm animals and property lines.

At the last do not pollute streams, lakes or rivers and do not modify the engine or exhaust systel
or remove any of its components.

Off-Road Operation

The very nature of offoad operation is dangerousy terrain, which has potted been specially
prepared to carry vehicles, presents an inherent danger where terrain substance and exact steep
are unpredictablelhe terrain itself presents a continuelement of danger, which must be
knowingly accepted by anyone venturing over it.

An operator whaperaes a vehicle offoad should always exercise the utmost care in selecting the
safest path and keeping close watch on the terrain ahead dfitnvever,the vehicle should be
operated by anyone who is not completely familiar with the driving instructions applicable to the
vehicle, nor should it be operated on steep or treacherous terrain.

General Operating and Safety Precautions

Care, caution, experience and driving skill are the best precautions against the hazards of vehi
operation.

Whenever there is the slightest doubt that the vehicle can safely negotiate an obstacle or a partict
piece of terrainalways choose an alternate route.

In off-road operation, power and traction, not speed, are impokener drive faster than visibility

and your own ability to select a safe route permit.

Constantly watch the terrain ahead for sudden changes in slopes or obstacles such as rocks or stut
that may cause loss of stability, resulting in tip over or rollover.

Never operate the vehicle if the controls do not function normally.

When operating in reverse, check that the path behind the vehicle is free of people c
obstaclesProceed slowly and avoid sharp turns. When stopped or parked, always set the shift lev
to the PARK position and apply the parking brakKeis is especiallymportant when parking on a
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slope.On very steep inclines or if the vehicle is carrying cargo, the wheels should be Higéked
rocks or bricks.

Reverse Operation

When operating in reverse, check that the path behind the vehicle is free of people c
obstaclesProceed slowly and avoid sharp turns.

We recommend sitting on your ATV when operating in revekseid standing upYour weight
could makethrottle lever shift forward, causing an unexpected acceleration.

Downhill Driving

This vehicle can climb slopes that are steeper than it can safely deHoerefore, it is essential to
assure that a safe route exists to descend a slope before you climb it.

Decelerating while negotiating a slippery downhill slope could "toboggan” the veliietain
steady speed and/or accelerate slightly to regain control.

Side Hilling

Whenever possible, such operation should be avolfieelcessary, do so with extreme cautiSide
hilling on steep inclines could result in rollovér.addition, slippery or loose surfaces could result
in uncontrollable side slidind>o not attempt tourn the vehicle downhill with the slidéwvoid all
objects or depressions that will intensify the raising of one side of the vehicle higher than the othe
thencausing rollover.

Drop-Offs

This vehicle will "bottorout” and usually stop if either the front or rear wheels are driven over a
drop-off. If the drop is sharp or deep, the vehicle will nose dive and tip over.

z WARNING

Avoid negotiating drogoffs. Reverse and select an alternate route.

Riding on Snow Covered Surfaces

When performing the prede inspection, pay special attention to locations on the vehicle where
snow and/or ice accumulations may obstruct visibility of the taillight and reflectors, clog ventilation
openings, block the radiator and fan, and interferé e movement of control levers, switches
and brake pedaBefore starting with your ATV check the steering, throttle and brake lever and
pedal controls for interference free operation.

Whenever an ATV is ridden on a sn@avered drive path the tire grip is generally reduced causing
the vehicle to react differently to control inputs from the operator. On low grip surfaces, the steerin
responses are not as crisp and precise, stoppirandést are lengthened and acceleration becomes
sluggish.Slow down and do not "gun” the throttiEhis will only result in spinning of the tires and
possibly in an over steering slide of the vehiéleoid hard brakingThis will possibly result in a
straicht-line slide of the vehicleAgain, the best advice is to safely reduce spAeticipation of a
maneuvels given yourself time and distance to regain total vehicle control before it spins out of
your control.

As you drive your ATV over a loose snemvered surface, snow dust will be picked up in the wake
turbulence of the moving vehicle and transported to contact and accumulate or melt on some expos
components including rotating parts like brake di¥¢ater,snow or ice may affect the response
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time of the brake system of your ATEven when not required to reduce vehicle speed apply brakes
frequently to prevent ice or snow accumulation and to dry brake pads and discs. Whithidaing

low risk driving situations you will test for grip level and keep yourself alerted to how the vehicle
reacts to your control inputdlways keep brake pedal, footrests, brake and throttle levers free of
snow and ice.

Frequently wipe snow off seat, hand grips, headlights, taillights and reflectors.

The depth of the snow cover may hide rocks, tree stumps or other objects and if is wet may total
impede the drivability as the vehicle becomes bogged down or completely loose traction in slush
snow.Look far ahead and always be watchful of any visitles that might indicate the presence

of such obstacle$n doubt steer cleaAvoid driving on any frozen body of water before checking
that the ice will safely support the AT\s riders and its load of cargRemember that a given
thickness of ice mape sufficient to support a snowmobile but not an ATV of an identical weight
because of the smaller load bearing surface of the four tire contact patches as compared to that ¢
snowmobile track and skis.

To maximize comfort and avoid frostbite, always wear clothing and ATV protective equipment
appropriate for the weather conditions you will be exposed to during your ride.

At the end of each ride, it is a goadtionto clean the vehicle body and all moving components
(brakes, steering components, drivelines, controls, radiator fan etc.) from any snow or ic
accumulationsWet snow will turn to ice during the vehicle stopped and become more difficult to
remove at th@ext preride inspection.

Riding Techniques

Riding your vehicle too fasmay result in injuryApply only enough throttle to proceed
safely.Statistics show that mishaps and injury usually result from-bged turnsAlways
remember that this vehicle is healg pure weight alone may entrap ywhenit falls down

This vehicle is not designed for jumping, nor can it fully absorb the high impact energy generate
during operating such as jumping which, can be passed on to you, the ofEdtyming wheelies

can cause the vehicle to flip over onto yBoth practice have a high risk for you and should be
avoided at all times.

To maintain proper control, it is strongly advised that you keep your hands on the handlebar ar
within easy reach of all control¥he same holdare rightfor your feet. To minimize the possibility

of a leg or foot injury, keep your feet on the footrests at all tiesiot direct youfoot outwards

nor extend your feet out to assist in turning as they can be hit or be snagged on passing obstacles
may come into contact with the wheels.

Always use proper riding techniques to avoid vehicle overturns on hills and rough terrain and i
turns.

Even though there is an adequate suspension system on this vehiolgthterrain conditions will
make you feel uncomfortable and can even cause a back iRjdiyg in a crouched position will
often be requiredSlow down and allow your flexed legs to absorb part of the impact energy.

This vehicle is not allowed to ride on roads except European Union market which can be driven ¢
road with homologation and follow transportation laws strictly.
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Water can be a unique hazalfdt is too deep the vehicle may "float" and toppBheck the water
depth and current before you attempt to cross any wWafger level should not go above the
tires.Be wary of slippery surfaces such as rocks, grass, logs, etc., both in the water and on |
banks A loss of traction may occur. Do notexttpt to enter the water at high speBae water will

act as a brake and could throw you off the vehicle, on the ground.

Water will affect the braking ability of your vehicle. Make sure you dry the brakes by applying them
several times after the vehicle leaves the water.

Mud or marsh lands may be encountered near water. Be prepared for sudden ‘holes” or change:
depth. Similarly, be watchful of hazards such as rocks, logspattially covered by vegetation.
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If your route crosses frozen waterways, make sure the ice is thick enough and sound enough
support the total weight of yourself, the vehicle and its load. Be ever watchful of open water, it is :
sure indication that the ice thickness will vary. If irudg do not attempt to cross.

Ice will also affect the control of the vehicle. Slow down and do not "gun" the throttle. This will
only result in spinning of the tires and possible tip over of the vehicle. Avoid rapid braking. This
again will possibly result in an uncontrolled slide &ipaver of the vehicle. Slush should be avoided

at all times since it could block the operation or controls of the vehicle.

Riding in snow may reduce the brakes stopping capalfiéfely reduce speed and allow greater
distance for brakingSnow projection may cause ice built up snow accumulation on brake
components and controlpply brakes frequently to prevent ice or snaecumulationRefer to
GENERAL OPERATING AND SAFETY PRECAUTIONS in this subsection for more detailed
information regarding riding on snow covered surfaces.

Riding on sand, sand dunes or on snow is another unique experience, but there are some bz
precautions that should be obsenM#bt, deep or fine sand/snow may create a loss of traction and
cause the vehicle to slide, drop off or become "bogged" divthis occurs look for a firmer
base Again, the best advice is to slow down and be watchful of the conditions.

When riding in sand dunes it is advisable to equip the vehicle with an antenna type saféhjidlag.
will help make your location more visible to others over the next sand Bumeeed carefully should

you see another safety flag aheBihce the antenngipe safety flag can snag and rebound on your
body if caught, do not use it in areas where there are low hanging branches or obstacles.

Riding on loose stones or gravel is very similar to riding onTibey will affect the steering of
vehicle, possibly causing it to slide and tip over especially at high sgeeaddition, braking
distance may be affectetlemember that "gunning” the tttle or sliding may cause loose stones

to be ejected rearwards into the path of another ridkarer do it deliberately.

If you do get into a slide or skid, it may help to turn the handlebar in the direction of the skid until
you regain control. Never jam the brakes and lock the wheels.

Respect and follow all posted trail signs. They are there to help you and others.

Obstacles in the "trail" should be traversed with caution. This includes loose faltds trees,
slippery surfaces, fences, posts, and embankments and depressions. You should avoid th
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whenever possible. Remember that some obstacles are too large or dangerous to cross and sh
be avoided. Small rocks or fallen trees may be safely crossed, approach at a 90 angle. Stand on
footrests while keeping your knees flexed. Adjust speed wufitlhgsing momentum and do not "gun*

the throttle. Hold handlebar firmly. Place your body weight rearwards and proceed. Do not try to lif
the vehicle front wheels off the ground.

Be aware that the object may be slippery or may move while crossing.

When driving on hills or slopes two things are highly important. Be prepared for slippery surface:
or terrain variations and obstacles and use proper body positioning.

Downhill

Keep your body weight rearward3tay seatedApply the brake gradually to prevent skiddimp
not “coast" down the slope using engine compression or in neutral gear.

Decelerating while negotiating a slippery downhill slope could "toboggan” the veliietain
steady speed and/or accelerate slightly to regain comgolavoid steep inclinest you're not
careful, you could tip over when going downhills.
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Uphill

Before trying to climb a hill, keep these things in miHdl Climbing should only be attempted by
experienced operatorStart on shallow slopeélways drive straight uphill and keep your body
weight forward towards the top of the hill. Keep your faetlte footrests, shift your ATV into a

lower gear and accelerate before you start to clifnpto keep a steady speed and go easy on the
throttle to avoid acceleratioAbrupt slope or terrain variation or rolling one wheel over an

obstacle could have agiimpact on the stability as it will lift the front of the vehicle increasing the
risk of tipping overSome hills are too steep to safely stop or recover from after an unsuccessful
climbing attempt.

Try to avoid steep inclines.

If you're not careful, you could tip over when going up hifishe hill is too steep and you cannot
proceed or the vehicle begins to roll backwards, apply the brake being careful not Distiu®unt

then use the "K" turn (while walking back next e tvehicle on the uphill side and with a hand on
the brake lever, slowly back the rear of the vehicle toward the top of the hill then drive
downhill). Always walk or dismount on the upside of the slope while keeping clear of the vehicle
and its rotating weels.Do not try to hold on to the vehicle if it begins to top8&ay clearDo not

ride over the crest of the hill at high spe@tstacles, including sharp drofffs, may exist.
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IMPORTANT ON -PRODUCT LABELS

This vehicle comes with hang tags and labels containing important safety information.

Any person who rides this vehicle should read and understand this information before riding.
Engine and Vehicle

Identification Number Location

PIN/VING

TYPICAL ATV525-L RIGHT VIEW

PIN/VIN ‘

TYPICAL
1. PIN/VIN (Vehicle Identification Number on right sideterior portion on the frame)

2. EI'N (Engine | denti f ipotaetriioonr dNmomrieteicornram klcafst )si de/
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Vehicle Safety Labels

Read and understand all safety labels on thg
vehicle. These labels are attached to your
vehicle to ensure the safety of operators or
bystanders.

The safety label on the vehicle should be
regarded as a permanent part of the vehicle)
If it is lost or damaged, please contact an
authorized dealer for a replacement.

NOTE: If there are any differences between
this guide and the vehicle, the safety label of
the vehicle takes precedence over the label |n
this guide.

LOCATE AND READ QPERATOR'S GUIDE. FOLI IKSTRUCTIONS § WARNINGS,

Label 1-T Long wheelbasé

LOCATE AND RE
FOLLOWALL INSTI

Label 1-Z US-Short wheelbasé
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WARNING Operating this ATV if you

ces of severeinjury or death
to both operatorand passenger.
operate this vehicle if you
areunder age of 16.

Label 2

hen finished gear shifting,
alway first press accelerator
pedal lightly and then accelerate.

Label 3

Please note if ATV becomes stuck in mud,
sand,or other debris please use winch or
another way to free vehicle.Using the
throttle can damage the CVT belt.

Label 4

ENGINE OIL

Please change your engine oil after the first 3
miles (500km) and each 1,000 miles(1500km)
thereafter.Use only type SAE swsss Capacity
of engine oil tank: 2.8L

Label 5

Label 6

Label 7-T EU-Long wheelbasé

E INJURY]

Label 7-Z EU-Short wheelbasé

PASSENGER SAFETY
-of SEVERE INJURY or DEATH.

rtel
\1 um:mm require

43



Label 7-3 US-Long wheelbasé&

ride as a passenger.

Passengers can cause
a loss of control,resulting
in SEVERE INJURY of
DEATH

Label 7-4 US-Short wheelbasé

. Itis necessary to use E5/E10 unleaded gasoline
Fire-proof ¢, higher.

Make sure the engine is off and avoid spilling
N fuel ona hot engine when refueling.
Explosion  po not smoke,make sure that there are no opeg

-proof flames or sparks in the area when refueling.

Label 8

Label 9

Label 10

44

's load capacities

For maximum loads specifications, refer to labels

on the vehicle e operator's guide
Ensure that the load does not interfere with the

ision, and evenly distributed and secured.

Label 11 (in the front cargo box)

Label 12

Label 13

ding of a trailer ma

ntrol resulting in severe injury or

Label 14



attach on this part or on the luggage

rack to pull a load. This can cause the vehicle
to tip over.
use the trailer hitch to pull aload.

Label 15

Label 16

Label 17

Label 18 (on the brake oil cup)
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DESCRIPTION AND VEHICLE IDENTIFICATION
NOTE: Some controls/instruments/equipment are optional.
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(1) Brake pedal
The brake pedal is located on the right side df
the vehicle.

When the brake pedal is depressed and the
rear brake is used, the vehicle will gradually
slow down.

After releasing, the brake pedal will
automatically return to normal state.

TYPICAL
1.Brake pedal
2.To decelerate
3.Normal status

(2) 2WD/4WD Selector

The 2WD/4WD selector is on the right side o
the handlebafThis selector allows to choose

between 2WD and 4WD when the vehicle is
stopped.

TYPICAL

1. Selector
2. 4WD position
3. 2WD position

a7

NOTE: After the vehicle must be parked, use
the 2WD/4WD selector (engaged or
disengaged). When driving, if the selector is
used, mechanical damage may occur.
NOTE: Whether the rear wheels rotate,
release the throttle, and wait for the engine to
return to idle before selecting the fenheel
drive mode.

4WD position

When the selector is pushed to thght, the
4WD mode is used.

2WD position
When the selector is pushed to téf, the
2WD mode is used.

(3) Mechanical parking brake
The parking brake is located on the right side
of thehandlebarWhen leaving the vehicle,
move the joystick to the right (approximately
170}, it can prevent the vehicle from driving



away. When using the vehicle, turn the

/

L
7
TYPICAL
TYPICAL 1. Throttle lever

: ; 2. To accelerate
1. Mechanical parking brak
3 Parimid harking braie 3. To decelerate
3. Normal state (5) Foot pegs
NOTE: When parking the vehicle on a The toothed foot pedals are located on the left
slope/road, the parking brake must be used @r and right sides near the engine.
the vehicle may move freely and may cause 7 =

an accident to you or others.

Foot Pegs

For the short wheelbase, only equip one foot
plateon each side.

(6) Multifunction Switch

The multifunction switch is located on the left
side of the handlebar.

Use parking brake

(4) Throttle Lever

The throttle lever is located on thght side
of the handlebar.

When pushed forward, it increases the enging
speed and allows engagement of the

transmission on the selected range. ILPIC(fFLh et
i .Headlight Switcl
When rgleased, the englne speed shou-Id 2 Star Bution
automatically return to idle and the vehicle 3.Blinker Switch )
i 4.Emergency stop switch
will gradually slow down. 5.Horn Button
6.Hazard warning light Button
7.Handlebar

~ 1" Headlight Switch
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Set the switch tdi ;:EO 0 to tur n| ooAIMented gauge (Equipped

low beam and the taillights.
Set the switch tED O to tu

beam and the taillights.

~ 27 Start Button

First confirm the gear shift leverisin P or N
and emergency stop s
put key to AONO posi
start button to start engine; release this butto

when engine starts. 1. Speed meter indicator

N 2. Check engine indicator

0 Do not operate the| o Heedttindicator st arter
. 4. Oil pressure indicator

continuously for more than seconds, or startgr 5. Engine speed indicator

. 6. Fuel indicat
damage could occur. Wait at least 5 secondy 5 G%%r'ggﬁﬁoo,{ indicator

i i 8.Trip meter indicator
between each operation of the electric startef g 7l engine running time indicator

to let it cool 10. 2WD/4WD indicator

N : 11. Engine temperature indicator X

0 Do not press st art| B2uFixetd Qyvng spgddihdlatort he engi ne
. i 13. EPS indicator

running, or damage to the electric starter carl  14.Trailer indicator

15. Brake system indicator

o]
;I‘
B .
By
j
’T‘
H‘

result. 16. Paré(in% device
A~ . . 17. ABS indicator

3" Blinker Switch 18. Battery voltage indicator
Located under the start button. Push to the 19. Time indicator

(1) Speed meter indicator
The figure of speed will display and update
synchronous while switching between KM/H

Hit the emergency stop switch to kill the and '\:]PHk'n ur.ut o_f p?domeﬁe;‘
engine. Press the button back in to restart the¢ (2) Check engine indicator light (YELLOW)

engine. IC:]

This switch can be used to stop engine and gs ) o ) )
After turning the ignition switch on, the light

an emergency control. ) . .
NOTE: Do not turn on the key switch when shall be on, and the light should immediately
the emergency stop w il gf}aftelr sstar.tlpgﬁhe ﬁr_'@_“ﬂ?F”c‘}he light is
~ 5 Hom Button on while the engine is on, it indicates that the
Use the horn button when coming to an system has an errgr. . .
intersection, or when a pedestrian is present When some electric (.-:Angl.ne.parts a'lre regdlng
faulty, the check engine indicator light will

" 6" Hazard warning light Button X ) .
When pulling off the side of the road or trail, | /S° b€ ON. the vehicle still can be running,
the driving performance can get worse, which

use the hazard switch to indicated to the h oo ; )
coming riders that you are there. signals |n.d|ca.tes.the ve.hlcle needs repair.
(3) Headlight indicator light

(7) Multifunction gauge
Two types of gauges aegjuipped ED

left to turn on the left blinker and push to the
right to turn on the right blinker.
" 4” Emergency stop switch

7]
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When this indicator light is ON, the head X .
I|ght |S tumed on Differential lock werks Differential works-
(4) QOil pressureandicator light

o 2
Front differential  Front differential lock — Front axle doesn't work-|
rear differentia Rear differential Rear differential

When this indicator light is ON, it indicates a
low oil pressure.

CAUTION: If the light does not turn off right i
after you start the engine' Stop the engine Rear dfterentallock  Rear dferenallock _ Rear
immediately. Check engine oil level. Refill if (11) Engine Temperature indicator

necessary. If the oil level is good, see an
authorized ATV dealer. Do not use the
vehicle until repaired.

(5) Engine speed indicator Normally the bars below this indicator will be
(6) Fuel indicator on from 1 to6 bars in turn according to the
engine temperature from 45 degrees to 115
ia degrees. But if the temperature is less than 45
degrees, the bars will disappear and dotted

Normally the bars below this indicator will be| lines shows instead. If the temperature is

on in white from 1 t bars in turn according more than 115 degrees, the value will keep

to fuel amount. If the bars disappear, it means showing 115 and all bars will be on in red

there is no fuel. If there is only one bar onin| always. Do not use the vehicle until repaired.

red always, it means the fuel is very less and|  (12) Fixed Driving speed indicator

remind you about that. If there édars on, This function is unavailable

it means your tank is full of fuel. If the (13) when EPS candt wo
indicator and white bars blinks in 1hz or 2hz,| light will be on. (EPS is optioned)

it means the fuel amount signal is abnormal,| (14) when trailer works, the indicator light

the circuit must be in open circuit or short will be on.

circuit. (15) when the brake sy
(7) Gear position indicator the indicator light will be on.

(8) Trip meter indicator (16) when the parking device works, the

(9) Total engine running time indicator indicator light will be on.

(10) 2WD/4WD and differential lock (17) when ABS candét wo
indicator light will be on. (ABS is optioned)

(18) the Voltage value and indicator color
will change according to the true voltage in
the battery. If the indicator is on in red, it
means the voltage value is less than 12.3. If
the indicator is on in white, it means the
voltage value is more than 12I7the voltage
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value is between 12.3 to 12.7, the indicator
will be on in the previous color.

(19) Time indicator

TFT gauge (ifequipped)

N..

)
o SPORT

99
999 477

9999 °

%1000 rpm

Kin/h -2

o0o
99999.9km

Sﬁeed meter indicator
Check engine indicator
Headlight indicator

Oil pressure indicator
Engine speed indicator
Fuel indicator

Gear position indicator
Trip meter indicator
2WD/4WD indicator

10. Engine temperature indicator
11. EPS indicator

12. Trailer indicator

13. Brake system indicator
14. Parking device

15. ABS indicator

16. Battery voltage indicator
17. Time indicator

18. EPSpositionindicator
19.Engine modes indicator

(1) Speed meter indicator

The figure of speed will display and update
synchronous while switching KM/H in unit of
pedometer.

(2) Check engine indicator light (YELLOW)

K

After turning the ignition switch on, the light
shall be on, and the light should immediately
turn off after starting the engine. If the light is
on while the engine is on, it indicates that the
system has an error.

When some electric engine parts are reading
faulty, the check engine indicator light will
also be ON, the vehicle still can be running,

CoONOTRRWNE
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the driving performance can get worse, which
signals indicates the vehicle needs repair.
(3) Headlight indicator light

=0

When this indicator light is ON, the head
light is turned on.
(4) Oil pressurendicator light

When this indicator light is ON, it indicates a
low oil pressure.

CAUTION: If the light does not turn off right
after you start the engine. stop the engine
immediately. Check engine oil level. Refill if
necessary. If the oil level is good, see an
authorized ATV dealer. Do not use the
vehicle until repaired.

(5) Engine speed indicator

(6) Fuel indicator

)

Normally the bars below this indicator will be
on in white from 1 td bars in turn according
to fuel amount. If the bars disappear, it means
there is no fuel. If there is only one bar on in
red always, it means the fuel is very less and
remind you about that. If there édars on,

it means your tank is full of fuel. If the
indicator and white bars blinks in 1hz or 2hz,
it means the fuel amount signal is abnormal,
the circuit must be in open circuit or short
circuit.

(7) Gear position indicator

(8) Trip meter indicator

(9) 2WD/4WD and differential lock indicator



X .

Differential lock works  Differential worke:

Front axe doesn't work:|

Rear differential

Front differential lock
Rear differential

=

Front ifferential
rear gifferential

Frant differential
Rear differential lock

Front differential lock  Front asle dossn't work -
Rear differential lock  Rear differential lock:

(10) Engine Temperature indicator

O

Normally the bars below this indicator will be
on from 1 to6 bars in turn according to the
engine temperature from 45 degrees to 115
degrees. But if the temperature is less than 45
degrees, the bars will disappear and dotted
lines shows instead. If the temperature is
more than 115 degrees, the value will keep
showing 115 and all bars will be on in red
always. Do not use the vehicle until repaired,
(11) when EPS candt wd
light will be on. (EPS is optioned)

(12) when trailer works, the indicator light
will be on.

(13) when the
the indicator light will be on.
(14) when the parking device works, the
indicator light will be on.

(15 when ABS canbdt
light will be on. (ABS is optioned)

(16) the Voltage value and indicator color
will change according to the true voltage in
the battery. If the indicator is on in red, it
means the voltage value is less than 12.3. If
the indicator is on in white, it means the
voltage value is more than 12.71lie voltage
value is between 12.3 to 12.7, the indicator
will be on in the previous color.

(17) Time indicator

brake sy

wdg
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r 2) Rvontl Storaget h e i

(18) EPS positiorindicator

The EPS position mean different torque of
EPS motor.

(19) Enginemodes indicator

The engine mode display indicates the
selected mode of operation:

-NORMAL

-SPORT

(8) Handlebar cover

Avoid water and rubbish to enter into and
damage the handlebar.

(9) Electrical Heating Handlebar grip (If
equipped)

Electrical heating handlebar grip is optioned
to equip in the vehicle. Make the handlebar
grip hotter incold weather

(10) Rearview mirror

Observe the traffic behind the darthe
rearview mirror.

(11) Fender (If equipped)

The fender can avoid scrape, protect the tire
and improve the trafficability. Wide plastic
fender is optioned to equip.

ent l ocati

Conveni

on

ndicator

t

(o]
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z WARNI NG

When engine is running, always engage|
the PARK position on the shift lever
before opening coveNever leave any
heavy or loose breakable objects in the
storage area. Always latch cover before
riding.

(13) Licenseplate lamp

The license plate lamp is a light that is turned
on at night or when the sky is dark to
illuminate the license plate.

(14) Trailer power

Provide power to the trailer. Theatler power
with 7 sockets i¢ocated on theearguard
board

(15) Trailer arm and trailer ball head

Tow Ball Fixed Pin

Traller Arm

// Trailer Ball Head

Tow Ball Pin

If you need to pull a trailer, the trailer arm
and trailer ball head can connect the frame
andtrailer.

(16) Tail/brake lights

The main color is red light, to enhance the
penetration of light, so that the vehicle behin
the lower visibility, easy to find the front of
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the vehicle brake, to prevent reamd
accidents.

Tail Light(l
TLGh) et LightiLy wenlgrry

(17) Turn signal/Hazard warning light

The turn signal is an important indicator light
which is turned on when a motor vehicle is
turning to indicate the attention of vehicles
and pedestrians.

(18) Front seat

Rear Seat Back

Front Seat

Front seat Removal

-Push latch forward while gently lifting rear
of front seat.

-Pull seat rearward.

-Continue lifting until you can release the
front retaining device then completely
remove seat.

Front seat Installation

Insert front tabs of seat into frame hook.
When seat rests in its position, firmly push
seat down to latch.

NOTE: If you want to remove the front seat
cushion, you need to remove the rear seat
back first. (Refer to steps?

The pressure switch is equipped in the driver
seat. The buzzer of ignition warning must
ring when the driver leaving the seat and not
turning off the ignition switch.

(19) Cargo Rack
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The front/rear cargo racks are located on thej
front/rear plastic. Loading can be set on the
cargo rack.

(20) Shift Lever

The shift lever is located on thight side of

the vehicle near steering column.

)

zWARNI NG

To change the transmission Position
completely stop vehicle then move lev
to the desired position.

Do not force lever. If unable to shift,
gently apply throttle and release it
immediately, then wait until engine
RPM returns to stable idle and try agai
CAUTION: Always completely stop the
vehicle and apply the brake prior to moving
the transmission lever.

P: Park

This position locks the transmission to help
prevent vehicle movement. Always use wher
the vehicle is not in operation. In some
circumstances, it may be necessary to rock
the vehicle back and forth to move the gears
in the transmission to allow the parkite
engaged.

R: Reverse

This allows the vehicle to go backward. The
vehicle speed is limited.

N: Neutral

This position disengages the transmission to
allow manual vehicle movement.

H: High gear

54

This position selects the higdpeed range of
the transmission in the gear box. It is the
normal driving speed range. It allows the
vehicle to reach its maximum speed.

L: Low gear

This selects the lowspeed range of the
transmission in the gear box. It is the working
position. It allows the vehicle to move slowly
with the maximum traction and power.
NOTE: Use the lowspeed range to pull. Any
load or to climb a steep incline.

(21) Headlight

Head Light(R)

Head LighiL)

Theheadight indicates the width and the
vehicle, improves the safety in dark weather.
(22) Penetration light

The penetration light can improve the line of
sight and expand the field of view.

(23) Winch

The winch can be actuated using the winch
control switch or with the wireless remote
control (sold separately).

NOTE: Using the winch intensively over a
long period of time may discharge the battery.
The following tips will help to reduce the risk
of discharging the battery:

Always unreel manually: Unlock the cable
using thewinch controlhandle then pull on

the hook strap to unreel.

It is recommended to let the vehicle run while
winching. Do not stop vehicle immediately
after winching to let battery recharge.

Also, when winching for more than 30
seconds, it is recommended to increase
engine RPM in the range of 3000 RPM to
increase charging power to the battery.



NOTE: Make sure vehicle is in NEUTRAL
(N) before increasing engine RPM.

Refer to BASIC GUIDE TO WINCHING
s CHNI QUES for more i
winch.

To power up the vehicle without starting the
engine, refer to WAKING UP THE
ELECTRICAL SYSTEM.

GENERAL SAFETY PRECAUTIONS
REGARDING THE USE OF WINCH
AWARNING:

Moving Part hazards

To prevent serious injury and property
damage:

Do not operate or install winch without
reading and understanding these instructions
and the Basic Guide to Winching Techniqueg.
Keep hands clear of wire rope, hook and
fairlead opening during operation and when
spooling.

Use supplied hook strap for spooliwire

rope.

Stand clear of wire rope and load during
operation.

Keep others away.

Inspect winch installation and wire rope
condition before operating winch.

Do not use as a hoist.

Do not use to move persons.

Do not exceed winch's rated capacity.
Never touch wie rope or hook while in
tension.

Be certain the anchor you select will
withstand load.

Never wrap wire rope back onto itselfse a
choker chain or tree trunk protector on the
anchor.

Prior to initiating winching operation be sure
any element which can interfere with safe
winching is removed.

Take your time. Sloppy rigging causes
accidents.
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Do not disengage clutch if winch is under
load or wire rope is in tension.

The wire rope must always spool onto the
nriino as mdicateddy theldmir rotatibrhiabdel
on the winch.

CAUTION:

To avoid injury and property damage:

Do not use winch to secure a load during
transport.

Do not submerge in water.

Do not use to tow other vehicles. Wear heavy
leather gloves when handling the wire rope.
Never winch with less than 5 wraps of wire
rope around the drum. Caution should be used
if the vehicle is tied down during a winching
operation.This may lead to damage to the
frame.

Before winching, inspeatinch wire harness
lead for damage.

(24) Winch front roller bracket

The front roller bracket for winch can guide
winch rope and avoid to wear.

(25) LH Brake Lever

When the LH brake lever is press#te front
brakeis applied.

When released the brake lever should
automatically return to its original position.
Braking effect is proportional to the force
applied on the lever.

NOTE: As on other wheeled vehicles the
vehicle weight is transferred to the front
wheels when braking. To obtain greater
stopping efficiency, the brake system
distributes more braking force to the front
wheels. This will affect vehicle handling and
steerirg control when braking vigorously.
Take it into account when braking.



TYPICAL
1. Brake lever
2. To apply brakes

(26) Rear Seat Back

NOTE: There is no rear seat back for short
wheelbase models.

Rear seat back Removal

-Unscrew the 3 hex flange bolts.

-Remove the rear seat back.

Rear seat Installation

The installation is reversal of the removal.
(27) Front/Rear Bumper

The bumpers are equipped in the front and
rear side of vehicle. The bumper can absorb
energy to protect the pedestrian and vehicle
when accident occur.

(28) Reflector

The two rear reflectors are red. Reflector
makes sure other drivers detect your vehicle
clearly which can avoid traffic accident.

(29) Catalyst

Catalyst is located in the muffler. Accelerate
the oxidation reaction of exhaust gas and
convert it into harmless substances such as
CQO;and HO.

(30) Tool kits

The tool kits contain diagnostic tool, flywheel
puller, retaining tool, driven wheel puller and
water seal tool. Use the tools to maintenancs
the vehicle.

56

(31) EngineModes Selector

The engine modes selector is located on the
air filter servicecover

Two specific modesan be selected:

- NORMAL

- SPORT

The selected modeill be indicated in the
Mode Display of the gauge.

NORMAL Mode

NORMAL

9999 °

x 1000 rpm
3

TheNORMAL mode provides a smoother
throttle response and is limited to a maximum
speed 080 km/h.

To activate th&lORMAL mode, toggle the
selectorupward

SPORT Mode

7
SPORT

9999

6
4WD

I-?-I
1=

opo
99999.9km

%1000 rpm
3

The SPORT mode provides a crisper throttle
response.
This mode provides the maximum power.



To activate the SPORT mode, toggle the
selectodownward

Toggle to the upward to deactivate.

(32) Ignition Switch

The ignition switch is located on the console
under thdeft handlebar. The functions of the
respective switch positions are as follows:

1T 2

3

1. OFF: All electrical circuit lights are
switched off. The key can be removed from
this position.

2.ACC: All electrical circuits except lights
are supplied with power.

3. ON: Electronic fuel injection system,
2WD/4WD, instrument will illuminate and
turn on.

The ON position, turns on all lights with
either the engine running or not. Remember
thatmaking the lights on without the engine
running discharges the battery. Always turn
ignition to OFF after engine has been
stopped.
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If ignition switch is equipped with steering
wheel switch, the switch can lock the steering
wheel.

(33) Auxiliary DC jack

This jack can be used for suitable portable
players. Only use the DC jack while engine is
running.

aximum rated capacity for the auxiliary DC
jack: DC 12V, 120W (10A).

How to use:

1. Set the
2. Start the engine.

3. Open the auxiliary DC jack cap, and then
insert the accessory power plug into the jack.
4. When the auxiliary DC jack is not being
used, cover it with the cap.
CAUTION:

0 Do not wuse
the above maximum capacity. This may
overload the circuit and cause the fuse to
blow.

0l f accessories are
running or with the headlights turned on, the
battery will lose its charge and engtarting
may become difficult.

0 Do not use an
or other accessory with a plug that gets hot.
(34) USB port

light

u

switec

accessor.i

S

aut omo



A serial vehicle standard with external
devices is also a technical specification for
input and output interfaces by the USB or

type-C port.
FUEL

zZ WARNI NG
Fuel is flammable and explosive under
certain condition.
Never use an open flame to check fuel
level.
Never smoke or allow a flame or spark
in the vicinity,
Always work in a wellventilated area.
Fuel Requirements
NOTE: Always use fresh gasoline. Gasoline
will oxidize, the result is loss of octane,
volatile compounds, and the production of
gum and varnish deposits which can damage
the fuel system.
Alcohol fuel blending varies by country and
region. Your vehicle has been designed to
operate using the recommended fuels,
however, be aware of the following:
Use of fuel containing alcohol above
percentage specified by government
regulations is not recommended and can
result in the following problems in the fuel
system components:
0Starting and
0Deterioration of ru
Corrosion of metal
0Damage to internal
-Inspect frequently for the presence of fuel
leaks or other fuedystem abnormalities if
you suspect the presence of alcohol in
gasoline exceeds the current government
regulations.
-Alcohol blended fuels attract and old
moisture which may lead to fuel phase
separation and can result in engine

operat

O«

performance problems or engine damage.

i

b
p
e
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Recommended Fuel

Use common unleaded gasoline with an AKI

(R+M)/2 octane rating of 87, or an RON

octane rating of 92.

NOTE: Never experiment with other fuels.

Engine or fuel system damages may occur

with the use of an inadequate fuel.

Use unleaded gasoline containing

MAXIMUM 10% ethanol.

Do NOT use fuel from fuel pumps labeled

ES85.

Fueling Procedure

NOTE: Always clean the surrounding of the

fuel cap of any debris, dust, sand to avoid
z WARNI NG

Always stop engine before refueling.

contaminating fuel.

1.Stop engine.

2. Do not allow anyone to remain seated on

the vehicle while fueling.

3. Slowly unscrew fuel tank cap

counterclockwise to remove it.

4. Insert the spout in the filler neck.

5. Pour fuel slowly to allow time for the air in

zZWARNI NG
If a differential pressure condition is
existed whistling sound heard when
loosening fuel tank capnspect or repair
N Ghidkibdtdrel fufttte! operafion. -
thé thnk b Esca‘bé a‘rf\ospPe\'/eﬁt full flolv badk.
Bé cFargfuI not to spill fuel.
MOTTe PANARNI NG
Always wipe off any fuel spillage from
the vehicle
6. Stop fueling when the fuel reaches the
bottom of filler neck. Do not overfill.
7. Fully tighten fuel tank cap clockwise.




=

Cani é6tkerequipped)
Canistelis near the fuel tank. Theanister
employsactivecarbon to absorb the fuel
vaporevaporatedrom fuel tank. The vapor is
sentinto the intake pipe anournt inthe
combustion chambewhich preventing it
from being directly discharged into the
atmospheré¢o causing pollution.

Tires

POTENTIAL HAZARD

Operating this vehicle with improper tires or
with uneven tire pressure.

WHAT CAN HAPPEN

Use of improper tires on this vehicle, or
operation of this vehicle with improper or
uneven tire pressure, may cause loss of
control increasing your risk of accident.
HOW TO AVOID THE HAZARD

1. The tires listed below have been approved
by motor Manufacturing Corporation of
America for this model. Other tire
combinations are not recommended.
2. The tires should be set to the recommendéd
pressure:

0 Recommended tire p
Front & Rear

45 kPa 0.46kgf/cn?, 6.50si)

Check and adjust tire pressures when the tirg
are cold.

Tire pressures must be equal on both sides.
3. Tire pressure below the minimum specifie
could cause the tire to dislodge from the rim
under severe riding conditions.

2}
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Higher pressures may cause the tire to burst.
Inflate the tires very slowly and carefully.

Fast inflation could cause the tire to burst.
How to measure tire pressure

Use the tire pressure gauge.

NOTE:

The tire pressure gauge is not included as
standard equipment. Make two measurements
of the tire pressure and use the second
reading. Dust or dirt in the gauge could cause
the first reading to be incorrect.

Set pressure with tires cold.

Set tire pressures to the following
specifications:

1.Tire pressure gauge

Tire wear limit

When the tire groove decreases to 6 mm (0.24
in) due to wear, replace the tire.

a--Tire wear limit

" BREAK®-IN PERIOD

Operation During Break-In

z WARNI NG
New brakes will hot operate at the
maximum efficiency until their breaik is
completed. Use extra caution.
A breakin period of 10 operating hours or
300 km (200 mi) is required for the vehicle.




Engine

During the brean period:

-Avoid full throttle operation.

-Maximum throttle should not exceed 3/4.
-Avoid sustained accelerations.

-Avoid prolonged cruising speeds.

-Avoid engine overheating.

However, brief accelerations and speed
variations contribute to a good breizk
Brakes

Belt

A new belt requires a break period of 50
km (30 mi). During the breain period:
-Avoid strong acceleration and deceleration
(throttle should not exceed 3/4).

-Avoid pulling a load.

-Avoid high speed cruising.

BASIC PROCEDURES
Starting the Engine

The shift lever must be set to PARK or
NEUTRAL.

Insert the key into the ignition switch and tur]
it.

Press and hold the brake lever(s) or the brak
pedalthen pess the engine start button and
hold until the engine starts.

NOTE:

- If engine does not start after a few second
do not hold the engine start button more thar
10 seconds.

- Check if fuel is empty.

- See an authorized ATV dealer.

Release the engine start button immediately
when the engine has started.

NOTE: If the battery is dead, engine cannot
be startedHave the battery recharged or
replaced.

Changing Gear Selection

Apply brakes and select the desired shift levq
position.

Release brakes.
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NOTE: When changing gear seduction,
always completely stop the vehicle and apply
the brakes prior to moving the shift lever. If
not the damage for transmission may occur.
Stopping the Engine

NOTE:

-Avoid parking onaslope as the vehicle may
roll away.

-Always put the vehicle in PARK when
stopped or parked to prevent rolling.

-Avoid parking in places where hot parts can
start a fire.

Release throttle and completely stop the
vehicle.

Set shift lever in PARK position.

Apply the parking brake.

Push the emergency engine stop switch to

z WARNI NG
The radiator can be very hot, wear glovg
before touching radiator.
OFF position.
Turn key in ignition switch to OFposition
or use the vehicle emergency stop switch to
stop the vehicle.
Engine Overheat
If engine overheats, try the following:
1. Check and clean radiator fins.
2. Check coolant level and refill if possible.
3. See an authorized ATV dealer as soon as
possible.
CAUTION: Reduce vehicle speed but try to
z WARNI NG

Never refill cooling system when engine

is hot.
keep vehicle moving to supply air to radiator.
If engine is still overheating after
approximately one minute, stop vehicle and
set transmission to PARK.
Stop engine.
Place the ignition switch to ON position (DO
NOT RESTART ENGINE YET). The




radiator fan will cool the radiator. Let engine
cool down. Check coolant level and refill if
possible.

PostOperation Care

When vehicle is used in saitater
environment (beach area, launching/loading
boats etc.), rinsing the vehicle with fresh
water is necessary to preserve vehicle and itg
components. Metallic parts lubrication is
highly recommended. This must be
performed at the end of each operating day.
When vehicle is operated in muddy
conditions, rinsing the vehicle is
recommended to preserve vehicle and its
components and to keep lights clean.
NOTE: Never use the highressure washer to
clean the vehicle USE LOW PRESSURE
ONLY (like a garden hose). The high
pressure can cause electrical or mechanical
damages.

Storage

When a vehicle is not in use for more ttg&an
months, proper storage is a necessity.

If the vehicle is to be remain inactive for
more thare month disconnect the BLACK

() cable of the battery.

The use of a low amperage trickle charger is
recommended to keep battery fully charged.
Before using your vehicle after storage, a
preparation is required.

Advice youto contactyour authorized dealer,
repair shop, or person of your own choosing
fully prepare your vehicle for storage. Or, at
your convenience, you can follow the basic
procedures below.

To Prepare the Vehicle for Storage

1. Inspect vehicle and have your authorized
dealer, repair shop, or person of you own
choosing for maintenancespair, or
replacement if necessary.

2. Change the engine oil and filter.
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3. Check engine coolant, differentials,
gearbox and brake fluid levels.

4. Fill the fuel tank, and run the engine.

5. Inflate all tires to their recommended
pressure.

6. Clean the vehicle.

7. Close and latch all storage compartments.
8. Store the vehicle in a dry area, away from
sunlight, with a small amount of daily
temperature variation.

9. In some locations, it will be a good idea to
block the engine air intake and CVT entering
and the muffler opening with clean rag to
avoid intrusion of field mice, mice, squirrels
or other small unwanted visitors. Don't push
the rag to far. Leave a smalbrtion of the rag
overshot as a reminder.

10. Cover the vehicle with a permeable
material (e. g., tarpaulinfvoid using plastic
or similar norbreathing, coated materials that
restrict air flow and allow heat and moisture
to accumulate.

11. Slow charge the battery once a month at
the recommended charging rate indicate on
the battery. It is not necessary to remove the
battery.

Transporting

Follow these procedures when transporting
the vehicle:

-Turn off the engine and remove the key to
prevent loss during transporting.

-Ensure the fuel cap is installed correctly and
secure.

-Ensure the seat(s) is installed correctly and
secure.

-Place theshift leverinto any position except
the parking position, and block the front and
rear wheels to prevent the vehicle from
moving.

-Secure both the front and rear of the vehicle
frame to the transporting device. This will



prevent the vehicle from sliding or moving
during transport.

CAUTION: Never transport with the gear
shift leverin Park positionGeardamage will
result.Never use the winch as a securing
device for transport. Damage to the winch
will occur.

SPECIAL PROCEDURES
What to Do if Water is in the CVT

The CVT drainbolt is locatedn thefront of
the CVTbottom

EARRIGHTFOOTREST
1.Drain Bolt

NOTE: If water entered your CVT while in a
muddy environment, limit vehicle usage and
bring your vehicle to your nearest authorized
dealer for a proper CVT cleaning procedure.
If water is present, remove CVT drdinlt to
expel water.

Reinstall the draibolt andwasher

NOTE: Make sure draiboltis properly
inserted on CVT cover nipple.

What to Do if Water is in the Air Filter
Housing

Remove air filter service cover and air filter
cover to inspedf water is present.

If water is present, press clamps and removg
air filter drain stoppeto drain water from air
filter housing.The air filter drain stopper is
located in the front of air filter bottom.
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If one of the following conditions is met,
bring the vehicle to your nearest authorized
ATV dealer to have the vehicle serviced:

- If more than 50 ml of water is found in the
clean chamber drain hose.

- If any deposits are present in the clean
chamber drain reservoir.

- If either hose is obstructed.

In such a case, the vehicle must be serviced
for:

-Air filter housing cleaning.

-Vents (radiator cooling fan, water pump,
coolant reservoir, fuel tank, gearbox, front
and rear differential).

-CVT air filter cleaning.

-CVT cleaning.

-Lubricant inspection and replacement as
required (engine, gearbox, front and rear
differential).

NOTE:

Failure to have vehicle serviced may lead to
permanent damage to the following
components but not limited to:

-Engine and gearbox

-Fuel pump

-CVT

-Cooling fan

-Front differential

-Rear differential

What to Do if Vehicle is Turned Over
When vehicle is turned over or stays tilted on
the side, put the vehicle back on its

wheels Inspect vehicle for damages.



If vehicle has no damage, refer to
MANTENANCE section and inspect the
following:

- Inspect air filter housing for oil
accumulation, if any oil is found, clean air
filter and air filter housing.

-Check engine oil level and refill in
necessary.

- Check engine coolant level and refill if
necessary.

-Check gearbox oil level and refill if
necessary.

-Check rear differential oil level and refill if
necessary.

-Check front differentiabil level and refill if
necessary.

Whenever the vehicle is turned over, it should
be inspected by an authorized ATV dealer.
What to Do if Vehicle is Immersed in
Water

Whenthe vehicle becomes immersed,
immediately stop the engine. Do not use:

- Any electrical equipment

- Winch

NOTE: Immersion of the vehicle can cause
serious damage if the correct restart
procedure is not followed.

As soon as vehicle is pulled out of water,
carry out the following:

- Drain air filter housing. See procedure in
this subsection.

- Drain CVT. See procedure in this
subsection.

NOTE: The vehicle should be serviced as
soon as possible by an authorized ATV
dealer.
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MAINTENANCE PROCEDURES
This section includes instructions for
basic maintenance procedures.
zWARNI NG
Turn off the engine and follow these
maintenance procedures when performi
maintenance.
If you do not follow proper maintenance
proceduresyou can be injured by hot
parts, moving parts, electricity, chemical
or other hazards.

z WARNI NG

Should removal of a locking device be
required (e.g. lock tab sdifcking
fastener, etc.), always replace it with a
new one.

Air Filter

Air Filter Maintenance Guideline

As with any ATV, air filter maintenance is
critical to ensure proper engine performance
and life span.

Air filter maintenance should be adjusted
according to riding conditions.

Air filter maintenance must be increased in
frequency and oil must be added to the foam
filter element for the following dusty
conditions:

-Riding on dry sand.

-Riding on dry dirt covered surfaces.

-Riding on dry gravel roads or similar
conditions.

Air Filter Removal

Remove seat.

Remove dash board cover.

Removeair filter service cover



NOTE: Paper filter has a limited
lifespan;replace filter if too dirty or clogged.
NOTE: It is not recommended to blow
compressed air on the paper filter: this could
damage the paper fibers and reduce its
filtration ability when used in dusty
environments.
NOTE: Do not wash the paper filter with any
cleaning solution.

B i, Foam Filter Element Cleaning
3/ > \\\‘\ A L 1.Spray the foam filter element inside and out
TYPICAL ‘ with a good air filter cleaner and follow
1.Air filter service cover . .

manufacturer's instructions.

Remove air filter cover. 2 Drv the | ¢ letel
Unscrew the clamp. . Dry the foam element completely.

Take out air filter.
® [ !

o ok
2
TYPICALDRY
r NOTE: A second application may be
necessary for heavily soiled elements.
Air Filter Installation
TYPICAL Put the filter element and filter element cover

%. é—\lgrﬂlltjer back into the air filter, and then put thig
' filter service coveback in place.

Air Filter Cleaning and Oiling ] ; .
CAUTION: Always wear appropriate skin Maintenance of CVT intake pipe
Remove seat.

and eye protection. Chemicals can cause a

skin rash and eye injury. Remove c.ia§h board.cover.
Paper Filter Cleaning Removeair filter service cover
1. Ensure that the foam filter element
removed from paper filter.

2. Tap out heavy dust from the paper
element.

This will allow dirt and dust to get out of the
paper filter.
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TYPICAL

1.Dash boardcover

2.Alr filter servicecover

Attention:

Operators must take necessary protective
measures, and wear glasses and masks.

Operation work needs to be in open area.

TYPI CAL

1. CVTair filter intake pipe

2. blow pipe

3. Pl ease dontdkepipel ean

against the wind, otherwise stuffs will enter
into eyes and mouth easily.

4.Clean the air itakepipe and make sure
there is no other stuffs around.

Greasing points

Greasing point located Hft side foot pedal.
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ENGINE OIL
Please change your engine oil after the first 300
miles (500km) and each 1,000 miles(1500km)
thereafter.Use only type SAE swass Capacity
of engine oil tank: 2.8L

Lifting jack position operation manual
introduction

1. Put the lifting jack under the bottom of
front position, then lift on the lifting jack.

2.Put the lifting jack under the bottom of rear

pgsition, then lift an the lifting jack.




Engine Oil

Engine Oil Level

NOTE: Check level frequently and refill if
necessarnyDo not overfill. Operating the
engine/gearbox with an improper level may
severely damage engine/gearbdipe off
any spillage.

NOTE: While checking the oil level, visually
inspect engine area for leaks.

LEFSl DE OF
1.Dipstick

With vehicle on a level surface and engine
cold, not running, check the oil level as
follows:

1. Unscrew dipstick then remove it and wipe
clean.

2.Reinstall dipstick, screw in it completely.
3. Remove and check oil level. It should be
near or equal to the upper mark.

R

ENGI NE

-

w
PXXXXT
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1.Full

2.Add

3.0perating range

To add oil, remove the dipstick. Place a
funnel into the dipstick tube to avoid spillage.
Add a small amount of recommended oil and
recheck oil level.

Repeat the above procedures until oil level
reaches the dipstick's upper mark.

Do not overfill.

Properly tighten dipstick.

Oil Change and QOil Filter

Replacement

Oil and oil filter are to be replaced at the
same time. Oil change should be done with a
warm engine.

zZWARNI NG
The engine oil can be very hot. In orde
to avoid potential burns, do not remove
the engine drain plug or the filter cover
the engine is hot. Wait until engine oil i
warm.
Ensure vehicle is on a level surface.
Remove dipstick.
Clean the oil drain plug area.
Place a drain pan under the oil drain plug
area.
Unscrew oil drain plug.

I

1. Oil drain plug

Allow enough time for oil to flow out of the
oil filter.

Unscrew the oil filter cover.



1.Bolt

2. Oil drain Plug

3. Washer

4. QOil filter Cap

5.0ring

6.0il filter

Remove old filter and replace with new oil
filter.

Check thecap,O-ring, change it if necessary.
Screw oil filter cover in place.

Wipe out any oil spillage on engine.
Changewashermn oil drain plug. Clean area
on engine and oil drain plug then reinstall
plug.

Refill engine at proper level with the
recommended oil.

Refer to SPECIFICATIONS for capacity.
Start engine and let it idle for a few minutes.
Ensure oil filter area and oil drain plug areas
are not leaking.

Stop engine. Wait a while to allow oil to flow
down to the crankcase then check oil level.
Refill as necessary. Dispose of oil as your
local environmental regulations.

67

Engine Coolant
Engine Coolant Level

Z WARNI NG

Check coolant level with engine cold.
Never add coolant in cooling' system

when engine is hot.

TYPICAL
1.Auxiliary tank cover
2.Radiator cover

1.Remove the radiator cap by applying
pressure and turning it counterclockwise.
Then drain the antifreeze from the engine.
Complete the radiator filling.

Check the level in the coolant reservoir and
refill if necessary.

Run engine at idle with the radiator cap off.
Slowly add coolant if necessary. At this point,
wait until engine reaches normal operating
temperature.

2.With vehicle on a level surface, liquid
should be between MIN. and MAX. level
marks of coolant reservoir.

NOTE: When checking level at temperature
|l ower than 20 (689F),
lower than MIN. mark.

NOTE: Ensure coolant reservoir hose is
properly routed to avoid any interference
when closing cover.



Suspension Adjustment Airbag shock absorption (If equipped)

z WARNI NG Compression damping controls how the
Suspension adjustment could affect shock absorber reacts when riding.
vehicle handlingAlways take time to RESULT
familiarize yourself with the vehicle's POSITION | SETTING | ONBIG
behavior after any suspension adjustme BUMPS
have been made. Softer
Suspension adjustment and loading can have | 1 Soft Compression
an effect on your vehicle handling and damping
comfort. ) Medium
Choice of suspension adjustments vary with 2 Medium Compression
driver's weight, personal reference, riding (Factory) Damping
speed and field condition. Eirmer
Spring Preload Adjustment 3 Hard Compression
zZWARNI NG damping
The left and right shock adjustment on
front or rear suspension must always be " 2
set to the same positioNever adjust one f}\ | I/
only. Never adjustment can cause poor M [
handling and loss of stability which could f:J— 74
lead to an accident 1— | = 7 ‘;\ .
Shorten the springs for a firmer ride and W In  —— 3
rough conditions. L JL'—%“ ’%A‘\
Lengthen the springs for a softer ride and \k_i‘- |
smooth conditions. [ ‘
Ordinary shock absorption ‘ |

Adjust spring preload by turning adjustment 1. position 1
2. position 2
cam. 3. position 3

24y

TYPICAL
%.édjustm%nt cam
.Firmer adjustment ) .
; 1. Increases damping(stiffer)
3.Softer adjustment 2.Decreases damping (softer)
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Turn adjuster clockwise to increase shock

damping action (stiffer).

Turn adjuster counterclockwise to decrease

shock damping action (softer).

zZWARNI NG

Damping action (stiffer). Turn adjuster
counterclockwise to decrease shock
damping action (softer).

Muffler Spark Arrester Cleaning and

Inspection

CAUTION: Let exhaust system cool down

before proceeding with leaning and

inspection.

TYPICAL: REMOVE TAIL PIPE

Remove exhaust tail pipe, gasket (discard)
and spark arrester.

TYPICAL

1.Spark arrester
2.Gasket
3.Exhaust tail pipe
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Remove carbon deposits from the spark
arrester using a brush.

NOTICE: Use a soft brush and be careful to
avoid damaging spark arrester mesh.
CAUTION: Wear eye protection and gloves.
Inspect mesh of spark arrester for any
damage. Replace as required.

NOTE: Spark arrester screen replacement is
required only when damaged.

Inspect spark arrester chamber in muffler.
Clean any debris as required

Install new gasket, tail pipe and new retaining
screws.

Reinstall muffler cover with new retaining
screws. Tighten to specification.



Decl aration of Driver 0s 4

The undersigned: Hu kun, Manager

Company name and address of the manufacture
SHANDONG ODES | NDUSTRY CO., LTD.

No -84 Warehouse, Bonded Logistics Center, Hi
Shandong, China

Hereby declares that:

For the following vehicle:
1.1. Make (trade name ODESt h&OM&®BSuUf acturer) :
1.2. Ty pAeQDEBBT \L

1. 2Valr.i amQDESDET \L
1. 2Ve2r.sidn(B):
1. 2CBmmer ci al namebttepss50l f avail abl e):
1.3. Category, subcategory and speed index
Variant/ VersATowb/ AAODESS
Variant/ VersATowb/ BAODEBS
Vari antAOUPES&ToWM/ A:
The Driverds exposure to noise level result
test men haoadc r dancef wAnmex s¥kcktli omno 3EU 1322/ 7
Variant/ VersATowb/ BAODESS
The Driverod6s exposure to noise |evel result

test ment haoodc 2r dancef wAhnmex s¥lcktli ono 3EU 1322/ 7

Pl aZiebho, D@hlien/ad0 3/ 2025

Signa. .  _. Name and position in the <co
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Decl aration of Driver 0s 4

The undersigned: Hu kun, Manager

Company name and address of the manufacture
SHANDONG ODES | NDUSTRY CO., LTD.

No -84 Warehouse, Bonded Logistics Center, Hi
Shandong, China

Hereby declares that:

For the following vehicle:
1.1. Make (trade name ODESt h&OM&®BSuUf acturer) :
1.2. Ty pAeOQDESBT \G

1. 2Valr.i aMmMO D EDET \B
1. 2Ve2r.sidn(B):
1. 2CBmmer ci al namebttepss508 f avail abl e):
1.3. Category, subcategory and speed index
Variant/ VersAToM/ AAODESS
Variant/ VersAToM/ BAODEBS
Vari antAOUPESATONB/ A:
The Driverds exposure to noise level result
test men haoadc r dancef wAnmex s¥kcktli omno 3EU 1322/ 7
Variant/ VersAToM/ BAODESS
The Driverod6s exposure to noise |evel result

test ment haoodc 2r dancef wAhnmex s¥lcktli ono 3EU 1322/ 7

Pl aZiebho, D@hlien/ad0 3/ 2025

Signa. .  _. Name and position in the <co
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Decl aration of Vibrati

The undersigned: Hu kun, Manager

Company name and address of the manufacture
SHANDONG ODES | NDUSTRY CO. , LTD.

No:84 War ehouse, Bonded Logistics Center, Hi
Shandong, China

Hereby declares that:

For the following vehicle:
1.1. Make (trade name ODfESt h&AOmM&BUuf acturer) :
1.2 Ty pAcODESABT AL

1. 2Valr.i amQDESET W

1. 2Ve2r.sihdn(B):

1. 2CBmmer ci al namebtleoss50l f avail abl e):

1.3. Category, subcategory and speed index
Variant/ VersSA0lb\bf AAODES
Variant/ Ve 550t BAODEB
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The

value of the vibration |evel measured a
Driver
Test run ais M | awm/s aws/avs Requirement
mass
Testrun 1 0.59 2.61
59+1kg Testrun 2 0. 60 2.60 Deviation<10%
Arithmetic mean 0. 60 2.61 0. 23 Dbetween testrun 1/2
Testrun 1 0.68 2. 65 and Arithmetic mean,
98+5kg Test run 2 0.65 2.617 aws<1.25 m/$
Arithmetic mean 0.67 2.66 0. 25
avs rms value of the weighted seat vibration
roadway test
avs rms value of the weighted vibration acc
standard roadway test
Pl aZzieho, D@Mlen/a0 3/ 2025
Hu fum
Signa_ ! Name and position in the <co
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Decl aration of Vi br ati

The undersigned: Xin Du, General Manager

Company name and address of the manufacture
JI ANGSU NI U ELECTRI C TECHNOLOGY CO., LTD.
No. 387 Changting Road, West Tai hu Science a
Changzhou City, Jiangsu, P.R. China

Hereby declares that:

For the following vehicle:
1.3. Make (trade name ODESt h&OM&®BSuUf acturer) :
14. Ty pleQD B SADT \6

1. 2Valr.i aAnQ D(ESHADT \6

1. 2Ve2r.sidn(B):

1. 2CBmmer ci al namebttepss508 f avail abl e):

1.3. Category, subcategory and speed index
Variant/ Ve 55008 AAODES
Variant/ Ve 55006 BAODEB
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The value of the vibration | evel measured a

avs rms value of the weighted seat vibration

Driver
Test run as M/ aws M/ aws/as Requirement
mass
Testrun 1 0.67 2.21
Deviation<10%
59+1kg Testrun 2 0.69 2.20
between test run
Arithmetic mean 0.68 2.21 0.31
1/2 and Arithmetic
Testrun 1 0.64 2.20
mean, gs<1.25
98+5kg Testrun 2 0.614 2.23
m/g
Arithmetic mean 0.64 2.22 0.29

roadway test

ave: rms value of the weighted vibration acc¢

standard roadway test

Pl aZiebho, D@Mhlen/a03/ 2025

Signa_ ! Name and position in the <co
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MAINTENANCE CHART
I'n order to maintain thpebé&etmpecéoofmanebia
intervals for necessary regular maintenance
mile and hours.

However, keep in mind that if the vehicle i
intervals should be followed.
Items marked with an asterisk should be per
technical skills

z WARNING
I ndicates a potential hazard that, if n

Should removal of a locking device be required when undergoing disassembly/assemb]
always replace with a new one.

In case of complicated road conditions, reg
I NTI AL EVERY
mont 1 3 6 6 12
Whi che| Km 320 1,202,400 2,40 4, 80
I TEM ROUTI
Comes (mi) (200 (750 (1,50 (1,59 (3,0
= )
hourl 20 75 150 150 | 300
0 Check al ve
valvesqo , vary o ) o o
0 Adjust if ne
0 Check cool an
Coolin{d Repair if ne
N (0] (0] (6] O (6]
system|{ 0 Replace cool
mont hs
6 Check condit
Spark 0 Adjust gap a (e} (e} (0] O (0]
ORepl acement e
Air fi|06 Clean. Ever402bours
el emen|8Repl acement e|(More often in wet
Crankc|{d Check breath
breath or damage. O (0] O
system| 6 Replace if n
Exhaus 0 Check for 1le
6 Tighten if n (@) (0] O
system|
ORepl ace gaske
Fuel 1|8 Check fuel h o 0o o
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damage.
0 Replacement
48 months

0 Replacement
24 mont hs

0 Replace (Che

Engine
g mont h) .
Engine|d Replace.
filter
Di ffer|{d Check oill I e
and ge|O0Repl acement e
oi l
0Check operati
wear/ fluid | e
0Br ak fl i n
Brake* 0 ake ui d
the |l owest po
06Correct if ne
pads/ di sk if
Thrott
0Check operati
|l ever *
0Check bal ance
Wheel s| . .
O0Repair if nec
06Check bearin
Wheel tne
. |l ooseness or ¢
bearin| .
O0Replace if da
Front 0Check operati
rear |l eakage.
Suspen|{d6Correct if ne
0Check operati
.|l ooseness
Steeri| . .

S stemoRepIace if da
y GChecknt Adj ust
necessary.

Rear kn

pivots |6Lubricateswap

suspeng based grease.

ar ms*

Drive . . .
. OLubricateswap

uni ver

) . based grease.

joint?*

Engine|06Check for <cra
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mounti |6Correct bolt
Front 0Check operati o o
rear a|O0Replace if da
Stabi l
a ? 06Check for cra (0] (e} (0]
bushin
. . 60Check alll cha
Fittin
fasteners. (e} (e} (0] o (0]
fasten| .
0Correct if ne
0Check and cl e
Batter . (0] O (6] O
connection
Light and 5
turn signal 00Operation (0] (0] (e} (@] (e}
The maintenance is very important, if you a
procedures, see your authorized ATV deal er.
MAI NTENANCE SCHEDULE
Mai ntenance is very important to keep your
The vehicle should be serviced as per the m
Proper maintenance is the ownerds responsib
things, the owner or operator caused the pr

Perform periodic checks aTfilhe fmai ontwen &mrc enas o
exempt -rtihdee pirrespecti on.

Air Filter Maintenance Guideline
zZWARNI NG

Failure to properly maintain the vehicl

can make it unsafe to operate
Air filter maintenance should be adjusted a
Air filter maintenance must be increased in
similar conditions which have a high dust o
Riding in a group in these conditions wil
further.
NOTBccessory filtersaapvdaprael able for such
for details.
Severe Duty Use
I f your vehicle is used in the following co
mai ntenance schedul e.
iRepeated hauling of |l oads at more than 75%
iThe increase workload applied to the drive
and engine oil l'ife. This reduces internal
iDriving at excessive speeds for prolonged
Hi gher than the average wutility or commerc
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replacement than trail, recreational, or oc
Extreme Cold Condition

An engine that is frequently ofér dtGe dAFat wairl
require an increase in service and maintena
Any combustion engine operated at these | ow
of condensation-upt. every startup/ warm
Since the engine is not reaching operating
starting to be strongly diluted with water
An engine needs to reach operating temperat
the oil

I f daily usage (work or | eisure drriovnigigy cyc
recommends changing the oil at | east once a
Parameters of an increase in service and ma

iEngine not reaching the proper operating t:
iMul tiple starts and stops without reaching
iShort idle periods

iLow RPM driving cycle in short distances wi
NOTE: Strongly recommends the installation
al so help to extend the oil i feti me.

Deep Mud/ Water Use

Whet her your vehicle is a XMR model or was

usage requires more frequent maintenance an
mechani cal components.

I f you regularly ride in deep mud or water,
schedul e.

After every ri deRPoshbte Gpereattioom eGaroer nf adarheDe ey
Post Operation Care for Deep Mud/ Water Envi

iRinse the vehicle and its components with
iClean the CVT air filters.

iDrain the CVT compartment and clean if any
ilnspect and clean engine air filters and el
iClean radiator.

iVisually inspect for any water accumul ati or
and rear final drive). I f there is water,

inspection and servicinlgeovemasn component
iClean front and rear shock absorbers to pr
iClean drive shaft bellows and the propell ei
Mai ntenance Schedul e

Make sure to perform proper maintenance at

The maintenance chart intervals are based o
iCal endar ti me
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iVehicle hours

iOdometer reading

Take in account whichever comes first to de
Your driving habits determines the factors
iSomeone who uses their vehicle every other

follow the odometer reading to determine th
iSomeone who uses their vehicle seldomly oV«
camping) would most I|ikely follow the cale
iSomeone who uses their vehicle daily/ weeklI)
would most | ikely follow the vehicle hours
| MPORTANHTe foll owing tables show the appropr
years. For subsequent years, repeat the sam
Regul ar Maintenance Overvi
Cal endanq Vehicle Odomet er Regul ar
1 200 3000 km (2 A
2 400 6000 km (4 A and H
3 600 9000 km (¢ A

Severe Duty and Mud/ Water Mai nf

Severe D

Cal endan Vehicle Odometer Deep Mud
0.5 100 1500 km (1 A+
1 200 3000 km (2 A +a nAl
1.5 300 4500 km (3 A+
2 400 6000 km (4 A+anAanRBl
2.5 500 7500 km (5§ A+
3 600 9000 km ( € A+and A
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REGULAR DUTY A B

A = Adjust Every vy Every 2
C = Clean or or

Il = I nspect 200 hou 400 houl
L= Lubricate or or

R= Repl ace 3000 km 6000 km
T= Torque (2000 m (4000 mi
Engine air filter ,

Fuel tank vent fil R

Canistefibvert pPpCAR R
model s)

Fuel components (f |

and tank fixation)

Fuel pump pressure

Body and Chassi s

Cage fasteners T

Engine and Cooling

Engine oil and fil] R

Val ve cl earance A
Cool ant | evel and I, A

Cool ant R Every 5 years or
Spark plugs R
Exhaust and Emissions

Exhaust components | c

muffler) and funct '

Debris around exha C

area

Spark arrester C
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REGULAR DUTY A B

A = Adjust

C = Clean Every vy Every 2 y
Il = Inspect or 200 or 400 ho
L= Lubricate or 3000 or 6000 K
R= Repl ace (2000 m (4000 mi
T= Torque

Brake components I, C |

Brake fluid R Every 2 ye

Steering

Suspensi on

Gearbox oil Repl ace at first 3000
(4000 mi ), then follo

Gearbox oil | R

Drive components |

Front differentia | R

Rear differenti al | R

Continuously Variable Transmission (

CVT components an| 1, C,

Various control s, |

updates, fault co

Vehicle speed sen| C

Steering componenl 1

Suspension compoﬂ

. L, ]

*For an extensive

i st

of maintenance

actio



SEVERE DUTY A+ A B

A = Adjust Every 6 Every Every 2
C = Clean or 100 or 200 or 400
Il = I nspect or 1500 or 300 or 600
L= Lubricate (1000 (2000 (4000

R= Repl ace

T= Torque

Ai r and Fuel Delivery

Engine air filt I, C R

Fuel tank vent R

Canistefilert p
EVAP model s)

Fuel components
clamps and tank
function

Fuel pump
and

press
Chassi

S

Engine oil and R
Val ve cl earance A
Cool ant | evel a I A
Cool ant R Every 5 years or 1
Spark plugs R
Exhaust and Emissions
Exhaust compone
I, C

and muffler) an
Debris around e

C
muffler area
Spark arrester C
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Continuously Va
components
cal

CVT

Vari ous

control

riabl e

Tr

SEVERE DUTY At A B
é ; é?t:?t Every 6 Every Every 2
Il = I nspect of or 200 of
L= Lubricate 100 hoy or 300 400 ho
R= Replace or 1500 (2000 or 600
T= Torque (1000 (4000
Brake component |, C
Brake fluid R Every 2 years
Dri ve

. Replace at first 1500 Kk
Gearbox oil 3000km (2000 mi), then
Gearbox oil R
Drive component |
Front different R
Rear final driv R

n g
ng compon
Suspensi on
Suspension
function*

Steeri

comp

modul e updates, |
condition?*
Vehicle speed s| C

*For an

extensive |

84
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actio



DEEP MUD/ WATER A+ A B
A = Adjust Every 6| Every Every 2
C = Clean or or 2¢( or
Il = I nspect 100 ho hour 400 hou
L= Lubricate or 150¢or 30¢ or 6000
R= Repl ace (1000 (2000 (4000 n

T= Torque

A i and Fuel Dellvery

Englne air fil

1 ¢

Fuel tank vent

fl

R

Canistefitvent
EVAP model s)

b ¢

Fuel component
clamps and tan
function*

s
k

Fuel pump
Body and
Cage fasteners
Engi ne and
Engine oil

pres

and

S U

Chassi s

Cooling

f]

R

Val ve

clearance

Cool ant Il evel

a

I, A

Cool ant

R Every 5

years

or

1

Spark plugs
Exhaust and
Exhaust compon
and muffler)

er

ang

Emi ssi ons

R

Debris around
muffler area

e X

Spark arrester
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DEEP MUD/ WATE

A+

A

A Adj ust

Cl ean

I nspect
Lubricate
Repl ace
Torque

Br ake

Br ake

C
I

L
R
T

componen

Every
mont hs
Orl00 h
or 150
(1000

or
or

Every

(2000 n

200

300Qor

Every
oA00 h

(4000

600

Brake fluid

R Every 2

yea

Gearbox oil

Repl ace

3000k m
schedul

at
(2000
e

first 1
mi ),

Gearbox oil

R

Drive componen

Front differen

R

Redi f f eoielnt i al

Conti nuously Variabl e
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Mai ntenance Records
FI RST I nspection

Mi |l eage/ km: Signaturel/

Hour s:

Dat e:

Deal er _no:

Not es:

Fomaintesahedul e refer to Maintenai®cevaln
Service

Mi |l eage/ km: Signatur e/

Hour s:

Dat e:

Deal er _no:

Not es:

Fomai ntesahedeul e refer to Maintenai®ceaMaln
Service

Mi |l eage/ km: Signaturel/

Hour s:

Dat e:

Deal er _no:

Not es:

Fomai ntesahedul e refer to Maintenai®cevaln
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TROUBLESHOOTING

SYMPTOM: Engine does not turn

POSSIBLE CAUSES

WHAT TO DO

1. Ignition switch is in
the OFF position.

Place switch to ON position.

2. Burnt fuse.

Check main fuse condition.

3. Weak battery or
loose connections.

Check charging system fuse. Check connections and termina
condition. Have the battery checked. Contact an authorized A
dealer.

SYMPTOM: Engine turns over but fails to start

POSSIBLE CAUSES

WHAT TO DO

1. Burnt fuse.

Check main fuse condition.

2. No fuel to the engine
(spark plug dry when
removed).

Check fuel tank level; turn fuel valve to ON (also try on RES
failure of the fuel pump or carburetor may have occurred.
Contact an authorized ATV dealer.

spark).

3. Spark plug/ignition (nd

Check main fuse condition. Remove spark plug tie@monnect
to ignition coil. Check that ignition switchnd/or engine stop
switch is/are at the ON position. Start engine with spark plu
grounded to enginaway from spark plug hole. If no spark
appearsteplace spark plug. If trouble persists, contact an
authorized ATV dealer.

SYMPTOM: Engine lac

ks acceleration or power

POSSIBLE CAUSES

WHAT TO DO

1. Fouled or damaged
spark plug.

Replace a new spark plug.

2. Lack of fuel to engin|

Refill fuel.

3. Engine is overheatin|

Check ENGINE OVERHEAT in SPECIAL PROCEDURES. If
overheating persists, contact an authorized ATV dealer.

4. Air filter/box plugged
or dirty.

Check air filter and clean if necessary.
Check deposits in air box drain.
Check the position of the air intake tube.

5. CVT dirty or wear.

Contact an authorized ATV dealer.
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SYMPTOM: Transmission lever is hard to move

POSSIBLE CAUSES

WHAT TO DO

1. Transmission gears are in ¢
position that prevents the
transmission lever to work.

Rock the vehicle back and forth to move the gears in th
transmission and allow the transmission lever to be set]

2. CVT dirty or wear.

Contact an authorized ATV dealer.

SYMPTOM: The RPM increas

es but the vehicle does not move

POSSIBLE CAUSES WHAT TO DO

1.The transmission is & N
position.

Select the H or L position.

2. CVT is defective

Contact an authorized ATV dealer.

3. Water in the CVT housing. [Contact an authorized ATV dealer.

SYMPTOM: Vehicle cannot re

ach full speed

POSSIBLE CAUSES

HAT TO DO

1. Engine.

See ENGINE LACKS ACCELERATION OR POWER.

2. Air filter/box plugged or
dirty.

Check air filter and clean if necessary.
(Check deposits in air box drain.
Check the position of the air intake tube.

3. CVT dirty or wear.

(Contact an authorized ATV dealer.

SYMPTOM: Engine backfire

POSSIBLE CAUSES

HAT TO DO

1. Exhaust system leakage.

Contact an authorized ATV dealer.

2. Ignition timing is incorrect o}
there is an ignition system

(Contact an authorized ATV dealer.

failure.

SYMPTOM: Engine misfire

POSSIBLE CAUSES

WHAT TO DO

1. Fouled/damaged/worn spark pl[Clean/verify spark plug and heat range.
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|2. Water in fuel. |Drain fuel system and refill with fresh fuel.
FAULT CODES

A fault code is an indication t hditaganogdtiitc h

Read fault code: Remove the wupper cover of

fault diagnosis tester beside the ECU.

Unplug the protector, connect the fault diae

Turn on the fault diagnosis tester and reac
CODE FAULT

P0030 | Oxygen Sensor Heater Control Circuit Open Bank 1 Sensor 1

P0031 | Oxygen Sensor Heater Control Circuit Low Bank 1 Sensor 1

P0032 | Oxygen Sensor Heater Control Circuit High Bank 1 Sensor 1

P0131 | Oxygen Sensor Circuit Low Voltage Bank 1 Sensor 1

P0132 | Oxygen Sensor Circuit High Voltage Bank 1 Sensor 1

P0134 | Oxygen Sensor Circuit No Activity Detected Bank 1 Sensor 1

P0122 | Throttle/Pedal Position Sensor/Switch "A" Circuit Low

P0123 | Throttle/Pedal Position Sensor/Switch "A" Circuit High

P0107 | Manifold Absolute Pressure Sensor Circuit Low

P0108 | Manifold Absolute Pressure Sensor Circuit High

P0112 | Intake Air Temperature Sensor 1 Circuit Low Bank 1

P0113 | Intake Air Temperature Sensor 1 Circuit High Bank 1

P0117 | Engine Coolant Temperature Sensor 1 Circuit Low

P0118 | Engine Coolant Temperature Sensor 1 Circuit High

P0201 | Injector Circuit Open Cylinder 1

P0261 | Cylinder 1 Injector Circuit Low

P0262 | Cylinder 1 Injector Circuit High

P2300 | Ignition Coil "A" Primary Control Circuit Low

P0322 | Ignition/Distributor Engine Speed Input Circuit No Signal

P0480 | Electric Fan Output Stage A Open

P0691 | Electric Fan Output Stage A Low

P0692 | Electric Fan Output Stage A High
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P0501 | Vehicle Speed Sensor "A" Circuit Range/Performance

P0627 [ Fuel Pump fAAO0 Control Circuit Og
P0628 [ Fuel Pump fAAO0 Control Circuit Lg
P0629 [ Fuel Pump fAAO0 Control Circuit Hi
P0650 | MIL Control Circuit Open

P0508 | Idle Air Control System Circuit Low

P0509 | Idle Air Control System Circuit High

P0O511 | Idle Air Control System Circuit Open
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SPECI FI CATI ONS
I'tem Par ameter
Di mensi ons Long Short
Overal’lmifiengt h 2215 2055
Overal'lmnivi dt h 1172 1172
Overal lmifiei ght 1260 1260
Wh e e |I” bmens e 1460 1300
Ground tTlinelarance 265 265
Engi ne
Type Singl e cydtimalec,o0 dRiegdr,i dSOHC
Number of|4(mechanical adjustment)
Cylinder 91 mm
Piston st|76.2 mm
Compressi|[10:17
Di splacen 495%m
Maxi mum p|28kw/ 6800r pm
Maxi mum t|46N. m/ 5800r pm
Idle spee/1600N50rpm
Type We t tank lubricat
changed
Oil pressur|0.083MP&OR@ApmMI
Lubricatiltype of oil|SAEW-4®J
Oi |l quantit|2800mL
Repl acement]| 2405mL
Type Unl eaded gasoline
Fuel Fuel pressu/350 KPa
Fuel tank c|20L
I nt ake 0.8001f@m
Val ve cl e
Exhaust 00& o Oim 1
Spar k pIuType/manufa DCPR8E/ NGK
Gap 0. 8 @ .mOn
. . CVT (Continuous
Transmission type . .
Transmi ssi on)
Continuously wvariabl (064t68. 87
Drive bel|[Service |inm3000mm
Gearbox type Dual range(H/ L) w
reverse
Gear ratilH 3.58
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L 6. 562
R 5.369
) Type Et hyl gl yc85/ wat e

ICiazﬁiC:jty Maxi mum | oal 320 0 ml

Capacity of|300ml
Cooling Val ve openi|[65
temperatuFan opening|88
thermost a
Tire
Type Tubel ess
Pressur e 45 KPa
Size Front AT25XB( Ri ml12x6)
Size Rear AT25A2Q Ri ml12x7)
Br ak
System Front and rear un
Type Front Dual disc brake
Type Rear Dual disc brake
Operation Foot/ hand operati
Suspension and shock absorber
Front suspension A-Arm I ndependent
Rear suspension A-Arm I ndependent
Front shock absorber |[oil damper
Front shock absorber |10 /mm
Rear hock absorber oil damper
Rear hock absorber {10Wmm
Drive train
Front differenti al Shaft driven/sing
Front differenti al ry3.67:1
Rear axl e Shaft driven/sing
Rear axle ratio 3.67:1
Front differential oi28mL 4%0)
Rear differential oi l28mL 4%0Q)
El ectrical
Il gnition system EFI

Type Mai ntenance Free
Battery Vol tage 12V

capacity 20AH
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WARRANTY

EMI SSI ON CONTROL SYSTEM AND AUXI
EF: TOUSX. 495ATA
A Exhaust Emissions are controlled by
A Fuel pump is used.
AThis engine family is single map.
AThe AECD table is included in this
A A Ilistrefaetmidsphaohs is attached.
EPA EMI SSBHLOWNTED PARTS LI ST
Engine Family: TOUSX. 495ATA
Original Manufacturer Shandong Odes
Part Name Part Number Part Manufacturer
Ignition Coils ZS.1C.01 Langfang Goldrain Zhitong Technology Co.,Ltd
Spark Plug DCPRSE NGK Spark Plug Co., Ltd.
Fuel Tank 14104010000 \ézngl-ztrécu Changyun Automobile Tank Manufacturing
Fuel Tank Cap 09-0401000 Wenzhou Qineng Electronic Technology Co., Ltd.
Fuel Pump 09-0403000 Wenzhou Huirun Electrical Machinery Co., Ltd.
JINBEIDE EPA-XJR- | Xiamen Jinbeide Rubber Science &Technology Co.,
A15-AAA NRFL Q-19- | Ltd.
Fuel Line 071A
EPA-CHUANHUAN- | Sichuan Chuanhuan Technology Co., Ltd.
VI15-SAE
Fuel Injector FO1ROOMGS51 United Automotive Electronic Systems Co., Ltd
ECU MSES.0 United Automotive Electronic Systems Co., Ltd
Heated O2 sensor FO1R00C305 United Automotive Electronic Systems Co., Ltd
Intake air temp sensor FO1RO0EQ77 United Automotive Electronic Systems Co., Ltd
g::;fsrld Pressure FO1RO0OEQ77 United Automotive Electronic Systems Co., Ltd
Throttle position sensor 35999 Beijing Strong Tech Co., Ltd
Throttle body ZS.TB.42 Chongging Lijian Industry Co.,Ld
Air Cleaner 291.12.8 Weihai Shunhong Molding Co., Ltd.
Catalyst OXIN 0784L013 Zhejiang Oxin Environmental Technology Co.,Ltd..
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Catalytic

converter:

Type (TWC, OC, efc) TWC
Number of Catalysts 1
Catalyst Arrangement Single

Location of Catalytic Converter

In the muffler

Catalytic Manufacturer

Zhejiang Oxin Environmental Technology Co.,Ltd.

Substrate Configuration Honeycomb

Substrate Composition Metallic

Number of Cells (per cm3) 200

Containment Honeycomb

Casing Dimensions (mm) D63.5*L100

Substrate Dimensions(mm): D61.1*L90

The volume of the Substrate 264cm®

Precious Metal Pt 0.0466 g

Precious Metal Pd Og

Precious Metal Rh 0.0093 g
Composition Pt,Pd,Rh

Active Material Ratio 5:0:1
Loading (g/ft3) 6
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EMI SSI ON RELATED COMPONENTS WARRANTY

Below i s leéaétmdssiomponents warranty printe
owner 6s manual is available upon your reque
Emi sRiedmt ed Components Warranty

Your new ODES USA vehicle complies with the
provides the emission warranty coverage for
remainder ofRet it edEmiosnpioommnt snwar wahtybeOD]
ODES USA

YOUR WARRANTY RI GHTS AND OBLI GATI ONS

U.S. EPA and ODES USA arerplaasddcbmpexphas
2026 ATV. New ATVs must be designed, -bmogt
standards. ODES USA mesttwar campotN@ed/t Ermiosn g i

of time I|isted below provided there has be
motorcycl e.

Your emied aited components may include parts
the ignition system, catalytic converter al
be hoses, belts, comnelked®nlslaigsensd. oWhhesrre eani vga
exists, ODES USA will repair your motorcyec
|l abor.

MANUFACTURER'S WARRANTY COVERAGE

The 2026 and | ater model year ATV are warr e
mont hs, whichever c eneesatfeidr spta.r tl fo na nyyo uer mivse
wi || be repaired or replacedelbyt ODESo0 WSAn e n

WARRANTY.
OWNERO®6S WARRANTY RESPONSIBILITIES

As the vehicle owner, you are responsible |
in your ownerdéds manual. ODES USA recommends
on your vehicle, but ODES USAacanodot reereyp
failure to ensure the performance of all sc
You are responsible for presenting your vel
exists. The warranty repairs should be c¢comg
days.

As the vehicle owner, you should be aware
your vehicle or a part has failed due to
modi fications.

| f you use your vehicle in any type of CC
completely void. I f you have any questions
should contact the following office.

ODES USA I nc.
14078 Meridian Par kway, River si de
Tel: 951 999 9180
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WARRANTY COVERAGE
ODES USA warrants that each new 2026 and | g

A. is designed, built and equipped so as t
applicable regulations of the United State
Bis free from defects in materi al and wor Kk
with applicable regulations of the United

speci fied above.
The emieslsdaitomd components warranty period fo

delivered to the first purchaser other tha
demonstrator, | ease, or fciormptanayn dv echa rctlien u ensh
|l isted above. This warranty is transferabl
warranty period.

Warranty repairs wildl be made without char

replaced under this warranty become the pr
included in this warranty stag esmeartk Nougnal
are on the warranted parts |ist are warran
ODES USA approved replacement parts may be
and must be pr oevitde d hvwei tohwonuetr .c hTehreg use of r

the original parts may i mpai rr etlhaet eedf fceocnpi ovne
a replacement part is used in the repaiSr o
USA dealer determines it is defective or ca
of your engine may be denied. | f the part i
repair, your claim will not be denied.

TO OBTAI N WARRANTY SERVI CE

You must take your ODES USA Vehicle, along
purchase dat e, at your expense, to any ODES?S
and service that ODES USA producati mbsurfionrg r
adjustment found to be caused solely by de

because the vehicle was not properly mainte
Repair or replacement of any warranted part
in an emergency situation. An emergency occ
reasonably available to ¢ hmaywberpeft homamea
service establishment, or by any individua
rei mburse the owner for t he expenses, in
manufacturer 6s sourg gaelslt evda rrreaamatied d pparctes frepl
the manufacturerds recommended time all owa
appropriate hourly |l abor rate. The owner m
par bbs diem to receive compensation. A part no

within 30 days also constitutes an emergenc
| f you are unable to obtain warranty servi
received, contact the owner of the deal ersh
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However, if you require further assistance
Depart ment .
EXCLUSI ONS AND LI MI TATI ONS

This ERessated components Warranty shall not
A. Repair or replacement as a result of
(1) accident,

(2Mi suse,

(F)epairs improperly performed or repl aceme

(4) wuse of replacement parts or accessorie
adversely affect performance and/ or

(5) use in competitive racing or related eyv
B. I nspections, replacement of parts and ¢
mai ntenance.

CAny vehicle equipped with an odometer or

meter reading has been changed so that act.
LI MI TED LI ABILITY

A. The liability of ODE®I &S A du cherp otnleing se mias
to the remedying of defects in material o1
its pl ace of business during cushomarcyov
inconvenience or | oss of use of the vehicl
USA deal er. ODES USA shall not be |iabl e

direct, incidental, coinseqoenéchi omr wietkle m
inability to use the vehicle for any purpc
of any incidental or consequential damage s
B. No expr esrseleartiesssi moomponents warranty i s
forth herei-nel Ahgdembompbdboents warranty i mp
of merchantability or fitneses efxoprr eas-spderatties
components warranty terms stated in this

exclusive and in Iline of all other remedi e
i mplied warrantythasbessmayhepofbappl|l ¥yi mo vy
C. No deal er is authorized to -Redafgdtbomi
Warranty.
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SYSTEMS COVERED BY
THIS WARRANTY:

PARTS DESCRIPTION:

Engine Components

Intake and exhaust valves, Drive belts, Manifold and cylinder head
bolts, Engine oil and filter, Engine coolant, Cooling system hoses
and connections

Fuel Metering

Fuel injector, ECU, Heated O2 sensor, Throttle position sensor,
Intake air temp sensor

Evaporative Fuel tank, Fuel cap, Fuel hoses
Exhaust Catalytic Convertor
Air Induction Air filter housing, Air filter element
Ignition Ignition coil assembly, Spark plug cap, Spark plug

Crankcase Emission Control

Crankcase breather tube

Miscellaneous Parts

Tubing, fittings, seals, gaskets, and clamps associated with these
listed systems.
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WARNING

THI'S VEHI CLE CAN BE HAZARDOUS TO OPERATE.

A collision or rollover can occur quickly,
on hills or over obstacl es, if you fail to
SEVERE | NJURYc®R DEATHt i f you do not follo
LBEFORE YOU OPERATE THI S UENMERMANUAREADL TBI
PRODUCT SAFETY LABELS.

LNEVER OPERATE THMISHUHH|I CRENSEHRUCTCOMB! et e
certified training course.

LDO NOT EXCEED VEHI CLE SEATI NG CAPACITY
LFORHORT WHEEMBBBENMEVER CARRY A PAISENGEReas

ri sk of losing control if you carry a passEe
LNEVER OPERATE THI S VESHURHAECEOCN A PAVED

You increase your risk of losing control if
LNEVER OPERATE THI S VEHI C¥&u ONaf® UBLIl ICi RO AWDIS
if you operate this vehicle on a public roe
LOPERATOR AND PBADIENGEAR WAYS WEAR AN APPROVE
protection, and protective clothing.

LNEVER USE WI TH DRUGS OR ALCOHOL. They sl ow
LNEVER OPHERAISEVEHI CLE ABPEXOBSSI VE

You increase your risk of losing control i f
visibility conditions, or your experience.
LNEVER ATTEMPT JWHPEL | BRS DUNMER.



